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Abstract 
 
The sensors most commonly used for monitoring machine health are wired accelerometers 
because of their high performances and good stability. However, these transducers are usually 
large in size; require an external power source. Hence, there is a need for cheaper and reliable 
alternative for the conventional accelerometers. This thesis reports the development of a 
wireless accelerometer based on Micro-Electro-Mechanical System (MEMS) inertial sensor and 
off-the-shelf digital RF communication modules. It is small enough to be installed on the 
rotating shaft of a machine. In addition, it has a high enough resolution to be used to analyse 
the dynamic behaviour of rotating shaft. 
The wireless sensor is mounted with its sensitive axis in the tangential direction with respect to 
the centre of the rotor. This position allows the sensor to perform high resolution tangential 
acceleration measurements and nullifies the centripetal acceleration..  
To assist in the validation of the wireless sensor, a mathematical model was derived to 
simulate the vibration signals from the test rig. Experimental and simulated results both 
confirmed the effectiveness of the wireless sensor in detecting different degrees of 
misalignments and unbalance of a flexible rotor system.  
The wireless sensor has been confirmed to possess the capability of detecting small degrees of 
misalignment using the spectral amplitude of the peak at 2X running speed compared to other 
conventional sensors (wired accelerometers, laser vibrometers). 
In addition, the results of the experiment and simulation have also confirmed the capacity of 
the wireless sensor to detect different shaft unbalance grades at 1X running speed using 
spectral and order magnitudes. However, the wired sensors used for comparison failed to show 
any clear separation of the different grades of shaft unbalance. 
Moreover, it has been observed that the instantaneous angular speed (IAS) derived directly 
from the wireless sensor correlates well with that obtained from a shaft encoder and showed 
the capacity to detect the main features of rotor dynamics. An advanced algorithm has been 
developed to remove the gravity effect. The application of the algorithm has made the IAS 
computed from the wireless sensor more indicative to that obtained by a shaft encoder.  
 
  
Declaration 
No portion of this work referred to in this thesis has been submitted in support of an 
application for another degree or qualification of this or any other university or other institute 
of learning. 
 
Copyright 
Copyright statement 
 
I. The author of this thesis (including any appendices and/or schedules to this thesis) 
owns any copyright in it (the “Copyright”) and s/he has given The University of 
Huddersfield the right to use such copyright for any administrative, promotional, 
educational and/or teaching purposes. 
II. Copies of this thesis, either in full or in extracts, may be made only in accordance with 
the regulations of the University Library. Details of these regulations may be obtained 
from the Librarian. This page must form part of any such copies made. 
III. The ownership of any patents, designs, trademarks and any and all other intellectual 
property rights except for the Copyright (the “Intellectual Property Rights”) and any 
reproductions of copyright works, for example graphs and tables (“Reproductions”), 
which may be described in this thesis, may not be owned by the author and may be 
owned by third parties. Such Intellectual Property Rights and Reproductions cannot and 
must not be made available for use without the prior written permission of the owner(s) 
of the relevant Intellectual Property Rights and/or Reproductions 
  
 
Acknowledgements 
First of all I want to thank my supervisor, Prof. Andrew Ball. He made this thesis possible by 
offering me a collaborator position at the school of computing and engineering. From our 
frequent discussions at the beginning of my Thesis I learned step by step how to do scientific 
work. In all phases this work has benefited much from his comments, suggestions and 
cooperation. Last but not least, I want to thank him for the opportunity to participate in 
international conferences. 
I am grateful to my second supervisor, Dr Fengshou Gu, for our many fruitful discussions, in 
which I learned to see my thesis in a broader scientific context. 
I want collectively to thank all CMGROUP members for the constantly good working 
atmosphere over the years. 
Last and always, special thanks extended to my family: my wife and my children: Ahmed, 
Fatma, Arwa and Yusuf. Special and grateful thanks to my father, sole of my mother and all 
my brothers and sisters for their high expectations. 
 
 
The Author 
 
 
Lutfi Arebi graduated from the Libya, Tripoli University, with a B.Sc. in computer and electronic 
engineering in 1992 and has got a M.Sc. degree in embedded systems from the University of 
Manchester. In Jan 2009 he commences the research on condition monitoring that is presented 
in this thesis in the Maintenance Engineering research Group at the University of Huddersfield. 
 
  
Publications 
 
1. Arebi, Lutfi, Gu, Fengshou and Ball, Andrew (2012) A comparative study of 
misalignment detection using a novel Wireless Sensor with conventional Wired Sensors. 
Journal of Physics: Conference Series, 364. 012049. ISSN 1742-6596. 
2. Arebi, Lutfi, Gu, Fengshou, Hu, Niaoqin and Ball, Andrew (2011) Misalignment Detection 
using a Wireless Sensor Mounted on a Rotating Shaft. In: Proceedings of the 24th 
International Congress on Condition Monitoring and Diagnostics Engineering 
Management. COMADEM, Stavanger, Norway, pp. 1289-1299. ISBN 0954130723 
3. Arebi, Lutfi, Gu, Fengshou and Ball, Andrew (2010) Rotor Misalignment Detection using 
a Wireless Sensor and a Shaft Encoder. In: Future Technologies in Computing and 
Engineering: Proceedings of Computing and Engineering Annual Researchers' 
Conference 2010: CEARC’10. University of Huddersfield, Huddersfield, pp. 6-13. ISBN 
9781862180932. 
4. Arebi, Lutfi, Fan, Yibo, Gu, Fengshou and Ball, Andrew (2010) Investigation of Wireless 
Sensor Deployed on a Rotating Shaft and It’s Potential for Machinery Condition 
Monitoring. In: 23rd International Congress on Condition Monitoring and diagnostic 
Engineering Management, June 28-July 2, 2010, Japan.  
5. Arebi, Lutfi, Gu, J., Ball, Andrew and GU, Fengshou (2010) Investigation of a Rotating 
Shaft with a Novel Integrated Wireless Accelerometer. In: The Seventh International 
Conference on Condition Monitoring and Machinery Failure Prevention Technologies, 22-
24 June 2010, Ettington Chase, Stratford-upon-Avon, England, UK.  
 
 
  
 
CHAPTER ONE 
 
1 Introduction 
This chapter begins with an overview of the more common conventional techniques used for 
machinery condition monitoring. This is followed by a detailed description of the motivation, 
aims and objectives of the research. Finally, the structure of the thesis is described and the 
content of the remaining chapters is given. 
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1.1 Introduction  
Health monitoring is the process of studying and assessing the condition of machinery, and is 
crucial for preventing failure. Machine health monitoring can be achieved by its dynamic 
analysis which requires determining the dynamic characteristics of the machinery, including 
natural frequencies, mode shapes and damping factors via modal analysis.  
The development of reliable monitoring systems to prevent machine performance degradation 
proceeding as far as malfunction, or even catastrophic failures has been the focus of research 
Thesis in a wide array of industries which use rotary machinery (Jardine, A. K., Lin, & Banjevic, 
2006)  
It is obvious that industrial machinery is expensive, and the financial success of an enterprise 
can depend on achieving low operating and maintenance costs. To achieve these 
requirements, condition monitoring has become essential. The benefit of condition monitoring 
is to minimise unplanned interruption of production, reduce maintenance of machinery and 
improve reliability and safety. 
Although condition monitoring was well established in the 1960’s, it is still developing in 
parallel with the advances in transducers and computer technology (Barron, 1996). In the mid-
1980’s developments accelerated due to the advent of desktop computers. The availability of 
computers made the collection of data from the machine easier and developments in data 
analysis allowed the user to make a more informed decision on maintenance strategies. 
Rotary machines such as turbines, generators and electrical motors are one of the most 
important areas of industrial research, particularly rotating shafts. The role of rotary shaft is 
power transmission. These shafts can carry different parts such as bearings, disks, gears, etc. 
There have been many techniques developed to monitor rotating machinery based on 
conventional wired transducers. This chapter presents conventional condition monitoring 
techniques including different transducers used to monitor rotary machinery vibration and 
angular speed.  
1.2 Conventional Condition Monitoring Techniques 
The monitoring technique or method is determined by the mechanical process being 
monitored, maintenance goals and added cost. In addition, the physical nature of the process, 
temperature, vibration, sound, debris, etc. can play a vital role in choosing the right technique. 
However, for complicated machine plants, a complex condition monitoring techniques may be 
required.  
There are hundreds of papers, covering both theory and practice, on condition monitoring 
methods and techniques published every year in academic journals, conference proceedings 
and technical reports (Jardine, A. K., et al., 2006). Some of them are illustrated in (Kelly, 
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1997; Lees, A., Sinha, & Friswell, 2009; Lees, A. W., 2007 (b); Mathew & Davis, 1998; Mobley 
& Davies, 1998; Sasi, A. Y. B., Gu, Li, & Ball, 2006; Yesilyhurt, 1997) 
 
Condition Based Maintenance (CBM) is a maintenance program that recommends maintenance 
actions based on the information collected through condition monitoring (Jardine, A. K. S., Lin, 
& Banjevic, October 2006). The main purpose of CBM is to avoid unnecessary maintenance 
tasks by acting only when there are signs of sufficient abnormality of the machine part(s). This 
approach is based on the acquisition, processing and analysis of data collected from different 
machine parameters. These parameters include: vibration amplitude, noise level and 
spectrum, drive speed and motor current, and provide valuable information which can be used 
to assess the condition of the machine and help in planning the schedule of maintenance work. 
CBM can substantially reduce maintenance costs and unnecessary downtime if properly 
implemented.  
  
Figure ‎1.1 presents the main three steps of CBM (Jardine, A. K. S., et al., October 2006): 
1. Data acquisition step (information collecting), to obtain data relevant to system health. 
2. Data processing step (information handling), to handle and analyse the data or signals 
collected in step 1 for better understanding and interpretation of the data. 
3. Maintenance decision-making step (decision-making), to recommend efficient maintenance 
policies. 
 
Figure ‎1.1 Condition based Maintenance main steps (Jardine, A. K., et al., 2006) 
1.3 Monitoring Methods for Rotor Dynamics 
The condition monitoring of machinery has led to development of a number of new methods 
for monitoring the machinery processes, see (Liang, 2000), (Collacott, 1997), (Matthew, 
1987), (Jardine, A. K., et al., 2006), (Huer & Zhaojian, 2010; Sasi, Y. A., 2005) and (Jardine, 
A. K., et al., 2006). These methods can be summarized as following: 
1.3.1  Machine Parameters 
This type of monitoring is concerned with the change of machine performance parameters to 
identify machine abnormality. Speed, current, performance and power consumption are good 
examples of parameters that can be monitored to detect changes of machine characteristics. 
The trend change, for instance, of pressure, temperature and current are good indication to 
detect the change in machine characteristics. 
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In practice current or speed fluctuation can be analysed using spectral analysis for monitoring 
purposes (Liang, 2000), (Pereira & Da Silva Gazzana, 2004), (Tsoumas, Mitronikas, 
Georgoulas, & Safacas, 2005), (Sasi, A. Y. B., et al., 2006), (Li, Y., Gu, Harris, & Ball, 2005) 
and (Trevor & Hunt, 1996). Current trend change is a sign of a defective component of the 
machine. This monitoring method suggests systematic measurement of a monitored parameter 
and plotting the data recorded against time or frequency.  
1.3.2 Vibration Analysis 
Vibration is naturally generated by rotary machines. Each part of such a machine has its 
distinctive vibration patterns. These patterns contain valuable information about the machine 
condition. The ability to measure and record the vibration signature of rotating machinery 
without interrupting normal operation is a powerful technique for monitoring its condition. 
Transducers can measure acceleration, velocity and displacement. Vibration is usually 
measured by accelerometers. The selection and mounting position of the accelerometers are 
important decisions in vibration analysis (Crawford & Crawford, 1992). Vibration analysis is one 
of the most usable methods in machinery condition monitoring techniques. It depends on the 
vibration signal’s frequencies(De Silva, 2005). The following are the useful frequency ranges of 
different signals (Barron, 1996): 
Acceleration: from zero up to and beyond 20 kHz. 
Velocity: from 2 Hz to 2 kHz. 
Displacement: from zero up to 200 Hz. 
These waveforms are analysed and processed in a variety of ways such as determining the 
root mean square (RMS) and variance of the waveforms in the time domain, and waveform 
power spectrum analysis in the frequency domain. Time-frequency, wavelet and higher order 
spectral analyses are recent signal analysis procedures used to examine vibration waveforms 
for machine condition(Jardine, A. K., et al., 2006).  
 
The potential use of vibration analysis methods for condition monitoring in time, frequency and 
time-frequency domains, has enabled condition analysis of a wide range of machine 
components. That includes(De Silva, 2005): gears, bearing, couplings, rotors/ shafts, fan/ 
pump assemblies. The failures causes can be classified by: unbalance, looseness, 
misalignment, wear, poor lubrication, damage/perishing, aero/hydrodynamic forces, cavitation.  
Vibration based condition monitoring is the most cost-effective approach but may suffer 
difficulties due to noise sources such as vibration from other machinery(Dalpiaz & Rivola, 
1997). However, it is not a general purpose condition monitoring technique since it provides 
vibration related information only and some defects such as wear may not generate vibration 
signals worth monitoring. 
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1.3.3 Acoustic Analysis 
This approach focuses on the analysis of acoustic or noise waveforms produced by machinery 
processes. Microphones are often used to record acoustic signals which are then compared 
with vibration waveforms. Microphones have wide frequency range, can give comprehensive 
information due to their sensitivity and are easy to install (Sasi, Y. A., 2005). Therefore, 
microphones are used in many applications such as gear boxes and bearings (Sasi, Y. A., 
2005). The acoustic monitoring technique can be on-line and non-intrusive which make it an 
attractive option. However, the major limitation of acoustic monitoring is that background 
noise contaminates the acoustic waveforms (Kelly, 1997). 
1.4 Fault Diagnosis of Rotating Machinery 
Over the last century, rotating machinery has been studied in more and more detail. Rotor 
dynamics is essential for engineers and scientist involved in the transportation and power-
generation industries. The analysis and design of rotating machinery is crucial in terms of the 
cost of both production and maintenance. Therefore, fault diagnosis of rotating machinery 
becomes critical. The design of rotating machinery becomes increasingly complex due to 
technological advancement, and condition monitoring  strategies become more advanced in 
order to cope with the burdens being placed on individual components of a machine  (Edwards, 
Lees, & Friswell, 1998).  
Vibration in rotating machinery usually is due to some externally applied load, such as 
misalignment, cracked or bent shafts, or mass unbalance. Vibration condition monitoring as a 
method of fault diagnosis has been examined by Smith (Smith, 1980) and Taylor (Taylor, 
1995). Smith covered the types of general faults listed above and described qualitatively how 
they may be recognised from their vibration characteristics. He also discussed effects caused 
by nonlinearities. Taylor included information on how measured data should be processed in 
order for a diagnosis to be performed. Earlier studies have carried out these researches using 
conventional wired accelerometers to measure the vibration and perform the diagnosis 
process. The challenge is to measure the rotor vibration directly using a novel wireless 
accelerometer for diagnosing various rotor problems. 
1.4.1 Misalignment 
Rotor misalignment is one of the most common causes of vibration in the operation of rotating 
machinery, yet it remains incompletely understood. Despite the rapid increase in 
understanding of rotor dynamics, no satisfactory analysis explains the range of observed 
phenomena. Sekhar and Prabhu (Sekhar, A. S. & Prabhu, 1995) discussed the effect of 
coupling misalignment on the vibration of rotating machinery. Shaft misalignment can be a 
major cause of vibration, due to reaction forces generated in the shaft couplings. It is generally 
accepted that a significant 2X of rotor speed vibration response is a major feature of rotor 
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misalignment(De Silva, 2005; Prabhakar, Sekhar, & Mohanty, 2001). A model based method is 
usually used for fault prediction, where the 2X component is more significantly affected than 
the 1X. By using this model based method it is possible to predict the vibration response due 
to misalignment at the various harmonics. It is valuable in terms of both fault diagnosis and 
machinery design.  
1.4.2 Mass Unbalance 
Mass unbalance is one of the most frequently occurring causes of rotor vibration in industrial 
rotor bearing systems (Edwards, et al., 1998). Presence of unbalance changes the dynamic 
behaviour of the system. This change is equivalent to additional loads acting on the healthy 
system. The fault model for unbalance developed by Platz and Markert describes the effect of 
static and kinetic unbalances of the rotor system (Platz & Markert, 2001). 
 
Jalan and Mohanty demonstrated a model based fault detection system for a simple rotor 
bearing system (Jalan & Mohanty, 2009). By simple measurement of the radial vibration alone 
and applying the proposed model based technique, faults in a rotor bearing system were easily 
identified. Lees and Friswell presented a method to estimate the unbalance configuration in a 
flexibly-mounted rotor-bearing system from vibration measurements at the bearing pedestals 
(Lees, A. & Friswell, 1997). With the vibration measured by wired accelerometers and using an 
accurate model, mass unbalance can be identified where the 1X of rotor speed response is 
significantly affected (De Silva, 2005; Xu & Marangoni, 1994 a). 
1.4.3 Bent Shafts 
A bent shaft is one of the causes of the vibration in rotary machinery. It may be caused in 
several ways, for example due to creep thermal distortion or a previous large unbalance force 
(Edwards, et al., 1998). The unbalance force generated by a bent shaft is slightly different to 
that caused by conventional mass unbalance. However, bent shafts have great effect on 1X of 
rotor speed when the geared system mounted on stiff viscoelastic supports(De Silva, 2005; 
Kang, Hsu, Lee, & Shiau, 2011). More details about bowed shafts and their effects can be 
found in (Braut, Zigulic, & Butkovic, 2008; Kang, et al., 2011; Nicholas, Gunter, & Allaire, 
1976; Yang, T. & Hsu, 2009).    
1.5 Conventional Wired Sensors Used for Rotor Fault 
Diagnosis 
The above mentioned common rotor faults are usually investigated using wired transducers. 
Since the most common cause of rotor faults is vibration, accelerometers are frequently used 
to detect and diagnose these faults. Several types of accelerometers manufactured by many 
well-known manufacturers are available all over the world. The selection of accelerometers is 
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based on their technical specifications and measurement requirements such as frequency 
range to be measured, amplitude of vibration, etc.  
The conventional wired transducers used for rotor fault detection are:  
1. Accelerometers (Vibration) 
a. Piezoelectric Accelerometers 
b. Charge mode or capacitive type accelerometers 
c. Integral Electronic Piezoelectric (IEPE). 
2. Encoders (Instantaneous angular speed) 
3. Laser vibrometers (Displacement, velocity) 
4. Magnetic pickups (Displacement) 
5. Current and voltage eddy transducers (Power, Displacement) 
 
The frequently used transducers for rotor fault detection will be discussed in more details in 
the next chapter. 
1.6 Wireless MEMS Accelerometer  
From the above review, in dynamic health monitoring, the utilization of appropriate 
transducers is required to provide accurate measurement of machinery responses in both 
frequency and time domains. Conventional devices utilised for health monitoring are based on 
wired transducers. These transducers are usually large in size, require high actuation power 
and have narrow frequency bandwidths compared to MEMS ones, which reduce their accuracy, 
versatility and applicability to smaller machinery. 
To monitor the rotary shaft, the accelerometers are mounted on the bearing housing according 
to the measuring standard ISO 10816-3,2009 (De Silva, 2005; Iso10816-3, 2009). The 
recorded vibration signal will be different according to which moving part is generating the 
signal. This contaminated vibration signal could be used to record the vibration of the rotary 
shaft directly. The advances in developments of IC micro fabrication and micro electro 
mechanical systems (MEMS) have led to the design of progressively smaller footprint, low 
dynamic mass and actuation power sensors. In addition, MEMS sensors provide wide frequency 
bandwidths, high measuring accuracies and a digital output. With such advantages, MEMS 
sensors can potentially replace conventional piezoelectric transducers. 
To transfer data from MEMS sensors to signal analysers, traditional wiring methods can be 
used. Such methods provide reliable data transfer and are simple to integrate. However, in 
order to study rotating machinery, MEMS sensors attached to conventional positions (static) 
can be either wired or transmit their signal wirelessly. In the case of direct mounting on a 
rotor, wireless transmission is essential. With the rapid developments of microelectronic and 
wireless technologies, designers and researchers now have the capabilities to develop and 
implement wireless health monitoring systems. With wireless transmission it may be possible 
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to achieve long distance monitoring. In addition, the measuring accuracy might increase due to 
the direct measurement of rotor vibration as well as angular velocity. Consequently, there is a 
need to implement and test wireless communications capabilities using MEMS sensors 
(Elwenspoek & Wiegerink, 2001; Lynch, J., 2004; Lynch, J. P., Law, Straser, Kiremidjian, & 
Kenny, 2000). 
Most of the recent research efforts have been concentrated on the development of wireless 
systems for health monitoring of civil engineering structures, such as building and bridges 
(Chung, Enomoto, & Shinozuka, 2003) (Lynch, J., 2004): (Lynch, J. P., et al., 2000). Such 
structures are usually characterized by large masses and low resonance frequencies. Thus, 
health monitoring systems designed for civil engineering structures might not be applicable to 
mechanical structures. 
The advances in microelectronic systems means off-the-shelf wireless transmitters and 
receivers are available at low cost. Using these modules, MEMS accelerometers are integrated 
into wireless communication systems designed to transmit acceleration signals digitally. The 
digital wireless system is used to perform high resolution tilt and rotation measurements of the 
angular and linear acceleration of rotors. In addition, the developed digital system can be used 
to measure angular rates. Results from developed wireless MEMS accelerometers are 
presented in this thesis to confirm their potential for accurate and effective health monitoring 
of rotating machinery. 
In this research, an in-depth study of the application of MEMS wireless accelerometers to 
health monitoring of rotating machinery is presented. Commercially available MEMS sensors 
have been used. Characteristics of the selected MEMS sensors have been studied using 
analytical, computation and experimental techniques. In addition, development of 
instrumentation and methodologies for wireless health monitoring of rotor dynamics are 
presented. 
1.7 Research Motivation 
A rotating shaft is always the key component of mechanical systems such as motors, pumps, 
engines and turbines. Due to the heavy use of shafts, defects such as unbalance, cross-
sectional cracks and misalignment will develop. There are many techniques used to monitor 
such defects; by analysing the vibration of the shaft as well as the instantaneous angular 
speed (IAS) of the rotating shaft. The vibration is usually measured by placing accelerometers 
on the bearing housing whereas IAS is measured using a laser-based, direct general-purpose 
analogue-to-digital converter ADC based method for a shaft (encoder) and a magnetic pickup 
for gears. The development of a wireless sensor which can be mounted tangentially on the 
shaft could help to measure rotor vibrations and IAS simultaneously. Developing new 
techniques based on a wireless MEMS accelerometer is presently the most challenging problem 
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in condition monitoring. Using advanced analysis of the information extracted from a wireless 
accelerometer the faults can be detected. 
The vibration response measured using wired accelerometers mounted on non-rotating 
structural components such as bearing housings according to the measuring standard ISO 
10816 Part 1  (De Silva, 2005; Iso-10816-1, 1995) is usually contaminated by the vibration 
from other parts of the machinery. For instance, the magnitude of the signal from a faulty 
bearing could be so large as to hide a rotor related fault and vice versa. In addition, the signals 
are attenuated by the body of the bearing housing. 
The rotor related faults also can be monitored using the encoder mounted at the end of the 
rotor using an IAS technique. Ben Sasi showed that IAS techniques can be used to diagnose 
mechanical faults of a diesel engine and an induction motor using both time-intervals and FFT 
(Sasi, Y. A., 2005). Sweeney and Randall showed that a gear based power transmission 
system exhibits speed fluctuations due to a combination of effects, including geometric errors 
and transmission errors (Sweeney & Randall, 1996).  
Research efforts have identified wireless communication technology, MEMS accelerometers and 
digital signal processing, as key areas of innovation that can be used to develop a novel 
wireless monitoring system for rotating machinery. The maximum speed of the machine 
subjected to the test is 1420 RPM which is equivalent to 25 Hz. The challenge of replacing 
wired sensors by wireless ones motivates this research for further investigation to rotor 
dynamics.  
1.8 Research Aims and Objectives 
The aim of this research is to develop and test an accurate and sensitive MEMS wireless 
accelerometer suitable for condition monitoring application for rotating shaft fault diagnosis. 
 
The objectives of this research are focused on three main areas:  
Sensor improvement:  Objective 1: To develop a MEMS based wireless sensor unit and deploy it on a 
rotating shaft by mounting it in tangential direction.    Objective 2: To improve a wireless sensor unit for rotor dynamics measurements.  Objective 3: To benchmark the new sensing system by comparing its measured 
data by wired sensor measured data.  Objective 4: To investigate the characteristics of the rotor dynamics including IAS 
extraction methods, and parameters that might influence the IAS evaluation from a 
wireless sensor.  Objective 5: To measure the IAS and vibration of the system using conventional 
methods. 
 
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
32 
Rotor Modelling:   Objective 6: To develop an accurate model that takes into account the dynamics of 
bearings and couplings.  Objective 7: To improve the model to be a more accurate by taking into accounts 
the dynamics including misalignment, eccentricity and unbalance.  Objective 8: To study the characteristics of the rotor dynamics based on the model 
and measurements made under normal and misaligned conditions.  Objective 9: To study the characteristics of the rotor dynamics based on the model 
and measurement under normal and unbalanced conditions. 
 
Rotor Diagnosis  Objective 10: To develop more advanced analysis techniques for rotor dynamics 
based fault diagnosis, i.e. to differentiate between unbalance and misalignment.  Objective 11: To benchmark the wireless sensor diagnostic performance with 
conventional vibration measurements such as contact accelerometers and non-
contact laser displacement systems.  Objective 12: To study the characteristics of the rotor dynamics based on the 
model and measurement.  Objective 13: To develop more advanced analysis techniques for rotor dynamics 
based fault detection using Time synchronous Averaging (TSA).   Objective 14: To develop more advanced techniques for IAS based diagnosis. 
1.9 Thesis Outline 
The thesis consists of ten chapters, the contents of which are briefly described below: 
• Chapter Two: This chapter introduces conventional commercial accelerometer types with 
the basic principle of their operation. In addition, it gives a detailed description of the structure 
and theory of operation of MEMS accelerometers. An overview of wireless technology and a 
literature review of wireless sensors for condition monitoring are presented. Finally, the 
internal structure and theory of operation of the MEMS accelerometer used in this Thesis is 
presented. 
 
• Chapter Three: This chapter begins with design considerations. Then it defines duty cycle 
signal and its frequency analysis. It then describes duo-binary carrier suppressed filtering 
using a Sallen-key active low pass filter, and design of a wireless accelerometer node circuit. 
Sensitivity and calibration are discussed. In addition, wireless accelerometer power 
consumption is presented. Finally, the uncertainty of the wireless sensor measurements is 
examined. 
• Chapter Four: This chapter begins by introducing IAS; it then briefly demonstrates 
conventional angular speed transducers used for obtaining IAS. The speed measurement error 
equation for encoders is derived and discussed. The resolution of all sensors for IAS 
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measurement is determined. Methods for IAS extraction from encoder are briefly presented. 
Also, IAS extraction from a wireless sensor is discussed. Then, a comparison is made between 
the IAS obtained from the wireless sensor and other sensors. Finally, the TSA is applied to the 
signals and a new approach of IAS extraction is discussed. Moreover, the IAS resulted from the 
last method is compared to IAS from other sensors after applying TSA. 
 
• Chapter Five: This chapter begins with an overview of the bearing test rig used to carry out 
the investigations. The data acquisition system and the transducers used to perform the 
various experiments are described. 
  
• Chapter Six: To verify the measured results, this chapter presents a mathematical model 
that simulates various vibration signals of the test rig. It begins with a literature review of 
rotor system misalignment modelling. It then describes the lumped mass method for modelling 
the test rig for a two rotor system. The derived equations are solved using state space 
approach. The results of the model are presented. Then, a more advanced analysis method is 
used to model the four rotor system taking into account the bearings. In both models, the 
wireless sensor output is derived and explained.   
 
• Chapter Seven: This chapter introduces a literature review for parallel misalignment. Then 
it investigates a novel approach for monitoring shaft parallel misalignment using a wireless 
vibration sensor which can be mounted on the surface of the rotating shaft. This measurement 
system can more effectively diagnose faults of rotating shafts because the signal to noise ratio 
is higher due to direct sensor installation and combined response measurements. Both 
theoretical analysis and experimental results show that the scheme outperforms IAS 
measurement when detecting shaft misalignments.   
 
• Chapter Eight: In this chapter a systematic comparison is made using the bearing test rig 
for detection of shaft misalignment between wireless sensor and other three common sensors: 
a laser vibrometer, an accelerometer and a shaft encoder. These four sensors are used to 
measure simultaneously the dynamic responses: IAS from the encoder, bearing house 
acceleration from the accelerometer, shaft displacements from the laser vibrometer and 
angular acceleration from the wireless sensor. These responses are then compared in both the 
time and frequency domains for detecting and diagnosing different levels of shaft 
misalignment. Results show the effectiveness of wireless accelerometer in detecting the faults. 
 
• Chapter Nine: In this chapter the bearing test rig is used to conduct a systematic 
comparison of detection of shaft unbalance between the wireless sensor and two other 
common sensors: an accelerometer and a shaft encoder. These three sensors are used to 
measure simultaneously the dynamic responses: IAS from the encoder, bearing housing 
acceleration from the accelerometers and angular acceleration from the wireless sensor. These 
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responses are then compared in both the time and frequency domains for detecting and 
diagnosing different levels of shaft unbalance. Results show the effectiveness of wireless 
accelerometer in detecting the two different unbalance cases. 
 Chapter Ten: This chapter summarises the achievements of the research work and explains 
how the aim and objectives stated in Chapter One were achieved. A summary of the author’s 
contributions to knowledge and the novel aspects of the research are also included. Finally, 
recommendations for future work for the wireless accelerometer development and usage are 
provided and conclusions made. 
 
  
CHAPTER TWO 
 
2 Wireless Sensing Technology 
This chapter introduces conventional accelerometers commercially available. It also, presents 
the basic principle of their operation and then provides a detailed description of MEMS 
accelerometers, their structure and theory of operation. An overview of wireless technology 
and a literature review of wireless sensors used for condition monitoring are presented. Finally, 
the chapter presents the internal structure and theory of operation of the MEMS accelerometer 
to be used in this research Thesis.  
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2.1 Introduction  
Conventional wired accelerometers are commonly used in dynamic rotor vibration monitoring 
and with shaft encoders and laser vibrometers, are used to determine the condition of a 
rotating shaft. Conventional sensors are mounted on static parts of the machinery. The cables 
for such sensing systems contain wires which carry the signal and are vulnerable to corruption 
by ambient noise. Deploying a sensor directly on the shaft cannot be achieved using 
conventional wired sensors. In such cases, wireless accelerometers are necessary. 
Advances in low cost and low power MEMS accelerometers have led to the development of a 
wireless sensor which can be mounted on the surface of the rotating shaft. Moreover, such an 
arrangement will improve detection sensitivity and hence enable the detection of faults in their 
incipient stage.  
The earlier the rotating shaft defect is diagnosed the lower the cost of maintaining the machine 
(Kelly, 1997). The conventional accelerometers most used will be discussed and basic principle 
operation presented. Since the novel wireless accelerometer utilised is based on MEMS 
accelerometers, a detailed description of their structure and theory of operation is presented. 
An overview of wireless technology and a literature review of wireless sensors are given. 
Finally, the internal structure and theory of operation of MEMS accelerometers are discussed.   
2.2 Accelerometers 
An accelerometer is a sensing element that measures acceleration; acceleration is the rate of 
change of velocity with respect to time. It is a vector that has magnitude and direction. 
Accelerometers measure in units of “g” (the standard value of gravitational acceleration at the 
earth’s surface = 9.81m/s²). εodern accelerometers can measure: vibration, shock, tilt, 
impact and motion of an object. The relationships between velocity and displacement for 
translational and rotational system can be expressed as: 
 ܽ = ݀ݒ݀ݐ = ݀ଶݔ݀ݐଶ = ݔሷ ‎2.1 
 
 ߙ = ݀߱݀ݐ = ݀ଶ�݀ݐଶ = �ሷ  ‎2.2 
Where: 
 
Transitional system: ܽ = ݔሷ  : acceleration ݒ = ݔሶ  : speed ݔ       : displacement 
Rotational system: ߙ : acceleration ߱ : speed �  : displacement 
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Although it is possible to compute the acceleration of an object from displacement or velocity, 
most accelerometers use a sensing method in which the movement of an inertial or seismic 
mass relative to the accelerometer housing is detected (Fraden, 2010). 
Basically, an accelerometer is a solid frame with an inertia element (m) whose movement may 
be transformed into an electric signal. The mechanism of conversion can be, for instance, 
piezoelectric (Fraden, 2010). Figure 2.1 shows a general mechanical structure of such an 
accelerometer. Mass, m, is supported by a spring having stiffness k and the mass movement is 
damped by a damping element with a coefficient d. The mass is constrained to move only in 
the vertical direction relative to the accelerometer housing. During operation, the 
accelerometer case is subjected to acceleration ݔሷ௜, and the output signal is proportional to the 
deflection ݔ௢ of the mass m. Since the accelerometer mass m is constrained to linear motion, 
the system has one degree of freedom.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure ‎2.1General layout of an accelerometer (Gardner, 1994) 
The accelerometer is essentially a mass-spring damper system in which the loading force −݉ݔሷ௜ 
drives a second order damped harmonic oscillator. The equation of motion of this system can 
be expressed as: 
 ݉ݔሷ௢  + ݀ ݔሶ௢  +  ݇ ݔ௢  =  −݉ݔሷ௜ ‎2.3 
Where, ݔ௢ is the displacement of the inertial mass (m) relative to the rigid frame. Under 
conditions of a sinusoidal acceleration of constant amplitude, the displacement amplitude, ݔ௢, 
is directly proportional to the magnitude of the input acceleration, xi, where (Fraden, 2010):  
 ݔ௢ = ቀ݉݇ቁ ݔሷ௜ ‎2.4 
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Mass 
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The behaviour of this dynamic system is determined by four parameters; the frequency and 
magnitude of the driving force, the natural frequency of the system ωo and the damping factor 
of the system ξ where; 
 ߱௢ = √ ݇݉  ‎2.5 
 
 ξ = ݀ʹ√݉݇ ‎2.6 
There are different types of accelerometers and each has its own unique characteristics, 
advantages and disadvantages. Accelerometers can be classified according to the physical 
effect used as the sensing mechanism: piezoelectric, capacitive and Integrated Electronic 
Piezoelectric (IEPE) accelerometers. A brief review of these accelerometers is given below.   
2.2.1 Piezoelectric Accelerometers 
Piezoelectric accelerometers use crystalline materials such as barium titanate, lead-zirconate, 
lead-titanate and lead metaniobate, which generate an electric potential when subject to an 
applied stress. This is known as the piezoelectric effect. A crystal is sandwiched between the 
case and the seismic mass which exerts a force proportional to the acceleration. These sensors 
operate from frequencies as low as 2 Hz and up to about 5 kHz, they have good off-axis noise 
rejection, high linearity, and a wide operating temperature range (up to 120° C)(Fraden, 
2010).  
2.2.2 Capacitive Accelerometers  
Capacitive accelerometers produce a change in electrical capacitance, when subjected to 
acceleration. A capacitive acceleration sensor basically contains two components, the first is a 
fixed plate and the other is a plate attached to the seismic mass, which is free to move inside 
the housing. These plates form a capacitor whose value is function of the distance between the 
plates. It is supposed that the capacitor value is modulated by the acceleration (Fraden, 2010). 
The accelerometer senses the capacitance change between a static condition and the dynamic 
condition.  
2.2.3 IEPE Accelerometers  
IEPE refers to a type of accelerometer transducer that is packaged with a built-in charge 
amplifier or voltage amplifier. IEPE accelerometers are widely used nowadays because of their 
capability of measuring vibrations with low noise at low frequency (<< 1 Hz) (Levinzon, 2008). 
Moreover, IEPE accelerometers have the advantages of high sensitivity, large dynamic range, 
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
39 
wide frequency and temperature ranges, low-output impedance and can be extremely compact 
(Levinzon, 2008). 
2.3 MEMS Accelerometers  
The main factors that determine sensor success are its performance, cost and reliability. 
However, sensor performance characteristics are severely limited by its size in some 
applications (Reilly, Leach, Cuenat, Awan, & Lowe, 2006). The reduction of sensor size usually 
leads to an increase in usage due to its lighter weight. The mass of an accelerometer will often 
determine where it can be employed and so reduction in mass will increase its marketability. 
The cost of a sensor is another important factor. Clearly, less material is needed to 
manufacture a smaller sensor but the cost of material processing is often a more significant 
factor. Silicon technology has facilitated the production of small, reliable processors in the form 
of Integrated Circuits (ICs) using microelectronic technology (Reilly, et al., 2006).  
Sensors are the interface between our world and electronic systems. They provide information 
on the system being monitored through signal conditioning circuits to computers. By 
processing that information a decision can be taken. Initially sensors were large and posed 
great challenges in terms of the packaging of the total measurement system. In the past few 
years sensors have decreased in size due to the introduction of solid-state devices and the 
advancement in micron size devices.  
Micro Electro Mechanical Systems (MEMS) are devices (with micron size tolerances) that are 
fabricated using techniques similar to those used to manufacture integrated circuits, and are 
able to monitor many tasks and functions that include mechanical, electrical, optical, fluidic, 
and other types of processes (Michael, 2005). MEMS are increasingly finding applications in 
many areas including condition monitoring (industrial processes), health care, etc. MEMS 
accelerometers are low cost, low power with a mass that varies between 1 and 4 g, they are 
capable of measuring both static acceleration (e.g., gravity) and dynamic acceleration (e.g., 
vibration)(Analog Devices, 2009).  
The output of this type of device is a signal whose duty cycle (ratio of pulse width to period) is 
proportional to the acceleration in each direction as shown in Figure ‎2.2. These outputs are 
treated as digital output which can be read directly with a microprocessor counter (Analog 
Devices, 2009). The integration of MEMS systems with neighbouring circuitry allows for 
electrical actuation and signal detection with better performance, programmability and 
adaptability along with miniaturisation and simplicity of the total system at a lower production 
cost (Chen & Kuan, 2000). More information about the MEMS Generative accelerometer type 
ADXL202AE can be found later in this chapter. 
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Figure ‎2.2 ADXL202 Duty Cycle output (Analog Devices, 2009). 
2.3.1 Sensing Mechanisms in MEMS Accelerometers 
Typical sensing mechanisms used in MEMS sensors include piezoresistive, piezoelectric, 
capacitive, resonant membranes and thermal sensing technology (Elwenspoek & Wiegerink, 
2001; Fraden, 2010). Each of these signal transducers require different fabrication techniques 
and operate using different signal conditioning circuitry. 
 
In this thesis, capacitive MEMS accelerometers are used because such accelerometers provide 
high measurement accuracy and are sensitive to gravitational acceleration, which enable high-
resolution measurements of tilt and rotation (Elwenspoek & Wiegerink, 2001; Fraden, 2010). 
2.3.2 Comparison between Capacitive and Piezoresistive MEMS 
Accelerometers 
The main advantages of piezoresistive accelerometers are the simplicity of their construction 
and fabrication processes, and the relative ease with which signal can be read. However, 
piezoresistive devices have some critical drawbacks such as low sensitivity and high 
temperature dependence. Complex temperature compensation circuits are often needed and a 
very large seismic mass is essential for an acceptable sensitivity. 
Capacitive sensing is dominant in MEMS accelerometers for several reasons. Both surface and 
bulk micromachining can be used to fabricate a variety of capacitive accelerometers with 
performance ranging from the low-end automotive application to high-precision inertial 
navigation. Compared to piezoresistive accelerometers, capacitive accelerometers have high 
sensitivity, low power consumption, low noise level, stable DC characteristics and lower 
temperature dependence (Elwenspoek & Wiegerink, 2001; Fraden, 2010). 
2.4 Wireless Technology 
Wireless technology is widely used in such common devices as mobile phones and internet 
access. The main question in the use of wireless is “How far can it go?”. In the context of 
condition monitoring the important point is that the range of a wireless link could vary from a 
few feet to a few miles. The transmission range is determined by many factors including the 
power of transmission, type and gain of the antenna used, the receiver performance and the 
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required radio frequency link. The advances in wireless electronics have led to cheaper and 
lower power wireless transmitter and receiver modules. These modules are fabricated in such 
way that no external RF components except antennas are needed. 
2.5 Why Wireless in Condition Monitor? 
Cost and flexibility are the two main factors that make a wireless sensor valuable and 
appealing. In cases such as a rotating shaft, where use of a wired sensor is impossible unless 
indirect contact or laser sensors were used or a wireless sensor must to be deployed. Wireless 
condition monitoring can make monitoring much easier. 
2.6 Overview of MEMS Wireless Sensing (Literature Review) 
The deployment of a novel wireless accelerometer directly on the drive shaft has not been the 
subject of much investigation. (Bejarano, Jia, & Just, 2009) used a wireless sensor to identify a 
crack on a rotating shaft. From (Bejarano, et al., 2009) it can be seen that the presence of a 
crack in a rotating shaft changes its vibration characteristics. (Cabanas et al., 2011) used a 
wireless device for the early detection of broken rotor bars in induction motors. ZigBeeTM 
transceiver modules were used to transfer the data. The instrument used was statically 
deployed near the induction motor(Zigbee Alliance, 2007).  
(Korkua, Jain, Lee, & Kwan, 2010) used a MEMS tri-axis accelerometer to monitor the vibration 
and study the unbalance of an induction motor. The vibrations in the three directions were 
conditioned and transmitted through a Zigbee wireless network. The MEMS accelerometer was 
positioned on the top of the motor casing. Under different operating conditions, the wireless 
health monitoring is found to work satisfactorily (i.e, detects the motor specific fault). 
(Sarkimaki, Tiainen, Ahola, & Lindh, 2005) explored the applicability of wireless technologies to 
transfer and collect condition monitoring and maintenance data, and found that wireless 
technology offers cost reduction. (Chung, Enomoto, Loh, & Shinozuka, 2004; Shinozuka, Feng, 
Chou, Chen, & Park, 2004) used a MEMS accelerometer wireless network to monitor the 
behaviour of a real bridge structure. Chung et al have compared the results from wireless with 
that from traditional cabled sensor. They found that MEMS-based wireless sensors are cost-
effective for carrying out real-time monitoring missions. Shinozuka et al have shown the 
feasibility of using MEMS-based accelerometers and wireless communication in monitoring the 
health condition of bridge structure.   
Most of the researches listed above used a static accelerometer. The challenge of this work is 
to deploy the wireless sensor on rotating shaft. In order to use a MEMS accelerometer 
effectively and develop a useful wireless sensor, a better understanding of their structure and 
theory of operation is necessary. The rest of this chapter concentrates on these issues.  
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2.7 Analogue Devices ADXL202 Dual-axis Accelerometer 
In this thesis, the Analogue Devices ADXL202 dual-axis accelerometer has been used. This 
MEMS accelerometer is used in a wide range of consumer, industrial, military, and automotive 
applications (Analog Devices, 2009) (Hsu, 2008; Kovacs, 1998). The ADXL202 accelerometer 
has a measuring range of ±2 g (g = 9.81 m/s2). It provides both analogue and digital output 
signals, with sensitivities of 312 mV/g and 12.5 %/g, respectively. It requires a DC voltage 
supply between 3 and 5.25 VDC for operation and is capable of operating in a wide range of 
temperatures. Table 2.1 summarizes the characteristics of the ADXL202 accelerometer (Analog 
Devices, 2009). 
Table ‎2.1 characteristics of the MEMS accelerometer used in this research (Analog 
Devices, 2009). 
Measuring range  ± 2 g 
Resonance frequency 10 kHz 
Sensitivity (Digital output) 12.5 %/g 
Operating voltage supply 3.0 to 5.25 VDC 
0 g duty cycle 50% 
Operational Weight  160 mg 
Sensitivity (Analogue outputs) 312 mV/g  
Temperature  -40 to 85 °C 
2.7.1 Sensor Structure 
The ADXL202 sensor element is a differential capacitor whose output is proportional to 
acceleration. The performance of the sensor is dependent on sensor beam design, see 
Figure ‎2.3 (Weinberg, 1999). The beam is made up of many fingers. Each set of fingers is as 
shown in Figure ‎2.3. The differential capacitance of each finger is proportional to the 
overlapping area between the fixed outer plates and the moving finger, and the displacement 
of the moving finger. In order to reduce noise and increase resolution,  a large differential 
capacitance is needed (Weinberg, 1999). 
 
Figure ‎2.3 Beam Dimensions for a Single Finger (Weinberg, 1999). 
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The height of the capacitor finger is fixed at 2 micron by the process technology, while the 
length of beam overlap (125 micron) is adjustable to certain extent. However, longer fingers 
are harder to manufacture and increase the beam size which increases the cost (Weinberg, 
1999).  
The movement of the beam is controlled by the polysilicon springs holding the beam as shown 
in Figure ‎2.4. These springs and the beam’s mass obey Newton’s Second δaw, F = m a 
(Where, F is force, m is mass, and a is acceleration), and the deflection (x) of a restraining 
spring obeys Hooke’s δaw and is proportional to the applied force, F = k x. Where k is stiffness 
and x is the displacement caused by the force.  
Thus: 
 ݔ =  ቀ݉݇ቁ ܽ ‎2.7 
According to the manufacturing process, the only two parameters that can be controlled are 
the spring stiffness (k), and mass (m). Reducing the spring constant is an easy way to improve 
beam sensitivity. The resonant frequency of the beam is proportional to the spring constant, 
and the accelerometer must operate at frequencies below the resonant frequency (Harris, Cyril 
M & Piersol, 2010) (i.e. in the flat region of the response). However, higher spring constants 
make for more rugged beams (higher shock survivability). If the spring constant is kept as 
high as possible, the only parameter left to change is mass (Weinberg, 1999). 
For the ADXL202 a novel beam structure was developed, see Figure ‎2.4. The fingers that 
constitute the X and Y axis variable capacitors are integrated along the sides of a single square 
beam. This result is a reduction of the overall sensor area, yet the larger common beam mass 
enhances the resolution. A spring suspension system, shown in Figure ‎2.5, situated in the 
corners of the beam, was designed to minimize cross-axis sensitivity (i.e., with acceleration 
along one axis, any tendency toward motion or outputs in the orthogonal direction is 
suppressed) (Weinberg, 1999). 
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Figure ‎2.4 ADXL202 Beam Structure (Weinberg, 1999). 
Figure ‎2.4 shows the stopper that connects the spring elements and the seismic mass. Its 
unique design prevents over travel in any one direction and helps to prevent contact of the 
capacitive plates. 
 
Figure ‎2.5 One set of folded springs of the ADXL202 accelerometer (Weinberg, 1999). 
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2.7.2 Theory of Operation 
Figure ‎2.6 shows a schematic of the MEMS sensor, which illustrates the principle of operation 
of the dual-axis accelerometer. The tethers, or spring elements, are utilised to constrain 
movements of the seismic mass. According to Figure ‎2.6, the vertical capacitive electrodes are 
used to sense motions in the x-axis, and the horizontal capacitive electrodes are used to sense 
motions in the y-axis (Analog Devices, 2009). 
The seismic mass is attached to a reference frame by four sets of spring elements, located at 
the four corners of the seismic mass. Each set of spring elements consists of two multi-folded 
springs. The folded springs are orientated in such a way that they are perpendicular to each 
other in order to allow motions of the seismic mass in the horizontal and vertical directions, 
respectively, providing dual-axis sensitivity. 
The fixed outer plates are driven with square waves that are 180 degrees out of phase. When 
the movable fingers (and hence the beam) are centred between the fixed outer plates, both 
sides of the differential capacitor have equal capacitance and the AC voltage on the beam is 
zero. However, if the beam is displaced due to an applied acceleration, the differential 
capacitance will be unbalanced and an AC voltage of amplitude proportional to the 
displacement of the beam will result as illustrated in Figure ‎2.6.  
 
Figure ‎2.6 Schematic showing the principle of operation  
of a dual-axis accelerometer (Hsu, 2008) 
The AC voltage is amplified and then demodulated by a synchronous demodulator. The output 
of the demodulator drives the duty cycle modulator (DCM) through a 32-kΩ resistor which 
incorporates external capacitors to set the bandwidth of each axis,  creating a simple first-
order RC low pass filter (Richey, 1999). The analogue signal is filtered and converted to a 
Pulse Width Modulated (PWM) signal output by the DCM. The period of the PWM output may be 
set from 0.5 to 10 ms, using a single resistor (RSET) (Analog Devices, 2009). A 0g acceleration 
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produces a 50% duty cycle output. Refer to Figure ‎2.7 for interactions and connections 
between the various circuits inside the device as described above.  
 
Figure ‎2.7 ADXL202 Circuit Architecture (Analog Devices, 2009). 
2.8 Summary 
The most common accelerometers for detecting rotor dynamics have been briefly presented.  
The principle mode of operation of accelerometers using piezoelectric crystals is based on 
displacement of a seismic mass with respect to the housing. The motion complies with 
Newton’s second law.  
Accelerometers based on piezoelectric, capacitive and IEPE follow the same principle as does 
the wireless accelerometer based on MEMS accelerometer but on a micro scale. The MEMS 
based on capacitive effects are characterized by low power consumption, high sensitivity, large 
temperature range and low noise level compared to piezoresistive accelerometers.  
More effective health monitoring of dynamic components of machinery such as rotors raises 
the need for wireless technology. The internal structure of the ADXL202 accelerometer shows 
that the manufacturer can alter the spring stiffness and mass to improve beam sensitivity and 
hence obtain a higher resonant frequency and wider frequency bandwidth. The internal 
circuitry translates the structural behaviour of the accelerometer into an electrical signal that 
directly corresponds to the acceleration.  
The design and implementation of the ADXL202-based wireless sensor are elaborated in 
Chapter 3. 
  
 
CHAPTER THREE 
 
3 Wireless Accelerometer Node Design 
This chapter begins with design considerations for a low cost, low power wireless MEMS based 
accelerometer including circuit design of the wireless node. Then setting sensor bandwidth and 
centre frequency are presented. Since the output of the MEMS accelerometer is a duty cycle 
signal (DCS), the analysis and filtering of this type of signal is discussed. After the new 
wireless sensor was constructed, it was calibrated using a wired MEMS accelerometer of the 
same type and different one. Also, the power consumption was measured. In addition, the 
sensitivity of the new sensor was determined, and the frequency response is presented. In 
order to estimate the performance of the wireless sensor, the static and dynamic sensor 
characteristics were examined and the communication link was analysed. Finally, sensor noise 
analysis, resolution and signal to noise ratio were evaluated. 
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3.1 Design Consideration 
Condition monitoring systems need to be reliable and miniaturised in order to increase their 
versatility and widen their range of application to new and different environments. MEMS 
inertial sensors could be used because they are low cost, lightweight, require low power, have 
high resolution digital output and have reliable long distance wireless data transfer (Hsu, 
2008). An additional requirement is simple driving electronics. The purpose of this research is 
to design such a wireless MEMS inertial system to perform effective and accurate health 
monitoring of rotating shafts. 
Accuracy of the wireless accelerometer is a function of the accuracy of both the sensor and the 
wireless system. The accuracy of a MEMS inertial sensor is a function of its frequency range 
which is a function of resonance frequency, the higher the natural frequency the greater the 
frequency range of the sensor (Hsu, 2008). The reliability of a wireless communication link is a 
function of the quality of the electronics and the transceiver Radio Frequency (RF) link. 
Since the selected MEMS sensor provides a digital output, a wireless system was developed 
and characterised to ensure reliable long (max 900 m) distance data transfer. Digital wireless 
transmitter and receiver modules available are used to send and receive the acceleration data. 
These modules determine the transmission range of the wireless MEMS accelerometer. 
3.2 Wireless Accelerometer Node Design 
The wireless accelerometer used in this research was developed using MEMS accelerometer 
ADXL202AE (described in Section ‎2.7) with duty cycle output (digital output).  
The off-shelf RF transmitter and receiver modules with carrier frequency of 418 MHz were used 
to construct a wireless data communications link. The transmitter and receiver were 
manufactured by LINX (Linx, 2009 R, 2009 T). These RF modules transmit and receive digital 
signals. The modules use a Phase Shift Keying (PSK) algorithm of digital modulation. 
Figure ‎3.1 shows the RF modules used photo, and  
Table ‎3.1 summarizes important characteristics of the modules (Linx, 2009 R, 2009 T). The LR 
Series transmitter module used is ideal for the cost-effective wireless transfer of serial data, 
control, or command information in the range of 418 MHz band. When paired with a 
compatible Linx receiver, a reliable wireless link is formed, capable of transferring serial data 
at rates of up to 10,000 bps at distances of up to 900 m. The minimum operating DC voltage is 
2.1 VDC whereas the typical is 3.0 Volt. In addition, the temperature that the module can be 
operated lies in the range between -40o C to 70o C.  
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Figure ‎3.1 RF transmitter and receiver modules(Linx, 2009 R, 2009 T). 
 
Table ‎3.1 Important characteristics of the RF transmitter (Linx, 2009 T) 
Carrier 
frequency 
Data rate Supply voltage 3V Data range  Temperature 
range    min typical max 
418 MHz 10,000 bps 2.1 3.0 3.6   900 m  -40°C to 70 °C 
Figure ‎3.2 shows the block diagram of the wireless accelerometer system. The wireless sensor 
unit comprises the MEMS accelerometer and RF transmitter module. The received digital signal 
(DCS) is passed through a low pass filter to reconstruct the analogue form of the acceleration 
and then recorded. The digital form of the received signal is also recorded for further analysis. 
The recorded signal is subjected to advanced data processing algorithms for analysis, i.e. time 
and frequency domain analysis. In order to get a better understanding of the wireless sensor 
output signal, the time and frequency analysis of the DCS is presented in the following section. 
 
Figure ‎3.2 Wireless sensing system block diagram. 
3.3 Duty Cycle Signal (DCS) 
The one DCS in one period is shown in Figure ‎3.3. It has a period of T and duty cycle D (50%). 
The value of D defines ON time as a percentage of total period of the signal, T. 100% being 
continuously ON. A low duty cycle is associated with low power because the power is OFF for 
most of its period (Bhargavi, 2011). 
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Figure ‎3.3 Duty cycle signal with period T and duty cycle (Bhargavi, 2011). 
These signals can each be decomposed into a DC component plus a square-wave identical to 
the duty-cycle but with time-average amplitude of zero, see Figure ‎3.4. 
 
 
Figure ‎3.4 Decomposition of a Duty Cycle Signal (Bhargavi, 2011). 
The DCS resolution is defined as the maximum number of pulses that can fit into a DCS period. 
The DCS period is defined as an arbitrarily time period in which DCS take place. It is chosen to 
suit specific application (Bhargavi, 2011).  
3.3.1 Frequency Analysis of the DCS 
The DCS is periodic signal so it can be expressed in terms of its harmonics using Fourier 
analysis.  Figure ‎3.5 shows the one DCS signal time shifted to be a symmetrical function. D in 
Figure ‎3.5 denotes the duty cycle (0≤D≤100%), and T denotes the DCS period in seconds.  
 
 
Figure ‎3.5 DCS time-shifted for even symmetry (Bhargavi, 2011). 
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The Fourier series representation of an even periodic function f(t) shown in Figure ‎3.5 can be 
computed as (Bhargavi, 2011): 
 ݂ሺݐሻ = ܽ଴ + ∑ (ܽ௡ cosሺ ʹ݊�ݐܶ ሻ + ܾ௡ sinሺ ʹ݊�ݐܶ ሻ)∞௡=ଵ  ‎3.1 
Where:   
 
ܽ଴ = ͳʹܶ ∫ ݂ሺݐሻ݀ݐ�−�  
 
an= ଵT ∫ ݂ሺݐሻ cos ቀଶ௡�௧� ቁ ݀ݐ�−�  ‎3.2 
 
 ܾ௡ = ͳT ∫ ݂ሺݐሻ sin (ʹ݊�ݐܶ ) ݀ݐ�−�  ‎3.3 
It immediately follows from Equation (‎3.1) that for an even function bn has a zero value. Let K 
denote the amplitude of the signal f(t) in Figure ‎3.5. One obtains the following results after 
performing the necessary integrals in Equations (‎3.2): 
 
ܽ଴ = ܭ. ܦ 
 
ܽ௡ = ܭ . ଵ௡� [ݏ�݊ሺ݊�ܦሻ − sin (ʹ݊� ቀͳ − �ଶቁ)]   ܾ௡ = Ͳ ‎3.4 
The DC value a0 is equal to the duty cycle signal amplitude K multiplied by the duty cycle D, 
i.e. the average value over the cycle. This is the value of the DC component required to 
reconstruct the analogue signal from the duty cycle signal. The analogue voltage is within the 
range of the level change in DC voltage. The values of an represents the amplitude of harmonic 
components of the duty cycle signal which exist at integer multiples of the DCS carrier 
frequency 1/T (Hz).  
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Figure ‎3.6 Simulation two DCS-time signals and corresponding amplitudes of 
harmonic components (an). 
Figure ‎3.6 shows, in the first column, DCSs of amplitude 3 V in time domain with 30% and 
50% ON time. The DCS period is 0.5 ms and is sampled every 0.005 ms, giving 100 samples 
over the period. A MATLAB simulation program was used to generate these signals using 
Equation (‎3.4). The second column shows 50 components of the (an) coefficients of the 
signals, i.e. amplitudes of the harmonics. The ON time has noticeable effect on the harmonics 
amplitudes. As the D value of the duty cycle increases so do the amplitudes of the lower 
harmonics. In addition, the DC shift of the analogue form of DCS signal is directly proportional 
to duty cycle as illustrated in Figure ‎3.7. By low pass filtering the DCS, the analogue form and 
the DC shift of the DCS signal can be obtained. This is usually known as Digital to Analogue 
Conversion (DAC).   
 
Figure ‎3.7 Simulation DCS-filtered with low pass at 100 Hz (DAC) for D = 30% and 
D= 50%. 
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3.3.2 Filtering Duty Cycle Signal 
The easiest and cheapest way to reconstruct the analogue signal from the duty cycle is to use 
a low-pass filter with cut-off frequency below the carrier frequency. This filter will remove the 
high frequency harmonics, leaving only the DC component. In addition, the filter will allow the 
duty cycle to be varied at frequencies up to the cut-off frequency and reflect this variation with 
a corresponding voltage level change in the DC output. However, the ideal filter cannot be 
built, and a real filter will always allow some portion of the harmonics to pass through. This 
produces ripples in the desired output, as illustrated in Figure ‎3.8 below. 
 
Figure ‎3.8 Analogue filtering of DCS signal (Bhargavi, 2011) showing ripples on the 
“Desired analogue output”. 
There are two methods to reduce these ripples. The first is to modify the analogue low-pass 
filter by decreasing the pass-band cut-off frequency. The second is to increase the stop-band 
roll-off (i.e., a higher order filter). However, these two methods have drawbacks. Increasing 
the stop-band roll-off generally means a more complex analogue filter circuit, and 
correspondingly a higher cost. Alternatively, decreasing the pass-band cut-off frequency also 
decreases the bandwidth. In other words, the reconstruction of the analogue signal is limited 
in bandwidth by the bandwidth of the analogue low-pass filter. It is clear that a trade-off 
between harmonic ripple and duty cycle carrier frequency is the only way to design a practical 
analogue low-pass filter.  
3.3.3 Analogue Low-Pass Filter Design Consideration 
The DCS is converted to an analogue signal using a low-pass filter. The performance of this 
filter heavily depends on the type of filter used. Active filters (built using op-amps) are 
preferred because of their no loading impedance, from which passive filters (built using 
resistors, inductors and capacitors) suffer. The input and output impedance can change the 
properties of the filter. 
Two important filter properties in DCS applications are: bandwidth and the stop-band roll-off 
rate. The filter bandwidth is defined as the frequency at which the filter frequency response 
magnitude is -3 dB (Analog Devices, 2009). The effective filter bandwidth is directly related to 
the maximum frequency of the DCS signal. The stop-band roll-off rate is the slope of the 
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frequency response magnitude at high frequency. Combined with the bandwidth, the roll-off 
rate determines the amount of harmonic ripple that will be in the output of the filter. 
3.4 Circuit Design Process 
The first step in the design is to select the period of duty cycle (T2) so that the analogue output 
can be reconstructed. This can be achieved by setting T2 to <1 ms, as the accelerometer is 
designed to operate at duty cycle periods of between 0.5 ms and 10 ms (Analog Devices, 
2009). Hence, the range over which the analogue signal can be reconstructed is between 0.5 
ms and 0.9 ms. 
The duty cycle period was adjusted to 0.544 ms by selecting the value of resistor RSET (see 
Figure 2-7) to be 68 kΩ. The bandwidth of the accelerometer is set to 500 Hz by setting 
capacitors Cx and Cy to 0.01 μF (see Figure ‎2.7). According to the accelerometer data sheet 
provided by (Analog Devices, 2009) the calculations of duty cycle period, frequency of DCS, 
and the bandwidth of the accelerometer are: 
 
Tଶ  =  Rୱୣ୲ͳʹͷ MΩ  Tଶ = ͸ͺ.Ͳ KΩͳʹͷͲͲͲ KΩ = Ͳ.ͲͲͲͷͶͶ sec = Ͳ.ͷͶͶ ms  ݂ = ͳ.ͲTଶ = ͳ.ͲͲͲͲ.ͷͶͶ ms =  ͳ.ͺ͵ͺ kHz  Band�idt� =  ͷ.Ͳ µFCሺ୶,୷ሻ = ͷ.Ͳ µFͲ.ͲͳͲ µF = ͷͲͲ Hz 
 
The printed circuit boards (PCBs) of the wireless accelerometer and the receiver were produced 
using Protel from Altium Designer software. This software was chosen because the footprint of 
the accelerometer (ADXL202AE), the transmitter (TXM-418-LR) and the receiver (RMX-418-LR) 
are available from their manufacturers only in the format of this software. All these 
components were surface mounted. 
Figure ‎3.9 shows the circuit diagram of the wireless accelerometer and the receiver. All the 
values accorded with the requirements and the specifications of the components in the data 
sheet. The rate at which the data is transmitted is 10 kbps. 
3.4.1 Construction of the Circuit 
The circuit was constructed on a PCB and evaluated in accordance with the requirements. The 
dimension of the final sensor shown in Figure ‎3.11 is 42 mm width and 45 mm length with 10 
mm depth. The wireless sensor is powered by a 3.0 V Lithium coin battery embedded 
underneath the PCB to minimise the size of the device and possible vibration. Power analysis 
will be discussed in Section 3.7. Since the wireless accelerometer on the rotating rotor is 
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subjected to high levels of vibration, precautions were also taken to minimise possible 
vibration of components such as the splatch antenna. Its unique design makes it suitable for 
this application as well as its low cost.   
3.4.2 Wireless Accelerometer Operation 
The DCS signal of the accelerometer shown in Figure ‎3.11 is transmitted at a radio frequency 
of 418 MHz. This radio frequency signal is detected by the receiver module shown in 
Figure ‎3.10 and passed to the low pass filter to reconstruct the analogue signal from the DCS. 
Both DCS and the analogue signal from the low pass filter are fed to the data acquisition 
system (DAS). The signal is sampled at 96000 Hz by the DAS and the recorded data is then 
processed using MATLAB to obtain the acceleration signal. 
 
 
 
Figure ‎3.9 Circuit schematic designs for wireless accelerometer and receiver and 
their PCBs (a) Wireless accelerometer node, and (b) Receiver 
 
  
Figure ‎3.10 Receiver module circuit 
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Figure ‎3.11 Wireless accelerometer. 
3.4.3 Analogue Low-Pass Filter Design 
A Sallen-Key active low pass filter was chosen to reconstruct the analogue signal from the DCS 
see Figure ‎3.12. The components were selected to match the frequency of the duty cycle 
(1.838 kHz calculated in Section ‎3.4) using equations and information from the data sheet of 
the accelerometer. The LM358 Dual Operational Amplifier was used. It works with dual or 
single range supply voltage (±1.5 V to ±16 V, 3 V to 32 V)(Texas & Instruments, 2000). The 
transfer function of the Sallen-Key active low pass filter is given below in Equation (‎3.5)(Texas 
Instruments, 1999): 
 
 
Figure ‎3.12 Low pass Sallen-Key circuit (Texas Instruments, 1999) 
 
 
 Hሺsሻ = ௢ܸܸ௜ = KsଶሺRଵRଶCଵCଶሻ + s(RଵCଵ + RଶCଵ + RଵCଶሺͳ − Kሻ) + ͳ ‎3.5 
 
Let R1=R2=R and C1=C2=C with gain K=1 
 ⟹ Hሺsሻ = ଵୱమሺRమCమሻ+ୱሺଶRCሻ+ଵ ‎3.6 
 ௖݂ = ͳʹπRC 
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Using the passive components R=120 kΩ, C=10 nF, the cut-off frequency of the filter is 
133 Hz. However, the value of the resistor actually used was 121 KΩ, therefore, the cut-off 
frequency was ௖݂=132 Hz.  
 ⟹ Hሺsሻ = ଵୱమሺଵ.ସ଺ସଵE−଺ሻ+ୱሺ଴.଴଴ଶସଶሻ+ଵ ‎3.7 
Figure ‎3.13 shows the bode plot of the transfer function given in Equation (‎3.7) of low pass 
filter. 
 
Figure ‎3.13 Bode diagram of transfer function (‎3.7) 
3.5 Sensitivity of the Wireless Sensor 
The static sensitivity of the wireless sensor was derived by pointing the x-axis vertically. The 
+1 g accelerometer output was measured (A) and then the sensor was turned 180° to 
measure -1 g (B). Using values of the two readings, in voltage and duty cycle, from the 
oscilloscope as shown in  
Table ‎3.2 the  sensitivity was determined according to Equation (‎3.8) (Analog Devices, 2009): 
 ܵ݁݊ݏ�ݐ�ݒ�ݐݕ ሺܵ௔ሻ = ܣ − ܤʹ݃  ‎3.8 
 
Table ‎3.2 Experimental static sensitivity calculation. 
Characteristics 
Wireless sensor (1.838 kHz) 
Duty cycle Analogue 
At 0 g 57.2%        1.714 V 
At +1g 72.8%         2.183 V 
At -1g 54.5%         1.634 V 
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1- Using duty cycle percentage: 
 
 ܵ݁݊ݏ�ݐ�ݒ�ݐݕሺܵ௔ሻ = ͹ʹ.ͺ% − ͷͶ.ͷ%ʹ݃ = ͻ.ͳͷ%/݃  
 
Since the voltage supply VDD =3.0 Volts  
 
 ܵ௔ = ͻ.ͳͷ%݃ ×  ͵.Ͳ ܸ =  ʹ͹Ͷ.ͷͲ ܸ݉݃ = ʹ͹.Ͷͷ ܸ݉݉ݏ−ଶ  
 
2- Using corresponding analogue voltage;  
 
The value of the sensitivity given in  
Table ‎3.2 is calculated using Equation (‎3.9): 
 
Sensiti�ity ሺܵ௔ሻ = ∆V∆� ∆V =  V+ଵg  − V−ଵg  ‎3.9 
 
 
 ܵ௔ = ΔVΔ� = ʹ.ͳͺ͵ V − ͳ.͸͵Ͷ Vʹ × ݃ = ʹ͹Ͷ.ͷͲ mV݃ = ʹ͹.Ͷͷ ܸ݉݉ݏ−ଶ  
The sensitivity determined by Equations (‎3.8) and (‎3.9) gives the same results. the 
measurements resolution will be discussed in Section (‎4.3.1). 
3.6 Wireless Sensor Power Consumption Analysis 
The wireless sensor relies on the power supplied from a 3.0 V battery. The power consumption 
of the main components of the sensor was analysed to determine how much power is needed 
to keep the sensor functioning. Table ‎3.3 lists the power consumption of the main components 
of the wireless accelerometer taken from their datasheets (Analog Devices, 2009; Linx, 2009 
T). 
Table ‎3.3 Power consumption of main components of the wireless accelerometer. 
Component Power supply Power consumption 
MEMS Accelerometer 3.0 Volt 
0.6 mA (Typical) 
1.0 mA (Max.) 
1.8 mW (nominal) 
3.0 mW (Max.) 
Transmitter TXM-418-LR 3.0 Volt 
3.4 mA 
Power down current= 5.0 nA 
Operational power=10.2 mW 
Power down power= 15.0 nW 
Total ~0.6mA (Typical) 
~4.4 mA (Max) 
~12.0 mW (Nominal) 
~13.0 mW (Max.) 
Battery  3.0 volt 
190 mA (Max.) 
570 mW (Max.) 
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To maintain satisfactory operation of the wireless accelerometer node, it is necessary to 
establish the minimum power required (2.7 Volt). Without the drop-off resistors of the MEMS 
accelerometer and the transmitter module, the 3.0 V battery will provide the required power 
supply, but over time the battery will degrade and the voltage will drop below the minimum 
voltage required to keep the accelerometer functioning. Therefore, an ON/Off-switch is used to 
save the power when the accelerometer not in use. Table ‎3.4 shows the minimum limits for 
major components of the wireless accelerometer. 
Table ‎3.4 Operating power of wireless accelerometer node. 
 
Component 
Operating power (VDC) 
Min Typical maximum 
ADXL202 2.7 3 5.25 
RF Transmitter 2.1 3 3.6 
The power supply of the receiver determines the amplitude of DCS signal. Thus, the receiver is 
connected to a constant 5 VDC power supply. 
3.7 Wireless Accelerometer Operation Considerations 
There are many factors that might contribute to the performance of the sensor, not least the 
vibration the sensor will experience during its operation when mounted directly on a rotating 
shaft. To reduce the effect of vibration some measures were considered. All soldered 
components were checked to eliminate loose or weak contacts. Special attention was paid to 
the antenna as it is prone to vibrate. Thus, the antenna was soldered and glued on all sides to 
ensure it could not vibrate during the dynamic tests. Also, the power switch was tested 
carefully to avoid it becoming loose during the experiments. As stated earlier, the battery was 
placed underneath the PCB to ensure tightness of fit and to prevent any loss of contact during 
the dynamic tests.   
3.8 Calibration Procedures 
Generally the manufacturers follow the International code ISO/16063-21 (Iso/16063-21, 
2003) which gives the guidelines for the calibration of vibration by comparison to a reference 
transducer. The calibration procedure adopted generally uses a sinusoidal vibration generator 
(shaker) with varying frequency and amplitude. A well-calibrated comparison accelerometer is 
usually used to characterise the measured responses of the accelerometer to be calibrated.  
In general, accelerometer calibration procedures use the following types of signal 
measurements (Sinha, Jyoti K., 2005): 
(a) Periodic signal-sinusoidal or/and swept-sine, 
(b) Random, 
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(c) Impulsive. 
The random and impulsive vibrations are not suitable for our purpose because the acceleration 
intended to measure has no impulsive and random vibrations. Hence, the shaker will be used 
in its periodic mode. Measurement of the relative accuracy of the sinusoidal response accuracy 
satisfies the specified calibration procedure. This calibration procedure is important for wireless 
sensor accuracy evaluation and also to reduce the degree of uncertainty of measurements. 
3.8.1 Test Setup 
Figure ‎3.14 shows the main apparatus of the test configuration used to carry out the 
comparison between the MEMS wireless accelerometer and a calibrated conventional 
accelerometer (reference accelerometer). The test setup consists of the following: 
1. Electro-dynamic shaker (JZK-51-SHAKER), 
2. Power amplifier for the shaker, 
3. Signal generator,  
4. SINOCERA data acquisition system, 
5. A computer with Data acquisition control software (YE7600), see Section 5.4. 
6. DC power supply for the reference accelerometer. 
7. Reference accelerometer (wired MEMS) 
 
Figure ‎3.14 Test rig configuration 
The Electro-dynamic shaker, model JZK-51-SHAKER, has a wide frequency range from 
10 Hz-2 KHz, Maximum force output is 500 N, and maximum acceleration in the sinusoidal 
mode is 410 m/s2. Its maximum peak to peak displacement is -7.5 mm to +7.5 mm. The 
Power amplifier (LDS PAE shaker power Amplifier PA25E) is a linear amplifier used to drive the 
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electro-dynamic shaker. It accepts any type of input wave shape over a frequency range of 
10 Hz-10 kHz. It exhibits low distortion over its frequency range and operates with a wide 
variety of load impedances. A FeedBack function generator was been used as the sweep 
function generator.  
The data acquisition module (SINOCERA YE6232B) is a high-performance USB device. It has 
24-bit A/D parallel data acquisition system. It also has a Voltage/IEPE input; 16 channel, built-
in programmable gain amplifier and real-time digital filters. 
3.8.2 Test Rig Configuration 
The test setup configuration is shown in Figure ‎3.14; which shows how the apparatus was 
connected. The excitation generated by the signal generator is fed into the power amplifier 
where it is amplified and applied to the shaker. A sinusoidal excitation signal of different 
frequencies with fixed amplitude was used. The amplitude was set to 1g, since the wireless 
sensor range is ±2g. The range of frequency was selected between 10 Hz to 120 Hz which 
cover the dynamic of the test. 
The accelerometers were mounted back to back on the aluminium frame. The output from the 
reference accelerometer was connected directly to the data acquisition system while the output 
from the wireless accelerometer was connected through the low pass filter where the 
accelerometer DCS output was filtered. The output waveforms from both accelerometers were 
displayed on a computer screen before recording. Finally, the voltage signals from the 
accelerometers were recorded using the data acquisition system. Then the generation of the 
time domain and the frequency domain of the signals were processed using MATLAB. 
3.8.3 Test Methodology 
The methodology was based on applying the same excitation to both the wireless 
accelerometer and the reference accelerometer so that they experienced identical motion on 
the shaker. The input to the shaker was driven by a sinusoidal excitation signal of different 
frequencies and fixed amplitude. These signals were amplified before being fed to the shaker. 
The responses from both of the accelerometers were recorded. The signal from the wired 
accelerometer was used as a reference for frequency and amplitude levels. The analogue 
voltage output of the accelerometers was converted into digital signals by the data acquisition 
which was connected into the PC where the acquired signals were displayed using a data 
acquisition program created in SINOCERA software. The program also converted the vibration 
signals from time domain to frequency domain using a Fast Fourier Transformation (FFT) 
technique, and the acquired signals were then displayed on the front panel in time and 
frequency domains. 
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3.8.4 Frequency Response 
The frequency response of the wireless accelerometer was compared with the reference 
accelerometer with known frequency response. The accelerometers outputs acquired were: 
1- Wireless accelerometer DCS filtered at 100 Hz has sensitivity 40 mV/ms-2 (under the test). 
2- Wired  ICP Accelerometer ( Integrated Circuit Piezoelectric Serial Number 00016) has 
sensitivity 5.106 mV/ms-2 (Reference 1). 
3- MEMS wired accelerometer has sensitivity 34.8 mV/ms-2 (Reference 2). 
4- Wireless DCS (unfiltered version of wireless accelerometer output).  
Both wired sensors were used as reference to the wireless sensor 
All the three sensors are mounted on the aluminium rectangular frame. The wireless 
accelerometer is mounted on one side and wired MEMS accelerometer on the other side of the 
frame while the ICP accelerometer is mounted on the top of the same frame as shown in 
Figure ‎3.14. The sensitivity difference is taken into account in the analysis. 
The outputs of the three accelerometers were then recorded using data acquisition with 
sampling rate of 96000 Hz. The accelerometers’ bandwidth was determined and the signal 
outputs with respect to different vibration frequencies were recorded. The maximum signal 
frequency response was plotted using MATLAB code as shown in Figure ‎3.15. It is clear from 
Figure ‎3.15 the amplitude response of the wireless accelerometer is less than the other two 
accelerometers. The wireless signal is filtered at 40 Hz and it is clear that the amplitude output 
decreases above 100 Hz. The other accelerometers have higher bandwidth (500 Hz) which is 
reflected on their higher amplitude response. For all three accelerometers at low frequencies, 
below 10 Hz, the amplitude response is much lower than in the range 10-40 Hz. 
Figure ‎3.16  (top) shows the first harmonic 1X of each sensor. The curves show much the 
same trends as the maximum signal response.  
Figure ‎3.16  (bottom) shows the difference between the wireless accelerometer and the MEMS 
wired accelerometer relative to the ICP wired accelerometer. The wired MEMS accelerometer 
has a closer response to the reference accelerometer whereas the wireless accelerometer has 
significant differences. 
To compensate for difference between wired and wireless accelerometers, a modified wireless 
response was generated as shown in Figure ‎3.17. This modified response was found using 
MATLAB functions as follows: 
1- The difference between the wireless and reference accelerometer was determined at 
each frequency. 
2- The coefficients of the polynomial p of the difference determined in step 1 were 
obtained using MATLAB function Polyfit. 
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Figure ‎3.15 Accelerometers amplitude frequency response and its standard 
deviations   
 
 
Figure ‎3.16 Accelerometers amplitude frequency response 
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 ݌ሺݔሻ = ݌ଵݔ௡ + ݌ଶݔ௡−ଵ + ݌ଷݔ௡−ଶ … . ݌௡ݔ + ݌௡+ଵ ‎3.10 
The elements of p obtained were the polynomial coefficients for descending powers of 
x: p1, p2, . . . , pn+1 
3-  By evaluating the coefficients obtained in step 2, the values of a polynomial of degree 
3 were evaluated at frequency of interest (x) using MatLab function Polyvalue. 
 ݕ = ݌ଵݔ௡ + ݌ଶݔ௡−ଵ + ݌ଷݔ௡−ଶ … . ݌௡ݔ + ݌௡+ଵ ‎3.11 
The y value represents the acceleration for each frequency x. Figure ‎3.16 shows the 
modified wireless values determined by using Equation ‎3.11 at various frequencies 
using the following P values vector: 
 ܲ = [Ͳ.ͲͲͲͲ   − Ͳ.ͲͲͲͲ   − Ͳ.Ͳͳʹʹ    ͳ.ͳ͵ͳͲ]  
4- The values of the polynomial obtained in step 3 were used to modify the response of 
the wireless sensor to approximate more closely to the reference accelerometer reading 
as shown in Figure ‎3.17. The values were then saved to a file to be used in the later 
rotor dynamics investigations. The modified frequency response was used in the 
experiments and investigations throughout this research.        
 
Figure ‎3.17 Acceleration amplitude modified response of wireless accelerometer at 
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3.9 Frequency Transfer Function (FTF) 
To better understand the frequency response of the wireless sensor, the frequency transfer 
function needed to be obtained. To determine the frequency transfer function, LMS analysis 
system was used. This system used a well-known transfer function accelerometer as reference. 
Both the reference and the wireless sensors were mounted on the aluminium frame on the 
JZK-51 model shaker. 
The frequency of the driving signal was swept from zero to 512 Hz with resolution 0.5 Hz, and 
the two responses were recorded. The vibration signal was amplified using the LDS power 
amplifier. Three consecutive measurements were taken. The acquisition parameters were: 
bandwidth: 512 Hz, spectral line: 1024 (FFT), resolution: 0.5 Hz, average time (the duration of 
each reading): 10 s.  
Figure ‎3.18 shows the output FTF of the wireless sensor (+ve direction of sensitivity) obtained 
from the LMS system. The cut-off frequency used in this experiment was 512 Hz. The figure 
shows that the wireless sensor at frequencies below 10 Hz, had a very poor response. 
Moreover, the response of the wireless sensor obtained from the LMS system demonstrated a 
very similar trend to that shown Figure ‎3.17. The measurements from the wireless sensor 
according to the FTF could be used for effectively measuring tangential vibration, over the 
range of interest. In addition, the repeatability of the wireless sensor measurements indicated 
that the responses were reproducible, see Figure ‎3.18. In addition, the response shows an 
overshoot at 75 Hz which is caused by the system resonance. 
 
Figure ‎3.18 FTF of wireless accelerometer (+ve sensitivity direction) 
Figure ‎3.19 shows the output FTF of the wireless sensor (-ve direction of sensitivity) obtained 
from the LMS system. Compared with that of positive direction, it is clear that the magnitude 
of the ripple on the plot is lower for sensor sensitivity in the –ve direction. Below about 10 Hz, 
the magnitude of the ripples is substantial. On the other hand for the sensor in the -ve 
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direction the trend is smoother with no disturbance in the range 20-65 Hz. However, 
repeatability in the +ve direction for wireless sensor measurements are not as clear as in 
the -ve direction. Moreover, the response in the negative direction also has overshooting but 
shifted to approximately 73 Hz. From both FTF, both directions can be used within the range of 
interest (10-60 Hz).  
 
Figure ‎3.19 FTF of wireless accelerometer (-ve sensitivity direction) 
3.10 Wireless Accelerometer on Rotor Analytical Analysis 
The conventional wired accelerometers are usually mounted on the housing of bearings to 
measure vibration(Iso10816-3, 2009). The scheme proposed in this research was to mount the 
wireless accelerometer directly on the rotating shaft and a metallic holder was designed to 
mount and hold the accelerometer on the shaft. The wireless sensor was mounted tangentially 
with respect to the rotor, see Figure ‎3.20. The axis of maximum sensitivity of the sensor is 
also supposed to be tangential. The sensor is placed in such a position (Tangentially) to 
minimise the effects of centripetal acceleration (ac=rω2) which could adversely affect sensor 
operation. Errors possible due to misalignment of the mounting of the wireless accelerometer 
are now considered.  
Figure ‎3.20 shows one possible error that affects the output of the wireless sensor. It shows 
the sensor axis is misaligned by an angle β and is not normal to the centripetal force. To 
understand the consequent effect, an analytical representation is carried out. 
Any change in angular speed of the shaft will produce a tangential acceleration, thus the 
tangential acceleration is a function in the IAS and at constant angular speed will be zero. Even 
though this acceleration will be very small compared to the centripetal acceleration the IAS 
can, theoretically, be derived from the measured tangential acceleration and confirmed by 
measuring the actual IAS. From Figure ‎3.20 the acceleration acting in the axis of sensitivity of 
the mis-aligned wireless accelerometer can be derived as: 
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 ܽ௦ = −݃ܿ݋ݏሺ߱ݐሻܿ݋ݏሺߚሻ + ܽ௧ cosሺߚሻ − ܽ௖ sinሺߚሻ ‎3.12 
Where; 
 
ܽ௦ : Wireless sensor effective output acceleration ܽ௧ : Tangential acceleration ܽ௖  : Centripetal acceleration  
 
 
Figure ‎3.20  Mis-aligned sensor on the rotor  
Assuming that the instantaneous angular speed fluctuations (߱̅) of the rotor can be written as 
sinusoidal waveform with amplitude A rad/sec and initial constant phase of α:  
 ߱̅ = ܣݏ�݊ሺ߱ݐ + ߙሻ ‎3.13 
Where, ߱ is the average angular speed of the rotor; Thus, the tangential acceleration due to 
change in the IAS can be given by: 
 ܽ௧ = ݎ ݀߱݀ݐ = ݎܣ߱ܿ݋ݏሺ߱ݐ + ߙሻ ‎3.14 
Where, 
ୢωୢ୲  is the Instantaneous Angular Acceleration (IAA); The centripetal acceleration can be 
derived as: 
 ܽ௖ = ݎሺ߱ + ߱̅ሻଶ = ݎ(߱ + ܣݏ�݊ሺ߱ݐ + ߙሻ)ଶ ‎3.15 
By substituting Equations (‎3.14) and (‎3.15) in Equation (‎3.12), the accelerations acting on the 
axis of sensitivity equation is derived below.  
 ܽ௦ = −݃ܿ݋ݏሺ߱ݐሻܿ݋ݏሺߚሻ + [ݎܣ߱ܿ݋ݏሺ߱ݐ + ߙሻ] cosሺߚሻ − [ݎ(߱ + ܣݏ�݊ሺ߱ݐ + ߙሻ)ଶ] sinሺߚሻ  
 
 ܽ௦ = [(ݎܣ߱ܿ݋ݏሺ߱ݐ + ߙሻ) − ݃ܿ݋ݏሺ߱ݐሻ]ܿ݋ݏሺߚሻ − [ݎ(߱ + ܣݏ�݊ሺ߱ݐ + ߙሻ)ଶ] sinሺߚሻ ‎3.16 
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Using the derived accelerations acting in sensitivity axis Equation (‎3.17) a simulation program 
was implemented. The results show that any change in the value of angle of inclination β will 
affect the sensor output. The above analysis is based on the sensor positive axis of sensitivity. 
Figure ‎3.21 show the tangential and centripetal accelerations, and acceleration predicted by 
the wireless sensor at β=0o. It shows that in such a position the wireless sensor will read 
tangential acceleration modified by the gravity component from the sensor. Despite high value 
of the centripetal acceleration, having the sensor axis accurately tangential eliminates its 
effect. 
 
Figure ‎3.21 Mean of estimated accelerations (tangential, centripetal, wireless 
sensor) at β=0o 
 
 
Figure ‎3.22 Mean of estimated accelerations (tangential, centripetal, wireless 
sensor) at β=10o 
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Figure ‎3.22 and Figure ‎3.23 show the accelerations where β is set to 10o and -10o respectively. 
It can be seen that the mean DC value is decreased at β=10o and increased at β=-10o. Thus it 
is seen that both angles affect the sensitivity of the sensor output. From this simulation, 
increase and decrease in the DC value of the sensor output can be achieved, and will be 
confirmed experimentally in Section 3.12.  
 
 
Figure ‎3.23 Mean of estimated accelerations (tangential, centripetal, wireless 
sensor) at β=-10o 
The other possible error in mounting the sensor on the rotor is where the centre of the sensor 
is moved tangentially as shown in Figure ‎3.24. In such a position the accelerometer is not 
perpendicular to the centripetal acceleration. Analytically, Equation (‎3.17) was derived from 
Figure ‎3.24 and shows the effect of centripetal acceleration on the sensor reading.  
 
Figure ‎3.24 Wireless accelerometer not perpendicular to the centripetal acceleration 
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According to Figure ‎3.24, the accelerations acting on the sensitivity axis of the sensor 
excluding gravitational acceleration can be derived as follows:   
The centripetal acceleration   ܽ௖ = ݎ߱̅ଶ  
 
ܽ௖ଵ = ݎଵ߱̅ଶ,         ܽ௖ଶ = ݎଶ߱̅ଶ          ܽ௖ଵ = ௔�భ ௥మ௥భ ,     ܿ݋ݏ� = �௥మ  
 
 ܽ௦ = ܽ௖ଶܿ݋ݏ� + ܽ௧ ,  ܽ௦ = ܽ௖ଶ �௥మ + ܽ௧ ‎3.17 
Obviously, if  Ɂ = Ͳ  r1=r2,  aୱ ≈ a୲ and hence the sensor will read the tangential acceleration. 
However, if Ɂ ≠ Ͳ then the wireless sensor will not read the tangential acceleration due to the 
effect of the centripetal acceleration. Thus, measures should be taken to confirm that the 
sensor is installed in the tangential position. The accuracy of the installation is found by 
running the test rig at full speed with crystal clear perception of the acceleration signal from 
the wireless sensor. This operation guarantees that the wireless sensor in the tangential 
direction and the centripetal acceleration nullified.   
3.11 Dynamic Characteristics of Wireless Sensor on the Rotor 
The dynamics of a rotating shaft is very complex. The different effects which play major roles 
in machinery vibration include residual unbalance, misalignment, bent rotor, etc., and are 
being studied by, amongst others, (Hariharan, V., Srinivasan, & Engg, 2009; Huer & Zhaojian, 
2010; Jalan & Mohanty, 2009; Lees, A. W., 2007 (a); Qi, He, Li, Zi, & Chen, 2008; Redmond, 
I., 2010; Tejas, H.  Patel & Ashish, K. Darpe, 2009; Tejas, H. Patel & Ashish, K. Darpe, 2009). 
These effects will affect sensor readings. Thus, the wireless sensor was subjected to dynamic 
tests to determine how different effects affected the readings.  
Figure ‎3.25 shows the different angular positions that the wireless sensor was mounted to 
check its response. The reference angle is 0o at which the highest DC value was achieved. The 
direction of angular shift with respect to 0o is opposite to the shaft rotation. At each angular 
position, the wireless sensor DC response is determined. The aim of this experiment is to find 
the wireless response at different angular position around the monitored rotor. The next 
section will explain the experimental procedure and the results. 
3.11.1 Test Procedure  
The wireless sensor is fixed on metal holder (Hose Clip) shown in Figure ‎3.26. The weight of 
the sensor and holder was 58 g. The wireless accelerometer was mounted directly on the shaft 
in the tangential direction using metal holder. Also the angle of inclination  is adjusted in 
positive direction (+5o) according to theory presented in Section 3.11. The position of the 
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sensor at which high DC achieved was marked as a reference. The test rig was run at different 
speeds and the sensor readings taken. Then the angular position (see Figure ‎3.25) of the 
sensor was changed and same procedure followed. This experiment was repeated by 
sequentially placing the sensor at different angular positions. The results showed that each 
angular position of the sensor on the rotor had different characteristics see Figure ‎3.27. It 
shows decreasing trend of the DC.  
 
Figure ‎3.25 Wireless accelerometer suggested angular positions on the shaft. 
By changing the inclination angle  in negative direction (-5o), the experiment results show an 
increase trend of DC as illustrated in Figure ‎3.28. The discussion of the results obtained will be 
presented in the following section.  
 ହܷ8� = ͷͺ × ͳͲ−ଷ݇݃ × ͳͷ × ͳͲ−ଷ݉ = ͺ͹Ͳ × ͳͲ−଺݇݃. ݉ ହܷ8� = ͺ͹Ͳ × ͳͲ−଺݇݃. ݉ × ሺͳͶͺ.͹ሻଶ = ͳͻ.ʹͶ ܰ 
Where: (148.7 rad/s) is the maximum rotor speed 
Figure ‎3.26 Wireless accelerometer (a) Fixed on metal holder (b) Mounted on shaft. 
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3.11.2 Results and Discussion    
According to the analytical analysis discussed earlier, the two possible sensor inclinations: 
increasing DC and decreasing DC were tested. Firstly, with decreasing DC, the different 
angular placements were tested. Figure ‎3.27 shows the DC values of the wireless sensor with 
respect to different angular placements at different speeds. It is clear that at an angle of 0o the 
highest DC value is observed whereas at 250o showed the lowest values. Figure ‎3.25 shows 
how angles were determined. In addition, the sensor angular position on the rotor determines 
the characteristics of that position of the rotor. Furthermore, the unbalance force imposed by 
the sensor and holder mass will contribute to the change in the measured acceleration (refer 
to Figure ‎3.26). Consequently, the correct angular position can be found from this chart which 
is the position that gives the signal of greatest DC value.  
 
Figure ‎3.27 Wireless sensor with inclination angle (β=5o) with different angular 
placement and speed, DC case. 
Secondly, with increasing DC, the different angular placements were tested. Figure ‎3.28 shows 
the DC values of the wireless sensor with respect to different angular placement at different 
speeds. The angular placement of 1200 has the highest DC values whereas at 300 showed the 
lowest values. In addition, it is clear that the sensor angular position on the rotor significantly 
affects the measured dynamic characteristics of the rotor due to the unbalance added by the 
wireless sensor and holder mass as explained earlier. Consequently, the proper angular 
position can be found from this chart. In this case, the angular placement at 120o the right 
position since wireless sensor can read the highest DC values at high speed. The possible 
factor that affects the measurement is the geometric centre of rotor mass (residual rotor 
unbalance and sensor holder mass contribution) which can cause this phenomenon. Depending 
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on the position of the sensor relative to that point the measurement will change accordingly. 
The wireless sensor and its holder mass (58g) add to the residual rotor unbalance at different 
positions made such observation of the sensor output.  
 
 
 
Figure ‎3.28 Wireless sensor decreasing with different angular placement, DC case. 
 
3.12 Transmission Link Analysis 
3.12.1 Module Description 
The TXM-418-LR transmitter is a low-cost, high-performance synthesised ASK / OOK 
(Amplitude shift keying / On-off keying) transmitter, capable of sending serial data at up to 
10,000 bps. The transmitter is completely self-contained, requiring only an antenna as 
additional RF component. When combined with an LR Series receiver, a reliable serial link is 
formed capable of transferring data over line-of-sight distances of up to 1,000 m (Linx, 2009 
T). The module’s low power consumption makes it ideal for battery-powered applications. 
Where range is critical, the LR receiver is a good choice due to its outstanding sensitivity (Linx, 
2009 R). Modulation delay is 30 nsec. 
3.12.2 Antenna Type and Performance 
The Splatch planner type compact antenna from Linx Technologies was chosen as suitable for 
this application (Linx, 2009 A). Its centre frequency is 418 MHz, and has a low voltage 
standing wave ratio (VSWR) of less than 1.9 at centre frequency (Linx, 2009 A). It is also 
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suitable for the wireless accelerometer node. Its input impedance matches the transmitter and 
the receiver units, and hence the communication link. The specifications given in the Linx 
Technologies design data sheet were followed to obtain best performance (Linx, 2009 A). As 
described in Section (‎3.4.1) the antenna was glued to the PCB to avoid any vibration that 
might affect the signal transmission link.  
Possible errors due to transmission are negligible since the modulation delay is very small 
(30 nSec). Also the transmission speed is much higher than the acceleration signal bandwidth. 
In addition the reflection signal will not affect signal reception.  
3.13 Noise Analysis 
An analogue signal in terms of voltage duty cycle signal proportional to acceleration was 
successfully obtained from the wireless accelerometer as shown in the Figure ‎3.29 (a). This 
signal was conditioned and converted to digital using a MATLAB 7.1 code to obtain the 
acceleration signal in the time domain. Figure ‎3.29 (b) shows a noisy sample in order to 
demonstrate the performance of the filters used for signal conditioning.  
 
Figure ‎3.29 Measured acceleration in (a) Duty Cycle Signal form (b) Analogue signal 
form  
A capacitor of 0.05 µF at the output of the accelerometer filters the signal at 100 Hz as 
explained in Section ‎3.4.3. This limits the bandwidth to 100 Hz, reducing noise. Digital filters 
and a Hanning window were applied to the acceleration signal in the time domain to reduce 
noise and spectrum leakage in the frequency domain, see Figure ‎3.30 (a) and (b). Then the 
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filtered signal was transferred to the frequency domain by means of the spectrum of the 
acceleration, as shown in the Figure ‎3.30 (b). The wireless accelerometer captures the rotor 
speed as shown by the large spike in Figure 3-39 (b) at 5 Hz (=290 RPM).  
 
 
Figure ‎3.30 (a)Filtered Acceleration signal (b) Amplitude spectrum 
3.13.1 MEMS ADXL202E Noise 
With the single filtered by a filter bandwidth (BW) with pole roll-off characteristics, the typical 
noise of the ADXL202E is determined by the following equation (Analog Devices, 2009): 
 NoiseሺRMSሻ = (ʹͲͲ�݃√ܪݖ ) × √ܤܹ × ͳ.͸ ‎3.18 
From Equation (‎3.18), noise is proportional to the square root of the bandwidth of the 
accelerometer. For instance, at 100 Hz the noise will be equivalent to an acceleration of 2.53 
mg. Figure ‎3.31 show the relationship of ADXL202E noise with respect to the its bandwidth. As 
the bandwidth increases the noise increases. 
Typical noise sources in MEMS accelerometer measurements stem from the mechanical 
vibration of the polysilicon springs, from the signal conditioning circuitry and from the 
measurement system itself (Andrejašic, 2008). The mechanical noise source is the vibration of 
the springs while the electrical noise source is the signal conditioning circuitry (Mohd-Yasin, 
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Korman, & Nagel, 2003). Spectral peaks emerge, originating from the oscillators inside the 
accelerometers signal conditioning circuitry (Mohd-Yasin, et al., 2003). In today’s 
accelerometers, due to high seismic mass, the mechanical noise floor is nearly negligible 
compared to electrical noise, but with a proper electrical circuitry design, electrical noise floor 
can be reduced significantly (Mohd-Yasin, et al., 2003). 
 
Figure ‎3.31 Characteristics of Wireless ADXL202E Noise RMS.  
3.13.2 Wireless Accelerometer Resolution 
The resolution is defined as the smallest signal change that can be detected; and it is governed 
by the sensitivity, i.e. the magnitude of the response for a given input and noise. It can be 
improved by either increasing sensitivity, or by lowering the noise (Mohd-Yasin, et al., 2003). 
Lowering the noise floor can be achieved by low-pass filtering the sensor output. The 
accelerometer bandwidth will determine the measurement resolution. Therefore, for a 
bandwidth of 500 Hz, the resolution of the sensor was calculated using Equation (‎3.19) and 
found to be equal to 5.7 mg/Hz1/2. 
3.13.3 Wireless Accelerometer Signal-to-Noise Ratio (SNR) 
The signal to noise ratio compares the level of a desired signal to the level of noise. Equation 
(‎3.18) gives the noise (RMS) of the MEMS ADXL202 used in this research. The maximum 
acceleration that the sensor can measure is ±2g. Therefore, the SNR of the wireless sensor 
then can be computed as: 
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 NoiseሺRMSሻ = (ʹͲͲ�݃√ܪݖ ) ∗ √ͷͲͲ × ͳ.͸ = ͷ.͸ͷ͸ͻ ݉݃ ≈ ͷ.͹݉݃ ‎3.19 
 
 Si�nal to Noise ratio ሺܴܵܰሻ = ±ʹ�ͷ.͹ × ͳͲ−͵ = ±͵͸͵͵ ‎3.20 
Which means the magnitude of the signal compared to the noise floor is very high (3633). 
Figure ‎3.32 shows the sensor signal to noise ratio in dB at different bandwidths. The red curve 
represents negative sensitivity axis direction while the blue one represents the positive 
sensitivity axis direction. It shows that the sensor has high SNR and this implies the sensor can 
detect small accelerations. 
 
Figure ‎3.32 Wireless ADXL202 signal to noise ratio 
3.14 Summary 
In this chapter, an improved MEMS wireless accelerometer has been proposed. The 
improvement consists of integrating the MEMS accelerometer (ADXL202) with a wireless 
transmitter and receiver. The design and implementation considerations have been found that 
the components prone to vibration such as antenna and battery should be installed carefully. 
The digital output waveform of the wireless sensor (DCS) has been described. The analogue 
form of the acceleration is obtained through low pass filtering of the DCS signal.  
The sensitivity of the wireless sensor has been obtained (ʹ͹Ͷ.ͷͲ mV/݃) and the new wireless 
accelerometer has been calibrated with reference to a known MEMS wired sensor. The 
response of wireless sensor magnitude has been found less than that of the wired sensors. 
Therefore, to improve the performance of the wireless sensor, its frequency response was 
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modified using wired sensors frequency response. This modified response will be used in next 
rotor dynamics investigations.  
Power consumption of the wireless sensor unit has been found that the minimum voltage to 
keep the sensor working is 2.7 VDC. Moreover, the receiver unit should be connected to stable 
power supply to maintain the magnitude of the received DCS not affected by any small drop in 
the power of transmitter unit.  
To obtain the best response from the wireless sensor, careful attention should be paid when 
installing the sensor on the rotating shaft. The experimental and analytical analyses show that 
if the sensor is not placed accurately tangential to the centre of the rotor, the centripetal 
acceleration will significantly affect the output reading of the sensor.  
It has been shown that there are two ways that installation of the sensor can increase or 
decrease the DC shift of the measured acceleration. Both are achieved by changing the 
inclination of the sensor. When the inclination angle  is negative, the DC shift will increase 
with speed whereas at positive inclination angle decrease. Furthermore, the angular placement 
of the wireless sensor should not change once it is installed. Finally, the sensor has high signal 
to noise ratio (3633) for a bandwidth of 500 Hz and a resolution of 5.7 mg. All these 
procedures confirm the capability of the new wireless sensor to usefully detect vibration signals 
originating from the rotor dynamics. 
  
 
CHAPTER FOUR 
 
4 Instantaneous Angular speed (IAS) 
This chapter begins by introducing IAS, it then briefly describes conventional angular speed 
transducers used for obtaining IAS. The speed measurement error equation for encoders is 
derived and discussed. The resolution of all sensors for IAS measurement is determined. 
Methods for IAS extraction from an encoder are briefly presented. Also, IAS extraction from a 
wireless sensor is discussed. Next, a comparison is made between the IAS obtained from the 
wireless sensor and other sensors. Finally, the time synchronous averaging (TSA) is applied to 
the signals and a new approach to IAS extraction is discussed. The IAS obtained from the 
wireless accelerometer after applying TSA and correction of gravitational effects is compared to 
IAS from other sensors.  
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4.1 Introduction 
In practice mechanical rotating systems often rotate with varying speed. Sweeney and Randall 
(Sweeney & Randall, 1996) showed that a gear-based power transmission system exhibits 
speed fluctuations due to a combination of effects, including both geometric and transmission 
errors. Li, et al., (Li, Yuhua et al., 2005) have reviewed some representative angular speed 
measurement methods. Charles et al., (Charles, Sinha, Gu, Lidstone, & Ball, 2009) used the 
IAS from the main drive shaft to represent the torsional vibration of a diesel engine and 
introduced polar representation method for the IAS rather than an FFT-based method to 
discriminate between healthy and faulty cases. Ben Sasi et al., (Sasi, A. B., Payne, Gu, & Ball, 
2001) used the variation in IAS to monitor electric motors. Feldman and Seibold (Feldman & 
Seibold, 1999) investigated the magnitude and location of damage in a rotor system using IAS 
(torsional vibration). These investigations have shown that IAS is useful for the condition 
monitoring of a wide variety of machines (Sasi, A. B., et al., 2001; Sasi , Gu, Payne , & Ball, 
2004; Yang, J., Pu, Wang, Zhou, & Yan, 2001).  
Rotary encoders are often used to measure the IAS. There are  a variety of rotary encoders 
available for a wide range of applications (Resor, Trethewey, & Maynard, 2005). Many of the 
available encoders operate on the principle that the encoder provides an output when a tooth 
passes through the sensing location. The output is a pulse signal characterized by voltage level 
and is detected and collected by a data acquisition system. The pulses are often recorded 
together with time information so that the IAS of the rotary component can be determined by 
data processing. 
Different data processing schemes may be used to obtain IAS from the pulse signals. These 
schemes fall into two categories: finite difference (Belanger, 1992) and inverse time (Remond, 
1998). The finite difference method is used to find the average angular speed in a given time 
interval, which requires a large number of pulses per revolution (PPR) for accurate 
determination of velocities. The inverse time scheme is used to obtain the average speed 
between two adjacent pulses, for which a high frequency clock should be used to sample the 
pulse signal. 
Laser-based techniques are commonly used for IAS measurement in laboratory investigations. 
However, because of the high cost of laser-based instrumentation, it is unlikely to be widely 
accepted for on-site IAS measurement for condition monitoring. Instead, much cheaper 
devices such as shaft encoders, magnetic pick-up sensors, etc., provide alternative means for 
IAS measurement. These devices produce signals in the form of an electrical pulse train. The 
time interval between successive pulses is inversely proportional to the speed of the rotor.  
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For early fault detection and diagnosis, it is necessary to measure the IAS as accurately as 
possible (high number of pulse per revolution encoder). Recently, Li, et al. (Li, Yuhua, et al., 
2005) have addressed the influences of different sensor configurations on IAS measurement 
and proposed a number of basic rules for accurate IAS measurement. Usually, a higher clock 
counter (or a higher sampling rate) produces a higher accuracy of IAS measurement. 
In contrast to previously published works, this study investigates a novel scheme for the 
measurement of IAS. Specifically, a wireless accelerometer mounted directly on the rotor. This 
technique aims to provide good measurement accuracy over a wide IAS range so that it can be 
applied to a wide range of condition monitoring and fault diagnosis applications.  
4.2 IAS Concept 
Most rotor machine components rotate at variable angular speed. This results from force 
variation inherent in their operation (Sweeney & Randall, 1996). Over the last few years, IAS-
based condition monitoring has made a significant progress. This section focuses on the 
concept of IAS and the different transducers used to measure it. The average angular speed 
over time ∆ݐ may be defined as: 
 ω = ∆θ∆ݐ  ሺݎܽ݀/ݏ݁ܿሻ ‎4.1 
Where, ∆θ is the angular displacement, and ∆ݐ is the time taken to complete the displacement. 
In the limit as ∆ݐ tends to zero, the average speed approaches the instantaneous value of 
ω=d�/dt. In other words, by reducing the time between consecutive measurements the 
measured angular speed tends to the IAS. Thus, the resolution of IAS is limited by the number 
of discrete points on the rotor used for the measurement. Hence, the number of pulses per 
revolution (PPR) determines the resolution of the IAS transducer (Sweeney & Randall, 1996). 
The angular speed of the rotor is measured by several types of transducers (Kenjo & Nagamt, 
1985; Staebler, 2000; Zimmerman, 2002):  
1. Potentiometers, 
2. Hall-effect Sensing Devices, 
3. Photo Pick up Encoders, (Opto-interrupter),  
4. Absolute Encoders, 
5. Incremental encoder, 
6. Resolvers, and  
7. Laser encoders. 
The ones used in this study were incremental encoder and Opto-inturrupter as reference to the 
new wireless sensor. The other transducers are out of scope of this thesis.   
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
82 
4.3 Speed Measurement Error or Resolution Analysis 
Rotational speed calculation based on pulse counting is (Li, Y., et al., 2005): 
 ݊ = ͸Ͳ ௦݂ܯ ௖ܰ ‎4.2 
Where 
n: Shaft speed to be determined (RPM); ܯ: The resolution of shaft encoder, i.e. the number of pulses per revolution (PPR); ௖ܰ: The number of base units counted at the specified clock frequency (RPM);  ௦݂:  The clock frequency or sampling frequency (Hz).  
 
To estimate the error due to the uncertainty of pulse counting, Equation (‎4.3) is a first-order 
Taylor expansion of Equation 4.2 with respective to ௖ܰ (Li, Y., et al., 2005); 
 ∆݊ = ͸Ͳ ௦݂ܯ ௖ܰଶ ∆ ௖ܰ = ݊ܰ௖ ∆ ௖ܰ ‎4.3 
The counting uncertainty is between ௖ܰ and ( ௖ܰ + ͳ), i.e. the maximum counting error is no 
more than 1, so the absolute error for the worst case occurs at  ∆ ௖ܰ = ͳ; 
 ∆݊ = ݊ܰ௖ ∆ ௖ܰ = ݊ܰ௖ ‎4.4 
Considering the error at a specific rotating speed ݊଴, the number of base units counted can be 
calculated using Equation (‎4.2) as; 
 ௖ܰ଴ = ͸Ͳ ௦݂ܯ  ݊଴ ‎4.5 
The maximum error at speed ݊଴ is; 
 ∆݊଴ = ͸Ͳ ௦݂ܯ ௖ܰ଴ଶ = ݊଴௖ܰ଴ ‎4.6 
Substituting Equation (‎4.5) into Equation (‎4.6) gives; 
 ∆݊଴ = ͸Ͳ ௦݂ܯ ௖ܰ଴ଶ = ݊଴ଶܯ͸Ͳ ௦݂  ‎4.7 
Equation (‎4.7) shows the relationship between the maximum error and the measurement 
parameters.  
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The error calculation can be based on the estimate of the speed measurement resolution, 
which is defined as the possible speed difference that can be achieved by pulse counting 
method using a shaft encoder.  
To obtain high accuracy measurement, the resolution values should be configured based on 
measurement system as low as possible. For condition monitoring applications, a sensor with 
dozens or hundreds of pulses per revolution is sufficient for most machinery monitoring and 
diagnosis. The determination of resolution is based on the machine operation specifications(Li, 
Y., et al., 2005). 
In implementing speed measurement, the parameters M and ௦݂ usually remain unchanged. 
However, machines may operate at different speeds, and the measurement accuracy will vary 
with the speed. Table ‎4.1 below shows how the resolution is different with operating speeds 
when M =360 PPR at fs=100 kHz, fs=20 MHz and when M=100 PPR at fs =96 kHz.  
Table ‎4.1 RPM resolution with different speeds and different sample rates 
0n  – shaft 
speed (RPM) 
 ∆݊଴ (RPM)- at 
fs=100 kHz 
M=360 PPR 
 ∆݊଴ (RPM) - at 
fs=20 MHz 
M=360 PPR 
 ∆݊଴ (RPM)- at 
fs=96 kHz 
M=100 PPR 
500 15 0.075 4.340       
1000 60 0.300 17.36       
1500 135 0.675 39.06       
2000 240 1.200 69.44       
10000 6000 30.00 1736.11 
 
The resolution may be too poor to resolve the speed variation at a sampling rate (base clock 
unit) of 100 kHz whereas at low M (100 PPR) at 96 kHz, the resolution is improved than that at 
360 PPR. However, a 20 MHz clock rate would be acceptable as the resolution is significantly 
higher (i.e. n is inversely proportional to the sampling rate). 
4.3.1 Determination of Sensor Resolution 
To better understand the capability of sensors (wireless, encoder, opto-interrupter) in 
capturing the IAS, the resolution of each sensor is calculated. The resolution of the encoder 
and opto-interrupter can be calculated assuming that they generate ideal trains of pulses and 
instability of the clock frequency is negligible. Thus, Equation (‎4.8) can be used to calculate 
the relative speed error İ(Li, Y., et al., 2005); 
ɂ ≈ ∆݊ ݊ ≈ ͳܰ௖ ∆ ௖ܰ 
As the maximum counting error is ±1, the maximum measurement error can be rewritten 
as(Li, Y., et al., 2005);  
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 ߝ = ± ݊ ܯ͸Ͳ ௦݂ ‎4.8 
Where n is the measured speed of the rotor, fs is sampling frequency, and M the number of 
pulses per revolution from the sensor. Using Equation (‎4.8), the resolution of encoder and 
opto-interrupter can be calculated as (rated speed driving shaft 1420 RPM, sampling frequency 
96 kHz)   Encoder resolution; 
 ɂ = ͳͶʹͲ ∗ ͳͲͲ͸Ͳ ∗ ͻ͸ͲͲͲ × ʹ ∗ π͸Ͳ = Ͳ.ͲͲʹ͸ ݎܽ݀/ݏ݁ܿ ‎4.9 
 Opto-interrupter resolution; 
 ɂ = ͳͶʹͲ ∗ ͸Ͳ͸Ͳ ∗ ͻ͸ͲͲͲ × ʹ ∗ π͸Ͳ = Ͳ.ͲͲͳͷ ݎܽ݀/ݏ݁ܿ ‎4.10 
 Wireless accelerometer resolution; 
The RMS of accelerometer noise is determined by the following equation (Analog Devices, 
2009): 
 NoiseሺRMSሻ = (ʹͲͲ�݃√ܪݖ ) × √ܤܹ × ͳ.͸ ‎4.11 
Since the bandwidth of the accelerometer is 500 Hz, then the noise (RMS) can be calculated 
as:  NoiseሺRMSሻ = (ʹͲͲ�݃√ܪݖ ) × √ͷͲͲ × ͳ.͸ = ͷ.͸ͷ͸ͻ m� ≈ ͷ.͹m� 
For circular motion the amplitude of tangential acceleration can be computed using; ܽ௧ = ݎ |݀߱݀ݐ | 
Assuming at behaves in sinusoidal form; ݀߱ = ܽ௧ݎ ݀ݐ ∆߱ = ∫ ܽ௧ݎ ݀ݐ 
 ∆߱ = ܽ௧ݎ × ʹ × � × ݂ ‎4.12 
 
Hence, the wireless sensor IAS resolution at full speed can be determined using Equation 
(‎4.12) 
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
85 
 ∆ω = ͷ.͹ × ͳͲ−ଷ × ͻ.ͺͳͷ.͵ͷ × ͳͲ−ଷ × ʹ × π × ʹͷ = Ͳ.Ͳʹ͵ rad/sec  
The relationship between frequency and the resolution of each sensor is depicted in Figure ‎4.1 
below:   
 
Figure ‎4.1 Resolution with angular speed for 96 kHz clock frequency for encoder, 
opto and wireless accelerometer 
Figure ‎4.1 shows that the resolutions of sensors come close between about 75 Hz (4500 RPM) 
and about 95 Hz (5700 RPM). These values are well above the maximum speed of the test rig 
(1420 RPM). The expected results showed clear difference between the wireless sensor and the 
other two sensors. 
4.3.2 Experimental Investigation of Resolution 
The resolution of the sensor limits its accuracy. To verify the resolution of the wireless sensor 
for the different conditions of the shaft, the test rig was subjected to different conditions of 
horizontal misalignment (see Section 5.2.3). The purpose of this experiment was to test the 
capability of each sensor in determining the IAS for four test cases: aligned and three different 
degrees of shaft misalignment. Table ‎4.2 shows the spectral amplitudes for 2X, 3X and 4X of 
running speed harmonics for each of the three sensors (wireless, encoder, opto-interrupter) at 
different conditions.  
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Table ‎4.2 IAS spectral amplitudes for first three harmonics at different degrees of 
shaft parallel misalignment  
Alignment case Sensor 2X (rad/s) 3X (rad/s) 4X (rad/s) 
High level of 
misalignment 
1.60 mm  
Encoder  1.60 0.30 0.30 
Opto  1.44 0.23 0.20 
Wireless  2.16 0.38 0.40 
Medium level of 
misalignment 
0.35 mm 
Encoder 0.13 0.08 0.20 
Opto 0.24 0.09 0.07 
Wireless 0.45 0.20 0.11 
Small level of 
misalignment 
0.25 mm 
Encoder 0.10 0.06 0.15 
Opto 0.08 0.06 0.04 
Wireless 0.40 0.22 0.10 
Aligned (0.03 mm) 
Encoder 0.20 0.09 0.10 
Opto 0.05 0.05 0.02 
Wireless 0.10 0.05 0.02 
From the amplitudes of the spectral harmonics (2X, 3X and 4X) for all three sensors and 
referring to their resolution (see Figure ‎4.1, and Equations (‎4.9 -‎4.11)), it is clear that:  
 At the highest level of misalignment all three sensors clearly indicate the presence of 
vibration fluctuations.  At the medium level of misalignment the encoder appears the least 
reliable and the wireless sensor the most reliable for indicating vibration fluctuations. At the 
smallest level of misalignment the wireless sensor appears the most sensitive of the three 
devices. However, in the aligned case the wireless sensor, at 3X and 4X running speed, 
hardly captures the IAS because of the closeness of resolution of the sensor and the signal 
amplitude.  The second harmonic (2X) of running speed appears the most reliable harmonic for 
identifying shaft speed fluctuations.  Also, it’s clear from the resolution plot (Figure ‎4.1) that the resolution of both encoder and 
opto-interrupter increases with rotational frequency nonlinearly whereas the wireless 
sensor resolution decreases as rotational frequency increases.  
 
Resolution change with respect to the alignment condition is demonstrating the sensors 
capability for fault detection with different degrees. However, the wireless sensor results show 
more capability for small fault detection.  
4.4 IAS Extraction  
IAS extraction from the encoder (train pulse signal) is important for IAS based condition 
monitoring. Elapsed time uses the time interval between successive pulses (Li, Y., et al., 
2005). However, an alternative is frequency domain analysis based on an FFT-based approach 
and using the Hilbert transform. For the wireless sensor, the extraction is achieved by 
integrating the acceleration signal in the frequency domain.  
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Extraction methods will be discussed in more detail in the following sections. A comparison 
between both IAS from encoder and wireless accelerometer has been developed.  
4.4.1 Time-Interval Technique 
To compute the variation in the speed of the shaft, the train of pulse per revolution generated 
by an encoder can be used.  
In this approach, time intervals between pulses were measured and then the approximate IAS 
is calculated for a portion of the shaft revolution. In rotary incremental encoders the speed of 
the rotor is inversely proportional to the time interval, Δt, between successive pulses (Li, Y., et 
al., 2005), but the values of Δt  in the train are not uniform because of the variation of the 
rotor speed. Thus with the time interval technique one measures the pulse duration, Δti, 
between successive pulses, (i.e. elapsed time or time span for pulse i), as shown in Figure ‎4.2. 
Computing the inverse of these time intervals gives the IAS variation waveform. 
 
Figure ‎4.2 Typical signal pulses in time interval technique 
 
 
 
Figure ‎4.3 IAS Time interval principle 
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Consider M evenly spaced encoder pulses in one revolution, assume the duration of the clock 
cycle is ts seconds and the number of clock cycles in a pulse is Nc, then the IAS in rad/sec can 
be calculated as; see Figure ‎4.3 
 ω = ʹπ∆ݐ௜ܯ ‎4.13 
The time interval of the given speed pulse is given by (Li, Y., 2003b); 
 ∆ݐ௜ = ௖ܰ,௜ݐ௦ ‎4.14 
The IAS can be calculated by substituting Equation (‎4.14) into Equation (‎4.13). For the IAS 
software-based time-interval approach, the calculation of pulse intervals ∆ݐ௜ is based on the 
measurement of the zero-crossing points between successive pulses of the encoder signal, as 
shown in Figure ‎4.2. These zero-crossing points are calculated by differentiating the encoder 
output signal to determine the beginning and the end of the pulse time intervals,  ∆t୧. Hence, 
the IAS signal can be calculated by substituting the resulting ∆t୧ into Equation (‎4.13). In this 
research, the IAS software-based time interval method was used for the encoder pulse train 
whereas the FFT-based approach was used for the wireless acceleration signal. For further 
details of IAS techniques see (Li, Y., 2003b). 
4.4.2 Extraction of IAS using FFT 
The IAS can be extracted using the FFT by constructing the analytic representation of the 
signal s(t) using Hilbert transform as (Gu, Yesilyurt, Li, Harris, & Ball, 2006); 
 
�ሺtሻ =  sሺtሻ + iH[sሺtሻ] =  Aሺtሻe୧∅sሺ୲ሻ sሺtሻ = ܣܿ݋ݏ(߱௖ݐ + ∅ሺݐሻ) ‎4.15 
Where, H represents the Hilbert transform (HT) which is defined by; 
 ܪ[ݏሺݐሻ] = ͳ� ∫ ݏሺ�ሻ� − ݐ ݀�∞−∞  ‎4.16 
Where, the ܪ[ݏሺݐሻ] value of the integral is used. Using Equation (‎4.15), IAS is then calculated 
by; 
 ߱ሺݐሻ = ݀∅௦݀ݐ = ݀݀ݐ ܫ݉{ln[ݓሺݐሻ]} = ܫ݉ [ݓሶ ሺݐሻݓሺݐሻ] ‎4.17 
The principle of the frequency domain method is that band-pass filtering can be used. This not 
only reduces computational effort but also allows the filter types and filter bandwidth to be 
adjusted automatically based on the characteristics of the s(t) spectrum and hence achieve 
best noise suppression (Vakman, D, 1994; Vakman, David, 2000). A Gaussian window proved 
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to be best for the estimation of linear signals (Vakman, D, 1994; Vakman, David, 2000). In 
this study, a Hanning window was used and its width was adjusted based on the spectral width 
of interest to produce minimum distortion to the experimental signals by noise. Besides, as 
both the differentiation of W(t) and the Hilbert transform (Equation  ‎4.17) can be calculated 
through a frequency domain approach, this method has a high efficiency in implementation. 
The implementation can be found in detail in (Gu, et al., 2006). 
4.4.3 IAS Extraction from Wireless Accelerometer 
To determine the variation in the angular speed using the wireless accelerometer signal, the 
FFT was used. The sensor was mounted directly, tangentially on the shaft, and so provided 
useful information, which could be used to find the variation in IAS of the shaft. This can be 
achieved using FFT property given by:  
 ℱ { ddt �ሺtሻ} = �ωΧሺωሻ ‎4.18 
Since the acceleration a(t) can be defined in terms of velocity v(t) as; 
 ܽሺtሻ = ddtυሺtሻ ‎4.19 
Using the FFT property in Equation (‎4.18), the relation between acceleration and velocity can 
be rewritten as; 
 ℱ { ddt ɓሺtሻ} = �ωVሺωሻ ‎4.20 
Where; V() is the speed (v(t)) FFT; 
The relationship between acceleration and velocity from Equations (‎4.19) and (‎4.20) can be 
written as; 
 ℱ{�ሺtሻ} = �ωVሺωሻ ‎4.21 
Consequently; 
 Vሺωሻ = ͳ�ω Αሺωሻ ‎4.22 
Where; A() is the acceleration (a(t)) FFT; 
From Equation (‎4.22) the velocity can be obtained by computing the inverse FFT of the 
acceleration and divided by its angular speed. This means that the integration can be done 
efficiently using the FFT to determine the velocity (IAS) from the tangential acceleration (at).  
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4.5 Comparison Study of IAS from Encoder and Wireless 
The signals attained from both wireless accelerometer and encoder were subjected to signal 
processing techniques, explained in Sections 4.4.1-4.4.3, to extract IAS in the time domain. 
The block diagram in Figure ‎4.4 depicts the comparison procedures for IAS extraction. This 
comparison study benchmarked and validated the wireless accelerometer for future fault 
diagnosis. 
 
 
Figure ‎4.4 IAS extraction block diagram 
4.5.1 Experiment Setup  
The test rig consisted of a 3-phase electrical induction motor as prime power source and a DC 
generator to apply a load to the motor, as shown in Figure ‎4.5. The motor is connected to the 
generator through a single shaft, which is connected by two pairs of flexible couplings and 
supported by single bearing housing. The test rig had a variable speed controller and could run 
at a speed ranging from 60 RPM to 1420 RPM. 
The construction allowed the study of different types of shaft misalignments such as angular 
and parallel misalignments in different parts of the shaft system. A MEMS wireless 
accelerometer sensor was mounted directly on the section of shaft connected to the motor 
shaft by a flexible coupling see Figure 4-5. The axis of principal sensitivity of the sensor was 
positioned tangentially to the shaft rotation. To benchmark the results from the wireless 
sensor, a shaft encoder (RI32) was mounted at the end of the induction motor. Outputs from 
both the wireless accelerometer and encoder pulses were measured simultaneously at a 
sampling rate of 96 kHz. 
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Figure ‎4.5 Schematic presentation of the test rig 
4.5.2 Experimental Procedure Steps   
After the various devices were connected to the DAS, the test rig was run at 20, 30, 40 and 
50% of rated speed (284, 426, 568 and 710 RPM) while the load was fixed at 50% (2 Kw) of 
rated load (4 Kw). Then the following steps were followed:  The test rig was run sequentially at 284, 426, 568 and 710 RPM.  Wireless and encoder data was collected simultaneously.    To avoid any unwanted variation in the measurements, and to carry out a better 
investigation, both signals were measured at the same load condition, speed and sensor 
location.  Each speed test was repeated six times to demonstrate repeatability and avoid 
uncertainty.   The collected data was then subjected to advance data analysis procedures and 
techniques to extract the IAS from both sensors using MATLAB codes. 
During post-processing, the DCS signal is low pass filtered to obtain the acceleration signal in 
the tangential direction in analogue form. The pulse train signal used a time interval technique 
(Gu, et al., 2006) to obtain the IAS signal. The measured acceleration from the wireless sensor 
was integrated to obtain the IAS signal in the frequency domain. 
4.6 Results and Discussion 
4.6.1 Validation of the Proposed Scheme  
The output of the encoder is 1000 pulses per revolution and the wireless accelerometer 
produces a duty cycle that varies according to the orientation of the accelerometer with 
respect of the vertical axis due to the change in the angle between its axis and the downward 
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gravitational force. The duty cycle signal is filtered using an active low pass filter to reconstruct 
the analogue form of the acceleration. In the case of the rotating shaft, the amplitude of the 
analogue form of the duty cycle signal changes slightly in magnitude as shaft speed increases. 
Figure ‎4.6 shows the output waveforms from wireless (acceleration) and encoder (IAS).  
 
 
Figure ‎4.6 Output waveforms from wireless (Acceleration) and encoder (IAS).  
Figure ‎4.7 shows the IAS from both the encoder and wireless accelerometer extracted from 
them at 284, 426, 568 and 710 RPM. The integration of tangential acceleration measured by 
wireless sensor according to equation (‎4.22) produces the IAS in the frequency domain. Then 
the inverse of FFT is computed to bring the IAS waveforms in the time domain.   
The acceleration measured by wireless accelerometer represents the tangential acceleration of 
the shaft. From Figure ‎4.7 it is clear that the IAS waveform from the wireless accelerometer 
has the different amplitude at different speeds. However, the IAS from wireless is well 
correlated to that from encoder.  
The encoder pulse time-intervals are proportional to the speed of the shaft. The algorithm used 
to extract the IAS from the encoder waveform is based on these time-intervals of consecutive 
pulses. Consequently, as the speed increases, the widths of these pulses (time-intervals) get 
smaller as shown in Figure ‎4.8 and hence the amplitude will increase.  
0 0.5 1 1.5 2
-1
0
1
Acceleration from wireless sensor @284 RPM
Ac
ce
le
ra
tio
n(g
)
Time(s)
0 0.5 1 1.5 2
-20
0
20
IAS from encoder sensor @284 RPM
Am
pl
itu
de
(rp
m
)
Time(s)
0 0.5 1 1.5 2
-1
0
1
Acceleration from wireless sensor @426 RPM
Ac
ce
le
ra
tio
n(g
)
Time(s)
0 0.5 1 1.5 2
-20
0
20
IAS from encoder sensor @426 RPM
Am
pl
itu
de
(rp
m
)
Time(s)
0 0.5 1 1.5 2
-1
0
1
Acceleration from wireless sensor @568 RPM
Ac
ce
le
ra
tio
n(g
)
Time(s)
0 0.5 1 1.5 2
-20
0
20
IAS from encoder sensor @568 RPM
Am
pl
itu
de
(rp
m
)
Time(s)
0 0.5 1 1.5 2
-1
0
1
Acceleration from wireless sensor @710 RPM
Ac
ce
le
ra
tio
n(g
)
Time(s)
0 0.5 1 1.5 2
-20
0
20
IAS from encoder sensor @710 RPM
Am
pl
itu
de
(rp
m
)
Time(s)
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
93 
 
Figure ‎4.7 IAS measured by wireless accelerometer and encoder in time and 
frequency domains.  
 
 
Figure ‎4.8 Typical encoder signals at different shaft speeds 
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Figure ‎4.9 presents the IAS signals extracted from encoder and wireless accelerometer when 
the test rig was run at 568 RPM. It can be observed that the profiles of the two waveforms are 
very similar and this confirms that the wireless sensor can capture the dynamic behaviour of 
the rotor. However, the amplitude of the wireless sensor is lower than that of encoder. This is 
due to the effect of gravity which is the bases of MEMS accelerometer used. The wireless 
accelerometer gravitational effect removal algorithm after applying TSA to the measured signal 
will be elaborated later in this chapter.    
 
Figure ‎4.9 IAS waveforms of wireless accelerometer and encoder at 568 RPM 
To allow a more detailed comparison, Figure ‎4.10 shows the normalised IAS and accelerations 
spectra from both encoder and wireless accelerometer. From Figure ‎4.10 (a), it can be seen 
that the IAS and its higher order harmonics (2X, 3X and 4X) can be resolved by both signals. 
The wireless sensor shows a lower noise level in the high frequency range but shows much 
higher amplitudes in the low frequency range. Moreover, the wireless IAS high amplitude noise 
at low frequency is largely due to the numerical integration used to calculate IAS. 
Figure ‎4.10 (b) shows that the normalized amplitudes of the acceleration signal for both 
sensors. It shows also wireless noisier amplitude than IAA from encoder in the low frequency 
range. The figure also shows that the encoder has the greater noise level at high frequencies. 
This confirms that the signal from wireless sensor has a higher signal-to-noise ratio. 
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Figure ‎4.10 IAS and acceleration spectra from wireless accelerometer and encoder 
for drive speed set at 568 RPM. 
4.6.2 Summary 
This research has shown that it is possible to develop a wireless sensing system to measure 
the dynamics of a rotary shaft. The IAS results obtained from the wireless sensor are 
comparable to those obtained from a contact encoder. 
The signal from the wireless accelerometer has high signal-to-noise ratio which will increase 
the possibility of small fault detection. From the IAS shown in Figure ‎4.10 (a), it can be seen 
that the rotational frequency and its higher order harmonics can be resolved by both signals 
but the signal from the wireless sensor shows lower noise levels in the high frequency range 
but much higher amplitudes in low frequency range. Although the wireless accelerometer used 
is bandwidth limited by the active low pass filter (133 Hz), the information used in the 
extraction of IAS shows acceptable features for fault diagnosis.  
The acceleration signal acquired from the wireless sensor has almost constant amplitude and 
does not vary with the speed of the shaft, see Figure ‎4.6. This confirms the operation of the 
accelerometer which is based on the gravity (duty cycle) change around the rotor movement. 
However, the vibrations generated by the motion in the direction of sensor sensitivity axis are 
still can be captured. Due to the gravitational effect on the reading of the wireless sensor, it is 
possible to subtract this acceleration after removing noise from the signal using Time 
Synchronous Averaging (TSA) algorithm. The steps of this procedure will be presented in the 
following sections.   
The algorithm used to extract IAS from the encoder is based on the time-interval between 
successive pulses. As the speed of the shaft increases, this interval becomes smaller and the 
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amplitude of the IAS will increase accordingly. This explains the increase in the amplitude of 
IAS extracted from encoder signal.  
The IAS from the wireless accelerometer is extracted from the accelerations acting in 
tangential direction. The amplitude of the IAS signal extracted from wireless accelerometer 
decreases as the speed of the rotor increases as shown in Figure ‎4.7. This occurs as result of 
the numerical integration and division by angular speed of the acceleration signal from the 
wireless sensor. This problem is investigated using TSA algorithm by subtracting the 
gravitational effect in the rest of this chapter.     
4.7 Time Synchronous Averaging (TSA) 
The TSA reduces the random noise element and cancels out vibration components which are 
not synchronised with the rotation of the rotor of interest. This improves the signal to noise 
ratio (SNR) of the collected signals for more accurate feature calculation.  
In addition, TSA aligns signals according to the angular position of a particular rotating shaft, 
which allows phase information to be taken into account and to eliminate the influences of 
random speed variations. TSA has been found to be very efficient in cleaning signals subject to 
time varying processes by suppressing random noise and noise from uncorrelated sources such 
as vibrations from nearby components. 
To study the effectiveness of TSA, the IAS results obtained in conventional time and frequency 
domain are compared with those obtained in angular and order domain (TSA). Moreover, the 
gravitational correction to the IAS from TSA wireless is compared with those obtained before 
the application of those corrections under different operating speeds.  
There are many TSA methods. For computational efficiency and reliable implementation, a 
shaft encoder based method has been adopted in this research. The shaft encoder, mounted 
on the input shaft, produces 100 pulses per turn as the angular position reference signal. The 
wireless vibration and reference signals were measured simultaneously and sampled at a rate 
of 96 kHz for 20 seconds at each of the operating settings. 
The equation used to derive the synchronous average y(t) of time signal x(t) using trigger 
signal c(t) having a frequency ft is equivalent to the convolution of x(t) and c(t) (Braun, 2011; 
Mcfadden & Toozhy, 2000); 
 ݕሺݐሻ = ܿሺݐሻ ∗ ݔሺݐሻ ‎4.23 
Where c(t) is a train of N impulses of amplitude 1/N, spaced at intervals Tt =1/ft given by; 
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 ܿሺݐሻ = ͳܰ ∑ ߜሺݐ + ݊ ௧ܶሻ�−ଵ௡=଴  ‎4.24 
This equivalent to multiplication of Fourier transform X(f) of the signal by C(f) in the frequency 
domain and can be represented by; 
 ܻሺ݂ሻ = ܥሺ݂ሻ. ܺሺ݂ሻ ‎4.25 
Where C(f) is a comb filter function of the form; 
 ܥሺ݂ሻ = ͳܰ  sin ሺ�ܰ ௧݂ܶሻsin ሺ� ௧݂ܶሻ  ‎4.26 
Increasing the number of averages N narrows the peak of the comb and reduces the amplitude 
of the side lobes between the peaks. Thus, in the frequency domain, synchronous averaging 
for large values of N can be seen as the complete removal of all components except those that 
occur at integer multiples of frequency ft (Mcfadden & Toozhy, 2000). 
This technique is applied to the wireless acceleration waveforms as well as the IAS of encoder 
and opto-interrupter. TSA not only removes unwanted noise from wireless waveform, but also 
brings the signal to the angular domain which helps to remove the effects of gravitational 
effect on wireless sensor waveforms.     
4.7.1 Gravity effect removal from wireless acceleration algorithm 
The wireless sensor output is a function of the angle the accelerometer’s axis makes with the 
vertical axis. The angular rotation of the sensor will produce a sinusoidal signal with amplitude 
greater than or equal to g (g = 9.81 ms-2). The wireless accelerations acquired at different 
speeds are measuring almost same magnitude. As mentioned earlier, it has been caused by 
the gravitation effects on the sensor reading. To find out the accelerations that the wireless 
sensor measures apart from the gravitation, TSA has to be applied to transfer the signals from 
the time domain to the angular domain. Using the average signal from TSA, the tangential 
acceleration of the rotor can be extracted. The following are the algorithm steps used to 
extract the acceleration without gravitation effects after TSA was applied to the wireless signal 
(in the angular domain): 
1- Collect a reference signal Xref(θ) at low speed. 
2- Calculate the order spectrum using FFT of Xref(θ) and find the 1st order (O1). 
3- Compute the magnitude and phase of Xref at rotor first order as: 
 
ܣଵ =  |XrefሺOͳሻ|  ∅ଵ =  ܣ݈݊݃݁(XrefሺOͳሻ)  
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4- Generate equivalent gravitational acceleration signal using the magnitude and phase 
derived in step 2 for (n) revolutions as: 
 
ߙሺ�ሻ = ሺͲ: ܰ − ͳሻ/ܰʹ�݊ ܺ௔ሺ�ሻ = ݃/ܣଵܿ݋ݏሺߙሺ�ሻ + ∅ଵሻ   ‎4.27 
5- Rescale new measured signal after application of TSA (X) by multiplying it by g and 
divide it by A1 
 ܺሺ�ሻ = ܺሺ�ሻ × ݃/ܣଵ  ‎4.28 
 
6- Subtract the signal generated in step 5 (equation ‎4.28) from the signal generated in 
step 4 (equation ‎4.27) to get the new acceleration signal without the effect of 
gravitation as: 
 ܺ−�ሺ�ሻ = ܺሺ�ሻ − ܺ௔ሺ�ሻ ‎4.29 
The resulting signal in step 6 is used to compute the IAS from wireless signal. The IAS results 
obtained by application of this algorithm are then compared with the corresponding IAS from 
encoder and Opto-interrupter.  
4.7.2 Experiment Setup and Results Investigation 
The same test rig was used. The opto-interrupter system was used on the flexible coupling 
between motor shaft and wireless sensor, see Figure 4-5. This position was chosen to 
determine any change in the IAS as close as possible to the wireless sensor. 60 PPR were 
generated by the opto, and 100 PPR from the encoder. The rotating disk (see Figure ‎5.11 and 
Figure ‎5.12) was mounted on the side of the wireless sensor. The load was set to 50% of rated 
load. The speed was set in 6 steps of 40, 50, 60, 80, 90 and 100% of rated speed.  
The experiment procedure was the same as explained above in Section ‎4.5.2 except for the 
introduction of the opto-interrupter. The techniques used to attain the IAS from all sensors 
were the same as for the previous experiment. The wireless sensor was adjusted in such a way 
that the DC shift was an increasing trend (-ve ).  
By applying this technique, the IAS from wireless and the other devices can be compared with 
the normal analysis of these signals. In addition, an advanced technique (TSA) was applied to 
the wireless signal. It removes gravitational effects from the wireless accelerometer signal and 
allows direct comparison with the IAS signals from other sensors.  
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4.7.3 Results and Discussion 
4.7.3.1 Waveform Characteristics 
Figure ‎4.11 shows the IAS waveforms from wireless, encoder and opt-interrupter before 
application of TSA to the raw data. The amplitude of wireless is decreasing with increase speed 
whereas the other sensors increasing. All IAS signals are in phase as found earlier. Since the 
wireless sensor measurement is driven by the gravity, an advanced technique has been 
introduced to eliminate this effect. Using TSA procedure to reduce any un-periodic noise in 
predefined period, the gravitational effect can be corrected.   
 
Figure ‎4.11 IAS waveforms from wireless accelerometer, encoder and opto-
interrupter at six shaft speeds before applying TSA  
Figure ‎4.12 illustrates the wireless acceleration and the corresponding IAS before and after 
eliminating the gravitational effects after application of TSA. The magnitude of the acceleration 
and hence the IAS after correction are increasing with respect of shaft speed. The yield 
acceleration is the accelerations acting in tangential direction of the shaft. 
Figure ‎4.13 shows the IAS waveforms acquired from sensors at different speeds after applying 
TSA. The IAS from the wireless sensor was derived applying the TSA. The IAS from the other 
sensors was computed using the FFT procedure described earlier. It is clear that the IAS from 
the wireless accelerometer has the highest amplitude. 
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Figure ‎4.12 TSA of IAS and Acceleration waveforms from wireless accelerometer  
before and after gravitation correction at different shaft speeds 
 
 
Figure ‎4.13 IAS waveforms from wireless accelerometer, encoder and opto-
interrupter at six shaft speeds after applying TSA  
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Figure ‎4.14 shows the IAS waveforms acquired from sensors at different speeds after applying 
TSA. The IAS from the wireless sensor was derived by eliminating gravitational effects from 
the raw signal after applying the TSA. The IAS from the other sensors was computed using the 
FFT procedure described earlier. It is clear that the IAS from the wireless accelerometer has 
the highest amplitude. The out-of-phase characteristic exhibited by the wireless sensor is due 
gravitational correction computational process.    
 
Figure ‎4.14 IAS waveforms from wireless accelerometer, encoder and opto-
interrupter at six shaft speeds after applying TSA and gravitational correction 
To better understand the behaviour of the waveforms, the order spectral amplitudes are 
derived from the FFT of time domain signals. The following section discusses these results 
before and after application of TSA and gravitational correction.   
4.7.3.2 Order Spectra of TSA Signals 
Figure ‎4.15 shows the amplitudes of the spectral harmonics 1X, 2X, 3X and 4X extracted from 
the IAS signals before application of TSA shown in Figure ‎4.11. Each column in Figure ‎4.15 
corresponds to the output from a different device. The first column is the acceleration 
measured by the wireless accelerometer, the second, third and fourth columns are the IAS 
derived from the wireless accelerometer, the encoder and the opto-interrupter, respectively. 
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The amplitudes of the spectral harmonics from the signals of both encoder and 
opto-interrupter exhibit very similar characteristics. On the other hand, the signal from the 
wireless accelerometer exhibits very different characteristics. 
The first harmonic, 1X of IAS from the wireless accelerometer (without TSA correction) shows 
amplitudes that decrease with increase of angular speed, whereas the first harmonic for the 
encoder and opto-interrupter increases with speed. 
For the second harmonic, 2X, the wireless IAS increases at higher speeds. On the other hand, 
the other sensors show increase amplitudes with increase of speed. Since the wireless sensor 
was mounted close to the coupling, the third harmonic 3X was directly influenced by the forces 
acting on the coupling jaws and shows a similar trend for the second harmonic, 2X, of the 
other sensors with significant difference in values. These values affected by the gravitational 
effect on the wireless sensor measurements and the un-periodic noise effect. In addition, the 
sensitivity and resolution difference between various sensors play vital role in these values 
refer to Section 4.3.  
 
Figure ‎4.15 Magnitude of the spectral harmonics (1X, 2X, 3X and 4X) of the IAS 
obtained from wireless accelerometer, encoder and opto-interrupter before 
application of TSA and gravitational correction 
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Figure ‎4.16 shows the amplitudes of the order spectral harmonics 1X, 2X, 3X and 4X 
corresponds to waveforms (see Figure ‎4.13) shown in Figure ‎4.15 after the application of TSA 
to the waveforms of all sensor signals. 
The first harmonic, 1X of IAS from the wireless accelerometer shows amplitudes smoothen 
previous trend as well as the first harmonic for the encoder and opto-interrupter. 
For the second harmonic, 2X, the wireless IAS initially decreases and then increases at higher 
speeds whereas the other sensors show increase amplitudes with increase of speed except at 
high speed decreases. The harmonics amplitudes 3X and 4X was influenced by the nonlinear 
forces acting on the rotor. 
 
Figure ‎4.16 Magnitude of the spectral harmonics (1X, 2X, 3X and 4X) of the IAS 
obtained from wireless accelerometer, encoder and opto-interrupter after application 
of TSA and before application gravitational correction 
After application of gravitational correction, Figure ‎4.17 shows that the first harmonic, 
amplitudes 1X, of IAS measured with the wireless accelerometer a linear increase with shaft 
drive speed. The other sensors show the same trend. The shapes of the 2X, 3X and 4X 
harmonics for all the sensors change only slightly but the magnitudes are closer. 
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The amplitude difference between the IAS values measured by the different sensors is due to 
the position of the sensors resolution and sensitivity of each sensor see Section 4.3. 
 
Figure ‎4.17 Magnitude of the spectral harmonics (1X, 2X, 3X and 4X) of the IAS 
obtained from wireless accelerometer, encoder and opto-interrupter after application 
of TSA and gravitational correction 
4.8 Summary 
The investigation of IAS from wireless sensing system has indicated direct correlation to the 
dynamics of a rotary shaft. The derived IAS results obtained from the wireless sensor 
acceleration have been compared to those obtained from a contact encoder and opto-
interrupter and good agreement obtained.  
Application of TSA to the IAS data from the wireless sensor and encoder and opto-interrupter 
significantly improved. The TSA removes random noise and cancelling out vibration 
components which were not synchronised with the rotation of the rotor. In addition, the 
removal of gravitational effects from the wireless signal provided dramatic change in its 
computed IAS. Together the TSA and the corrections brought values of the IAS from all three 
sensors into close proximity. 
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The gravitational correction of IAS has noticeable effect on the phase. This effect may be 
caused by numerical estimation of the gravitational signal. However, it still presenting 
acceptable way of detecting the IAS by the new wireless sensor. 
In addition, comparing the IAS signal amplitudes from encoder (1000 PPR) in Section 4.6 and 
(100, 60 PPR) in Section 4.7.3, the magnitude of IAS is varies with that respect. This complies 
with resolution graph in Figure ‎4.1 which is derived from equation ‎4.8. As the number of 
pulses increases the amplitude increases. 
The algorithm used to extract IAS from the encoder and opto-interrupter was based on a FFT 
(Hilbert Transform) and the results obtained provide solid evidence the agreement with IAS 
from wireless sensor. The amplitude of IAS from encoder and opto-interrupter using elapsed 
time algorithm can be as obtained by FFT. This can be shown in Section 4.6 and 4.7.3. 
In general, the waveform comparison between the two types of signals reveals the following 
main observations:  The amplitude of the IAS increased with shaft operating speed. Whereas, in the time 
domain the amplitude of the signal from the wireless sensor exhibited the opposite 
behaviour see Figure ‎4.11.  Variations in the wireless signal are more visible in the frequency domain because the 
TSA technique tends to reduce the noise and cancel out the components that are not 
synchronised with the rotation of the rotor see Figure ‎4.15, Figure ‎4.16, Figure ‎4.17.  The frequency domain signal at higher speeds became more pronounced after using 
TSA.  After application of gravitational correction, 1X amplitudes of IAS measured with the 
wireless accelerometer increased with shaft drive speed. The other sensors show the 
same trend, see Figure ‎4.17.   The profiles of the 2X, 3X and 4X amplitudes for all the sensors are closer. The 
amplitude difference is due to the position of the sensors resolution and sensitivity of 
each sensor, see Section 4.3.  
 
 
  
CHAPTER FIVE 
 
5 Test Rig Facilities and Data Acquisition Procedures 
This chapter begins with an overview of the bearing test rig used to carry out the 
investigations. Specifications of the used coupling are listed. Moreover, the dial indicator steps 
of measuring parallel misalignment of the test rig are explained. In addition, different 
components and apparatus used are described. The data acquisition system, transducers and 
procedures used to perform the various experiments are described.  
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5.1 Introduction 
The most useful monitoring technique used in condition monitoring of rotating machinery is 
vibration analysis (Randall, 2011). The main causes of vibration in rotating machinery are 
eccentric (material centre of mass not coincide with the geometrical centre), misaligned and 
unbalanced (due to additional mass) shafts and loose fittings, all of which can result in 
unexpected machine failure.  
Traditionally, past research into rotor dynamics and vibration measurement used conventional 
wired accelerometers placed on the machine casing some distance from the likely source of 
vibration where it could be affected by vibration from all parts of the rig, including bearings, 
couplings, etc. The aim of this study is to develop a wireless accelerometer that can be placed 
directly on the rotating shaft to study rotor dynamics, detect rotor vibration and diagnose the 
cause or causes.  
The experimental rig used was simple and industrially relevant. Faults could be introduced into 
the rig in a repeatable and controlled manner and the vibration measured to an acceptable 
level of accuracy. In addition, it provides real data similar to that recorded in an industrial 
situation. The test rig used instrumentation available within the Centre for Efficiency and 
Performance Engineering at the University of Huddersfield. The advantage of using an existing 
rig that was developed and used previously is ease of disassembling and re-assembling and 
also isolated from any other sources of vibrations.  
The experiments carried out as part of this research using the test rig will be described in the 
following sections. In addition, the generic experiment steps and the facilities used will be 
explained, as well the data acquisition system.  
5.2 Test Facility 
5.2.1 Test Rig Components 
The test rig is shown in Figure ‎5.1. It is driven by a 4kW, 3-phase, 4 pole electric induction 
motor coupled with a dynamic brake.  The motor is coupled to the brake by four cylindrical 
steel shafts, which are coupled by three pairs of matched flexible couplings. Two bearing 
housings each contain one roller and one captive ball bearing support the shafts. The wireless 
accelerometer was mounted directly on the second shaft, see Figures 5.1 and 5.2, while the 
encoder (type RI32) was mounted directly on the induction motor rotor. Conventional wired 
piezoelectric accelerometers (of type SINOCERA) were positioned on the bearing housing; one 
vertically and the other horizontally to measure the lateral vibration. The speed and torque of 
the motor are controlled by a SIEMENS Micro Master Controller as shown in Figure ‎5.3. The 
drive shaft can be run at different speeds (up to a maximum of 1420 RPM) with different 
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applied torque loads to a maximum of 4.0 kW. The controller can be set to control the duration 
of the motor run. 
 
Figure ‎5.1 Complete test rig schematic and wireless sensor placement. 
 
 
Figure ‎5.2 Test rig photo. 
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Figure ‎5.3 Test rig control panel. 
5.2.2 Hard Rubber Coupling (HRC) 
A hard rubber coupling is used to connect the various shafts, see Figure ‎5.2. HRC couplings are 
general purpose couplings with a flexible element which can accommodate a degree (max 0.4 
mm at 4850 RPM) of misalignment and absorb vibration, see Figure ‎5.4. H type coupling, 
HRC130H, with taper lock bushing 1610 was used. The specification of the HRC130H was: 
Table ‎5.1 Specification for Fenner Coupling HRC130H (Maryland, 2008) 
Manufacturer  Fenner  
Type  HRC130H  
Size  130  
Bore diameter  14-42 mm 
Outer diameter   130 mm 
Diameter of hub  105 mm 
Length of hub  18 mm 
Width of rubber   36 mm  
Taper lock bush size code  1610  
Mass 5.46 kg 
 
 
Figure ‎5.4 HRC130H coupling. 
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5.2.3 Dial Indicator 
Dial indicator, see Figure ‎5.5, is the most common tool that has been used to accurately 
measure the shaft alignment.  The dial indicator used has a resolution of 0.01 mm which 
means for one revolution measures 1 mm.  Using magnetic holder, the holder was mounted on 
one flange of the coupling and the indicator tip on second flange. Then the following steps are 
followed to align and misalign shafts, see Figure ‎5.6: 
1. Move the indicator in the horizontal position and then set the scale to zero. To guarantee 
that the indicator in horizontal or vertical position, a sprit level is used, see Figure ‎5.6 (a). 
2. Move the indicator 90o to be in the vertical position. The reading will indicate the vertical 
degree of alignment, see Figure ‎5.6 (b). 
3. Move the indicator another 90o to be in the horizontal position again. The reading of 
indicator is divided by 2 to attain the horizontal degree of shafts alignment, Figure ‎5.6 (c). 
4. By adjusting coupling positions in vertical and horizontal and repeating step 2 and 3, 
required degree of alignment was attained. 
5. By tightening the shaft holders (Motor, bearing housing, Load) the target alignment degree 
was achieved.      
 
Figure ‎5.5 Dial Indicator. 
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Figure ‎5.6 Alignment procedure using dial indicator  
(a) zero the indicator horizontally (b) move the indicator vertically (c) read the 
indicator value and divide by 2. 
5.2.4 Incremental Encoders 
Incremental encoders determine the angular position of the shaft. They consist of a circular 
disc with equally spaced transparent and opaque segments around its the circumference, see 
Figure ‎5.7. The disc is mounted upon the shaft, which is mechanically connected to rotor of the 
induction motor to record its angular position.  
 
Figure ‎5.7 Incremental shaft encoder 
A light emitter and a light receiver are located on opposite sides of the disc. As the disc 
rotates, the light is passed and blocked by the transparent and opaque segments respectively. 
Incremental shaft encoders are sensors capable of generating signals in response to rotary 
movement in conjunction with mechanical conversion devices, such as wheels or spindles. 
Figure ‎5.8 shows a photo of an incremental encoder manufactured by Hengstler.  
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
112 
 
Figure ‎5.8 Incremental shaft encoder type RI32 (Hengstler & Inc., 2009) 
Encoders such as the RI32 are usually used to measure the IAS of rotating shafts and provide 
two outputs: the first was one pulse per revolution; the second was electrical pulse trains of 
1000 pulses per revolution or 100 pulses per revolution. The time interval between two 
successive pulses is inversely proportional to the average speed of the encoder shaft (Li, Y., 
2003a; Li, Y., et al., 2005). This kind of transducer is relatively cheap compared to laser 
encoders. Here the 1000 and 100 pulse trains provided measures of the rotation of the shaft 
and were used to benchmark the output from the wireless sensor. 
5.2.5 Vibration Transducer 
Accelerometers are the most popular vibration transducers used with rotating machinery 
(Scheffer & Girdhar, 2004). Figure ‎5.9 shows the two accelerometers used in these tests and 
Table ‎5.2 gives their specifications. Both are IEPE accelerometers, see Section 2.2.3.  
 
Figure ‎5.9 SINOCERA accelerometers 
 
Table ‎5.2 SINOCERA accelerometer specifications 
Accelerometer Sinocera (Vertical) Sinocera (Horizontal) 
Type Piezoelectric Piezoelectric 
Model YD-185TNC  YD-185TNC  
Serial Number SN00016 SN00039 
Frequency range 0.5 Hz to 5000 Hz 0.5 Hz to 5000 Hz 
Sensitivity (Calibration) 5.106 mV/ms-2 4.960 mV/ms-2 
Operating voltage 12-24 VDC 12-24 VDC 
Temperature -20ºC to 120ºC -20ºC to 120ºC 
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The accelerometers were attached to the bearing housing casing by threaded bronze studs, 
one in the vertical direction (SN00016) and the other in the horizontal direction (SN00039). 
The vibrations sensed by the accelerometers were connected to the data acquisition system by 
RF coaxial cable with TNC (Threaded Neill–Concelman) type connector (accelerometer output) 
and BNC (Bayonet Neill Concelman) type connector (Data acquisition input). Then, the data 
were sent to the computer via a USB port. 
5.2.6 Laser Vibrometer 
The principle of the laser vibrometer shown in Figure ‎5.10 (optoNCDT1300 from Micro-Epsilon) 
is optical triangulation. A light spot (wavelength 670 nm) is projected onto the target surface, 
the reflected light is focussed onto a sensitive element within the device by a receiving lens. 
Movement of the surface onto which the spot of light is focussed will cause a consequential 
movement of the image on the sensing element. This is translated by the vibrometer into a 
measure of the movement of the surface. The resolution of the sensor is 4μm (static) and 
10μm (dynamic) (Micro-Epsilon, 2010). 
 
 
Figure ‎5.10 OptoNCDT1300 (Micro-Epsilon, 2010). 
5.3 Opto-interrupter 
The encoder was mounted to the back end of the motor. The wireless accelerometer was 
mounted on the rotor about 635 mm away from the position of the encoder. To investigate the 
IAS from the wireless accelerometer, an opto-interrupter was mounted upon the flange of the 
flexible coupling closest to the wireless accelerometer, see Figure ‎5.12. It comprises a slotted 
disc and opto circuit. To generate a train of pulses, a circular disc has equally spaced 
transparent and opaque segments around its circumference. The disc is mounted upon a 
coupling, between first and second shafts as shown in Figure ‎5.12. The opto-interrupter passes 
current when there is no blockage of the light beam.  
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5.3.1 Slotted Disc Design 
The 60 slots disc was designed to fit on the flange of the coupling. Figure ‎5.14 shows the 
dimensions of the disc. This design was done using Catia software which is compatible with the 
CNC machine software. The inner diameter of the disc was set to the outer diameter of the 
flange (106 mm) and mounted close to the wireless sensor, see Figure ‎5.12. 
5.3.2 Opto-interrupter Circuit Design 
Figure ‎5.13 shows the circuit for the opto-interrupter which was constructed from commercially 
available photo interrupters and an available single power supply operational amplifier (LM358) 
with simple passive components. The function of the photo interrupter is to change the output 
of the photo interrupter from low to high as the light beam passed through the gaps in the 
slotted disc. The output waveform of the opto-interrupter can be seen in Figure ‎5.14. 
 
Figure ‎5.11 Circular disc design parameters. 
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Figure ‎5.12 Circular disc and opto-interrupter installation 
  
 
Figure ‎5.13 Opto-interrupter circuit 
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Figure ‎5.14 Opto-interrupter output waveform at different speeds 
5.4 Dual Variable Filter  
The Kemo dual variable filter is used as a low pass filter, see Figure ‎5.16. It has a frequency 
range of 1 Hz - 100 kHz (Kemo, 2011). In addition, it has two channels of high performance 
analogue filters, high gain and a flexible input front end. It provided a reliable general purpose 
filter amplifier.  
5.5 Data Acquisition System (DAS)  
The SINOCERA data acquisition system, type YE6232B as shown in Figure ‎5.15 possesses the 
following main features (Sinocera Piezotronics, 2011a):   A 24-bit A/D parallel data acquisition system based on USB 2.0 interface,   Voltage/IEPE input; 16 channel, built-in programmable gain amplifier and real-time 
digital filters,   Supporting smart transducers (IEEE1451.4),   Supporting multi-equipment cascading connection; suitable for multi-point testing,  Built-in programmable gain amplifier and anti-filtering,   Sampling frequency can be chosen by the software and varies from 375 Hz to 
96000 Hz, and more specifications are listed in Table ‎5.3.  
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Figure ‎5.15 Volt Input Data Acquisitions System (SINOCERA YE6232B)(Sinocera 
Piezotronics, 2011a). 
Figure ‎5.16 shows the signal acquisition system. The wireless receiver, which provides the 
duty cycle signal of the wireless accelerometer, was connected to the low pass filter with a 
variable cut off frequency (Dual variable filter). The low pass filter output and DCS signals 
were connected to the data acquisition system. The encoder, the opto-interrupter and laser 
vibrometer signals were also connected to the DAS as voltage. The wired accelerometers were 
connected to the channels in the IEPE mode. The sampling frequency was set to 96 kHz 
through the software YE7600. These signals were all sampled and recorded simultaneously. 
The software recorded the signals in parallel for further processing. 
5.6 Data Acquisition Control Software 
Figure ‎5.17 shows the program interfaces of YE7600 software (Sinocera Piezotronics, 2011b). 
YE7600 is general purpose data acquisition, conditioning and analysis software. It supports all 
instruments manufactured by SINOCERA and allows set up parameters for sampling, 
conditioning data format and signal sources. It has highly efficient data storage and fast data 
conversion to other formats such as MATLAB, Excel, etc., (Sinocera Piezotronics, 2011b). It is 
capable of time-domain analysis as well as frequency-domain. YE7600 contains various 
sampling triggers: manual, signal, hardware and from the waveform showing on the screen. 
The channels to be sampled could be set according to choice; the refreshing speed of the 
screen waveform is adjustable (Sinocera Piezotronics, 2011b).   
 
 
 
 
 
 
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
118 
Table ‎5.3 Specification of SINOCERA YE6232B data acquisition system  
(Sinocera Piezotronics, 2011a) 
 Channels  16 (Selectable)  
A/D bits  24bit  
Input Mode  V/IEPE/TEDS  
IEPE Power Supply  4mA/+24VDC  
Signal Input Range  ≤±10VP  
Signal Frequency Range  DC-30 kHz(-3dB±1dB)  
Gain  ×1, ×10, ×100  
Filter  Independent anti-filtering  
Accuracy  ±0.5％  
Sample Rate (Max.)  96 kHz/CH, Parallel  
Interface  USB2.0  
Trigger Modes  Signal trigger; External trigger  
Temperature/Humidity  Operating temperature :0 to 50°C;  
Humidity: 20 to 80% RH  
Dimensions (mm)  426W×88H×300D(H)  
Weight  4 Kg  
Power Supply  AC220V 50Hz/110V 60Hz DC12V (9 to18V)  
Software  YE7600 General test & analysis software  
Cable  Input cable, interface cable; power cable  
 
 
Figure ‎5.16 Data acquisition system and experimental set-up 
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Figure ‎5.17 User interface of YE7600 software 
5.7 Experimental and Data Collection Procedure 
 The wireless accelerometer was mounted tightly and directly onto the shaft of the test rig; 
the sensitivity axis was in the tangential direction of rotation motion to eliminate the 
centripetal acceleration, see Figure ‎5-18. This has been done using shims to adjust the 
sensor in tangential direction to trade off the imperfection of sensor holder. 
  
Figure ‎5-18 Wireless installation on shaft. 
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 The DCS signal was low-pass filtered to obtain the analogue form of the acceleration and 
then fed to the DAS. The DCS signal was recorded for each test carried out to be filtered 
and compared with the filtered one.   Both the one pulse and 100 or 1000 pulses per revolution output cables were connected 
to data acquisition channels. The one pulse per revolution was used to calculate the 
average speed and the other outputs to calculate IAS.   The data acquisition system (DAS) was connected to the computer through a USB lead.  The YE7600 software was used to set up the chosen sampling rate (96 kHz) and the 
duration of recording at each test. Moreover, it records the data through DAS.   Before starting the test, the oscilloscope mode of the software was used to ensure that the 
sensors were working correctly.   The test rig control panel was set to the desired load, speed and time duration for each 
step of the test.   Sufficient time (at least 10 minutes) was allowed for the test rig to “warm up” and reach 
steady state for each speed and load before starting any test. Then the collection of the 
data commenced via the DAS.  The developed MATLAB code was used to process and analyse the recorded data.  The data were collected in the time domain, and stored on the computer under different 
well-defined file names.    Each test was repeated more than six times to ensure its repeatability.  After collecting sufficient data, the rig was stopped and switched OFF at the mains. 
 
  
 
CHAPTER SIX 
 
6 Mathematical Model of a Multi-Shaft System 
This chapter presents a mathematical model that simulates various vibration signals of the test 
rig. It begins with a literature review of rotor system misalignment modelling. It then describes 
the lumped mass method for modelling the test rig for a two rotor system. The derived 
equations are solved using the state space approach. The results of the model are presented. 
Then, a more advanced analysis method is used to model the four rotor system taking into 
account the bearings. In both models, the wireless sensor output is derived and explained. 
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6.1 Introduction  
In industrial rotor bearing systems, rotor unbalance and shaft-to-shaft misalignment are two 
common and principal sources of vibration that are of major concern. A number of analytical 
methods have been applied to calculate unbalance response(Prabhakar, et al., 2001). 
However, limited research has been done on the vibrational characteristics of rotor systems 
that are due to shaft-to-shaft misalignment. 
Shaft-to-shaft misalignment is a condition in which the shafts of the driving and driven 
machines are not on the same centre-line. Perfect alignment between the driving and driven 
machines cannot be attained in practice(Prabhakar, et al., 2001). Although acceptable 
alignment can be achieved before running the machine, it cannot be maintained during 
operation of the machine due to various factors such as the difference in thermal expansion of 
machines, foundation movement, etc. 
Thus, misalignment is always present in a real machine and flexible couplings are used to 
compensate for misalignment between driving and driven shafts and to transmit rotary power 
without torsional slip(Prabhakar, et al., 2001). Li and He (Li, M. & He, 2009) studied the 
modelling of non-linear dynamic characteristics of an unbalanced rotor system due to parallel 
misalignment of two rotors under the action of non-linear oil film forces. When moving rotors 
are misaligned this will generally cause reaction forces and moments to be generated within 
the coupling which are often a major cause of machinery vibration which increases bearing 
wear, cause impacts between the rotor and the stator, and generates unpleasant and harmful 
noises (Li, M. & He, 2009).  
Rivin (Rivin, 1986) proposed the classification of couplings as rigid, misaligned compensating, 
torsionally flexible and combined. The effect of coupling geometry, mass location and coupling 
mass unbalance on lateral vibrations of machines has been studied by Woodcock (Woodcock, 
1977). Gibbons (Gibbons, 1976) derived the forces and moments acting at the coupling 
centres of articulation for different types of coupling in the presence of parallel misalignment. 
Arumugam and colleagues (Arumugam, 1995) predicted the reaction forces and moments for 
combined parallel and angular misaligned flexible couplings by assuming coupling transmitted 
forces represented by a half-sinusoid function having fundamental frequency equal to twice 
rotational speed. Sekhar and Prabhu (Sekhar, A. S. & Prabhu, 1995) developed a higher-order 
finite element model for a misaligned rotor coupling bearing system and numerically evaluated 
the effects of coupling misalignment on the second harmonic vibration response at different 
speeds. 
Dewell and Mitchell (Dewell & Mitchell, 1984) determined the expected vibration frequencies 
for a misaligned metallic disc flexible coupling on the basis of an analysis of the structural 
vibrations produced by misalignment. Several investigators (Maten, 1970; Piotrowski, 2007) 
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have provided vibration identification charts which indicate that coupling misalignment 
generally produces a vibration component at twice the shaft speed frequency. Xu and 
Marangoni (Xu & Marangoni, 1994 a, 1994 b) showed that vibration responses due to coupling 
misalignment mainly occur at even integer multiples of the rotational speed. Sekhar and Rao 
(Sekhar, A. S.  & Rao, 1996 a; Sekhar, A. S.  & Rao, 1996 b) analysed vibrations due to 
misalignment in a rotor bearing system with flexible coupling. Lee and Lee (Lee & Lee, 1999) 
derived a dynamic model for misaligned rotor ball bearing systems driven through a flexible 
coupling by treating the reaction loads and deformations at the bearing and coupling elements 
as the misalignment effect. 
The effect of parallel misalignment on the lateral and torsional responses of two rotors 
connected by a rigid mechanical coupling was analysed by Al-Hussain and Redmond (Al-
Hussain & Redmond, 2002). 
The magnitude of misalignment is not easy to evaluate on machinery that is running. A 
system’s misalignment forces transmitted from a coupling to a shaft are mainly static, i.e. 
unidirectional and constant, and are difficult to measure externally with commercial 
instruments, as has been shown by Piotrowski (Piotrowski, 2007). However, it is possible to 
estimate the degree of misalignment of the rotor shafts through the measurement of the effect 
of these forces on the bearing vibrations (Saavedra, P.  & Ramırez, D., 2004). Loads generated 
by misalignment are directly proportional to the degree of misalignment and the coupling 
stiffness. Because of this, vibration measurement is a good qualitative indicator for detecting 
the degree of misalignment in machinery while it is running (Saavedra, P.  & Ramırez, D., 
2004). The vibratory response of the bearings depends greatly on the frequency response 
functions between the coupling misalignment forces and the bearing (Saavedra, P.  & Ramırez, 
D. , 2004). 
In practice, the displacements between nearest neighbour rotors in some systems are coupled 
by the misalignment, and the dynamic performance of each is affected by the presence of the 
other (Li, M. & He, 2009).  
Most previous work focused on the steady state vibrations of a misaligned rotor coupling 
bearing system. In this study, the modelling of steady state of a rotor system subjected to a 
displacement constraint due to the parallel misalignment between two rotors is undertaken. In 
addition, a model of a four rotor system under the effect of parallel misalignment has been 
developed and studied. In both cases the presence of the wireless accelerometer sensor is 
included in the model equation.  
6.2 Mathematical Model Objectives  
The major objectives of developing a mechanical model for the test rig are to: 
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1. Improve understanding of rotor dynamics in healthy and faulty conditions (parallel 
misalignment). 
2. Gain an understanding of the changes in rotor vibration signature corresponding to 
parallel misalignment. 
3. Obtain simulation results for healthy and faulty rotor behaviour for comparison with the 
results obtained from actual laboratory tests, and make an assessment of the accuracy 
of the simulation in the later chapters.  
6.3 Two Rotor Model Developments 
The following analysis, using a simplified approach, aims for a better understanding of the 
basic hypothesis on which this work is based: that vibration generated by misalignment is 
caused by periodic variations in the coupling stiffness while the shaft is rotating; i.e. the origin 
of the vibration is of a parametric nature. On this point, only the dependence of the coupling 
stiffness on the rotation angle will be considered. Further, its influence on the dynamic 
behaviour of the coupled rotors is discussed. 
6.3.1 Test Rig Description 
In general, a rotor system can be represented as in Figure ‎6.1. It consists of a motor (A) and a 
load (DC generator (BK) with torque measurement device) which are connected together 
mechanically by flexible coupling (C). The coupling reduces any extra forces on the system 
caused by imperfections such as misalignment between the motor shaft and the loader shaft, 
see Figure ‎6.2. 
 
Figure ‎6.1 Schematic presentation of the test rig 
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Figure ‎6.2 Schematic of simplified spider coupling as used in the model 
6.3.2 Model of Rotor with Misalignment 
The initial model considered comprises two shafts with masses m1 and m2 respectively. The 
shafts are connected by a flexible coupling composed of two three-jaw hubs and one six-
legged intermediate elastomeric element, see Figure ‎6.2. For ease of modelling, the coupling is 
treated as three pins on one flange and three rings on other flange and with a rubber sleeve 
between the ring and pin at some distance of radius r from the shaft’s centre see bottom right 
in Figure ‎6.2. This simplified construction retains the key features of the coupling, i.e. the ring 
and pin can move relatively in both radial and rotational directions due to the elastomeric 
rubber sleeve.  
The system shown in Figure ‎6.2 can be modelled as illustrated in Figure ‎6.3. Two rigid shafts, 
mounted on motor and load bearings, are connected by the coupling with N pairs of pins/rings 
on each flange, each pair having a finite stiffness Kb, see Figure ‎6.3 (a). The system is 
assumed to be balanced dynamically and hence the exciting forces arise from misalignment 
and bearings only. More specifically they arise from varying forces in the coupling and bearing. 
In addition, it is also assumed that the pins on the flange of the first shaft are arranged 
equidistantly around the circumference of a circle centred on the centre of the shaft cross 
section, whereas on the second rotor the pins are equidistantly around the circumference of a 
circle displaced by e12 from the centre of the rotor, see Figure ‎6.2 and Figure ‎6.3 (b). Thus 
locus of the coupling pins on rotor 1 follow one circle, whereas those on rotor 2 follow a circle 
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of different diameter. The wireless accelerometer is mounted tangentially on the second rotor 
as illustrated in Figure ‎6.2. 
The analysis of the motion commences with first rotor by applying the Euler-Lagrange equation 
of energy (App. A). The first rotor rotates at angular speed θሶ ଵ, and the second rotor at θሶ ଶ, see 
Figure ‎6.3 (b). θሶ ଶ can vary with respect to  θሶ ଵ. The variation in the angular speed will be related 
to the acceleration acting on wireless sensor.  
The transitional acceleration that each rotor generates due to the supporting bearings is also 
derived.  
The first shaft is considered to be rigid with a very large torsional inertia J1, lateral stiffness 
value K1, and displacements x1, y1, and θ1. The second shaft has torsional inertia J2, stiffness 
value K2 and displacements x2, y2 and θ2. This model considerably retains the physics of the 
test rig.  The steps used to derive the equations of motion using the Lagrange Euler equation 
are presented in appendix A. 
 
Figure ‎6.3 Schematic diagram of the vibrating systems  
(a) couplings (b) shafts with misalignment 
 
The model equations have been derived (see App. A) and can be written as(Lees, A. W., 2007 
(a)):  
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݉ଵݔሷଵ = −ܭଵݔଵ + ܰܭ௕ሺݔଵ − ݔଶሻ + ܰܭ௕  ݁ଵଶʹ [ܿ݋ݏሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ + ܨݔଵଶ − ܥଵݔሶଵ+ ݂݀݉݋ݎܿ݁ݔͳ ݉ଵݕሷଵ = −ܭଵݕଵ + ܰܭ௕ሺݕଵ − ݕଶሻ − ܰܭ௕  ݁ଵଶʹ [ݏ�݊ሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ + ܨݕଵଶ − ܥଵݕሶଵ+ ݂݀݉݋ݎܿ݁ݕͳ ܬଵ�ሷଵ = −ܰܭ௕ ݎଶሺ�ଵ − �ଶሻ − ܥ௥(�ሶଵ − �ሶଶ) − ܰܭ௕ ݁ଵଶʹ ݏ�݊ሺ�ଵ − �଴ሻ + ܯ�ଵଶ + ܯ݃ଵଶ + ௠ܶ− ݀݉ݐ݋ݎݍݑ݁ͳ ݉ଶݔሷଶ = −ܭଶݔଶ − ܰܭ௕ሺݔଵ − ݔଶሻ − ܰܭ௕  ݁ଵଶʹ [ݏ�݊ሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ − ܥଶݔሶଶ − ܨݔଵଶ+ ݂݀݉݋ݎܿ݁ݔʹ ݉ଶݕሷଶ = −ܭଶݕଶ − ܰܭ௕ሺݕଵ − ݕଶሻ + ܰܭ௕  ݁ଵଶʹ [ܿ݋ݏሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ − ܥଶݕሶଶ − ܨݕଵଶ+ ݂݀݉݋ݎܿ݁ݕʹ ܬଶ�ሷଶ = +ܰܭ௕ ݎଶሺ�ଵ − �ଶሻ − ܥ௥(�ሶଵ − �ሶଶ) − ܯ�ଵଶ − ܯ݃ଵଶ − �ܶ − ݀݉ݐ݋ݎݍݑ݁ʹ 
‎6.1 
 
Where force excitations due to misalignment are: ܨݔଵଶ = ܰܭ௕  �భమଶ ݏ�݊ሺ�ଵ − �଴ሻ  ܨݕଵଶ = ܰܭ௕  �భమଶ ܿ݋ݏሺ�ଵ − �଴ሻ − ܰܭ௕݁ଵଶ  
Torque excitation of coupling due to misalignment is: ܯ݃ଵଶ = ܰܭ௕  �భమమଶ ݏ�݊ሺ�ଵ − �଴ሻ    
Oscillating torque generated by coupling due to misalignment is:  ܯ�ଵଶ = ܰܭ௕  ݁ଵଶʹ ሺݔଵ ݏ�݊ሺ�ଵ − �଴ሻ + ݕଵ ܿ݋ݏሺ�ଵ − �଴ሻ − ݔଶ ݏ�݊ሺ�ଵ − �଴ሻ − ݕଶ ܿ݋ݏሺ�ଵ − �଴ሻሻ 
Oscillating torque generated by eccentric mass due to unbalance: ݀݉ݐ݋ݎݍݑ݁ͳ = ͻ.ͺͳ݁௖݉�ଵ ܿ݋ݏሺ�ଵ − �଴ሻ ݀݉ݐ݋ݎݍݑ݁ʹ = ͻ.ͺͳ݁௖݉�ଶ ܿ݋ݏሺ�ଶ − �଴ሻ 
 
Oscillating forces generated by eccentric mass due to unbalance:  
 
݂݀݉݋ݎܿ݁ݔͳ = ݁௖�ሶଵଶ݉�ଵ ܿ݋ݏሺ�ଵ − �଴ሻ ݂݀݉݋ݎܿ݁ݕͳ = ݁௖�ሶଵଶ݉�ଵ ݏ�݊ሺ�ଵ − �଴ሻ ݂݀݉݋ݎܿ݁ݔʹ = ݁௖�ሶଶଶ݉�ଶ ܿ݋ݏሺ�ଶ − �଴ሻ ݂݀݉݋ݎܿ݁ݕʹ = ݁௖�ሶଶଶ݉�ଶ ݏ�݊ሺ�ଶ − �଴ሻ 
‎6.2 
Where, mୣଵ = mଵ , mୣଶ = mଶ ܬଵ, ܬଶ = polar moments of inertia for motor rotor, second rotor and loader rotor, ݉ଵ ݉ଶ   = the mass of the rotors, ݉�ଵ ݉�ଶ  = the mass of the rotors at the physical eccentric centre, 
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݁ଵଶ= the misalignment between shafts, 
 ݁௖= the geometric mass centre from rotational centre, 
r   = radius of the centre of coupling pin position on reference shaft, ௠ܶ = the driving torque, �ܶ = the torsional load, 
N = the number of equivalent pins/rings in each flange, ܭ௕ = the coupling stiffness of each pair of pin/ring, 
C1, C2 = damping of rotors 1 and 2 respectively, 
K1, K2 = stiffness of rotors 1 and 2 respectively, and 
Cr = coupling critical damping. 
Using the solver ODE45 (implements the Runge-Kutta (4,5) method) function available in 
MATLAB, the system given by Equations (‎6.1) can be solved to obtain displacements and 
velocity of rotors in the directions of interest. The accelerations: ax, ay, aw and at, respectively 
the lateral accelerations due to shaft bending or bearing clearances in the x and y directions, 
the angular acceleration due to rotational motion and the total tangential acceleration of the 
rotors, can be calculated by differentiating the corresponding velocities.  
When the wireless accelerometer rotates in a circular path around a centre, its principal 
sensitivity axis also rotates and hence sensor output due to the relative change in direction of 
the earth’s gravitational field is: 
 ܽ௦ = −� cosሺθଶሻ ‎6.3 
6.4 Output of Wireless Sensor 
Figure ‎6.4 illustrates the relationship of different acceleration components at P where the 
wireless sensor is mounted. Decomposing these accelerations in the tangential direction, a 
representation of the electrical output waveform from the sensor can be obtained.  
The accelerations at the sensor position can be found by decomposing ax and ay onto the 
tangential direction by: 
 
�࢚࢞ = −�ሷ ଶsinሺθଶሻ �࢚࢟ = yሷ ଶcosሺθଶሻ ‎6.4 
Acceleration due to rotational angular acceleration is: 
 �࢚࢝ = ݎଶ θሷ ଶ ‎6.5 
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Figure ‎6.4 Schematic diagram of the wireless accelerometer mounted on rotor 
showing the different accelerations 
Adding to yield the total acceleration in the tangential direction: 
 �࢚ = �࢚࢞ + �࢚࢟ +  �࢚࢝ ‎6.6 
The total sensor output ET at P will be the sum of all accelerations in the tangential direction 
plus that due to gravitational effects, divided by the sensitivity of the sensor S: 
 ET = ሺ�࢚ +  �࢙ሻ/S ‎6.7 
The output of the wireless sensor shown in Equation (‎6.7) is due to a combination of different 
accelerations. These accelerations will be measured simultaneously by one sensor mounted on 
the surface of the shaft. That means it can detect different rotor problems which is a cost-
effective approach. Moreover, it has the high sensitivity to incipient deviations and can produce 
a comprehensive assessment for the condition of the rotor system. 
6.5 Simulation Study 
To gain a better understanding of the dynamic behaviour of the rotor system and quantitative 
effects of different rotor faults, a simulation study was conducted based on a bearing test rig 
with layout shown in Figure ‎6.1 and rotor parameters shown in Table ‎6.1 (see also appendix 
B). The parameter for the damping coefficient was given a high value assuming that it is 
higher than critical damping of the system so that transient effects is minimised and the effect 
of misalignments are highlighted.  
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Table ‎6.1 Parameters for simulation study 
 
6.6 Characteristics of Vibrations due to Misalignment 
Figure ‎6.5 shows a typical result from numerical simulation studies when the motor operates 
at a speed of 750 RPM 0.5mm misalignment. It can be seen from Figure ‎6.5 (a) and (b) that 
waveforms of lateral accelerations: ax and ay are close to sinusoidal waves whereas the 
waveform of rotational acceleration aw exhibits a complex fluctuation. These show that shaft 
misalignment leads to shaft fluctuations with different frequency contents in different 
directions. 
Further examination of the results in the frequency domain found that the fundamental 
rotational component 1X dominates the spectra, as expected and as shown Figure ‎6.5 (c). The 
spectra show distinctive 2X components, which is the feature commonly used for diagnosing 
misalignments (Dewell & Mitchell, 1984; Sekhar, A. S. & Prabhu, 1995). The rotational 
acceleration, aw, shows more significant amplitudes at 2X whereas lateral vibrations exhibits 
distinctive components at 2X and 3X. These indicate that both rotational and lateral 
accelerations are sensitive to misalignment but with different frequency components. In 
general, these spectral features show that the model is adequate for exploring shaft 
misalignment and examining the output behaviour of the wireless accelerometer. 
 
Description Symbol Unit Value 
Shaft1 Diameter  D1 m 0.030  
Shaft1 Length L1 m 0.540  
Shaft1 Mass m1 kg 12.73 
Shaft2 Diameter D2 M 0.035 
Shaft2 Length L2 M 0.760 
Shaft2 Mass  m2 kg 34.96 
Radius of centre for the equivalent pin/ring  r M 0.10 
Coupling  Damping  Cr N/(m/s) 101.30 
Coupling Stiffness Kb N/m 1.1 x 10
7  
Rotor Stiffness  K1,K2 N/m 1.0 x 10
8  
Moment of inertia  J1 kg m
2 0.0061 
Moment of inertia  J2 kg m
2 0.0196 
Eccentricity  ݁௖ M 10.0x 10-4  
Misalignment (offset) ݁ଵଶ M 0.5x 10-3 
Torsional load  TL Nm 50  
Driving torque  Tm Nm 50 
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Figure ‎6.5 (a and b) waveforms for lateral and rotational acceleration, (c) waveform 
spectra. 
 
Figure ‎6.6 (a) shows the tangential components: atx, aty and atw predicted at the 
accelerometer position due to accelerations: ax, ay and aw. It can be seen that atx and aty 
fluctuate twice as fast as the original but with opposite phase. Combining these two 
components together produces a nearly steady value (a “DC” component). On the other hand, 
atw is in phase with at but with a much smaller magnitude due to the constant sensor position 
on the shaft surface. By combining the three components, the total acceleration at at P 
exhibits the same fluctuations as atw but with a clear DC shift due to the combination of atx 
and aty. The root mean squared (RMS) value of at is 1.448, slightly larger than the 1.059 of atx 
and aty and much greater than the value 0.002 of atw. This shows that the wireless sensor 
output will have a higher output than the other accelerations (atx, aty, atw) and hence be more 
sensitive to changes in acceleration due to faults.  
In the frequency domain, the spectrum resulting from the combination of atx and aty is seen to 
have a low value except for sharp and distinct peaks at multiples of 12.5 Hz see Figure ‎6.6 (b). 
The spectrum for atw has a generally higher amplitude but without any distinct peaks. When 
combining the spectra of atx and aty, to obtain the spectrum of atxy, it can be seen that the 
first four harmonics are clearly discernible. However, it can also be seen that the difference in 
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amplitude between atw and at is marginal at the lower harmonics 1X and 2X, indicating that 
these two components are mainly from the effects of rotational oscillation. On the other hand, 
amplitudes at 3X and 4X of atxy show a distinctive increase, which means that the contribution 
from lateral vibration is more significant at these two components and that the combined (at) 
spectrum is more sensitive to changes due to misalignments.  
When considering the accelerometer output, gravitational acceleration of 9.81 ms-2 has to be 
included which results in the waveform shown in Figure ‎6.7 (a). This superimposition alters the 
spectrum at only 1X, i.e. increases it by 9.81 ms-2. Other spectral features remain the same, 
as shown. 
 
Figure ‎6.6 (a) Time domain waveforms, (b) spectra of lateral and rotational 
acceleration at sensor position predicted by model  
To validate model results, the test rig shown in Figure ‎6.1 was run at 729 RPM with 0.5 mm 
misalignment. The measured waveforms from the wireless sensor given in Figure ‎6.8 with the 
same condition exhibit the same response as the model. The speed used is slightly smaller 
than that used in the model. The main features of the model are achieved experimentally. In 
the frequency domain, the spectrum of measured waveform show similarity to the model 
output spectrum. 
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Figure ‎6.7 Predicted waveforms and spectrum from a wireless accelerometer 
 
 
Figure ‎6.8 Measured waveform and its spectrum from a wireless accelerometer at 
729 RPM and 0.5mm misalignment 
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The spectrum is dominated by peaks at 1X and 2X, but the measured response also has other 
peaks not caused by forces acting on the shaft. These will include the power line frequency and 
other complicated mechanical responses. To remove this noise from the spectrum, the same 
data were processed using time synchronous averaging (TSA) (Harris, C. M., 1988 ) triggered 
by a synchronized repetitive pulse (see Section 4.7). In this case, one tachometric pulse per 
shaft turn was used. This process enhances the synchronous spectral components (at multiple 
frequencies of shaft speed) and reduces the amplitude of the non-synchronous components 
(i.e. random noise and periodic vibrations with frequencies at non-integer multiples of the 
shaft speed). Figure ‎6.9 shows the order spectrum of synchronous time averaged vibration 
waveform from the wireless sensor obtained using an order number of 200 averages and 10 
revolutions. This means that 200 chunks of 10 periods are averaged to eliminate 
unsynchronised noise within the signal. It can be seen from this order spectrum that the TSA 
procedure has removed the spectral contribution of the electrical frequencies and enhanced the 
order harmonics of the shaft speed (1X, 2X, 3X,..) compared to measured signal before 
application of TSA Figure ‎6.8. This allows the focus to be on the mechanical vibration, so that it 
is easier to diagnose the source of the vibration. 
 
Figure ‎6.9 Measured waveform and its spectrum from a wireless accelerometer at 
729 RPM and 0.5mm misalignment after application of TSA. 
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6.7 Characteristics of Spectral Amplitude with Misalignment 
and Speed 
To examine further the changes of spectral amplitude for misalignment diagnosis a simulation 
study was performed under different motor speeds and different degrees of misalignment. 
Figure ‎6.10 shows the amplitude changes for the first four harmonics of the second shaft. It 
represents the combination of all accelerations at (atxy and atw) and the rotational (atw). 
 
Figure ‎6.10 Spectral amplitude versus speeds for different misalignments (shaft 2) 
By comparing relative spectral amplitudes of combination (at +as) and atw at different rotation 
speeds and misalignment, it can be observed that:  
The amplitude of the 1X spectral peak from combination (at+as) after subtraction 9.81 m/s
2 
exhibits small changes with increasing shaft speeds and with the degree of misalignment. 
However, it is lower than that of rotational (atw) at small and high degree of misalignment. It 
is concluded that the amplitude at 1X is not suitable for misalignment detection. 
The amplitude of the 2X spectral peaks from both combination and rotation increases with both 
shaft speed and the degree of misalignment. In each case of misalignment the peaks for 
combination and rotation (atw) had similar amplitudes. It thus is a good indicator of 
misalignment at higher speed. 
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Figure 6-10 also shows that the amplitude of 3X for the combined acceleration increases with 
both shaft speed and the degree of misalignment. It is especially noticeable that there is a 
large relative increase for the higher degree of misalignment (i.e. e increases from 0.25 to 0.5 
mm). The amplitude of the 3X peak due to rotational does not change with speed or 
misalignment. Thus the 3X peak from combination could be a good indicator of misalignment. 
However, the absolute amplitudes of the 3X peak are about 1000 times less than the values 
for the 1X and 2X peaks, which may an important factor when considering measurement 
accuracy. A very similar situation is observed with the 4X peak. 
In general, the amplitude variations of combined acceleration at 2X, 3X and 4X could be a 
good indicator of misalignment. However, the magnitudes of the 3X and 4X peaks were very 
low and would be influenced by measurement noise. It is concluded that the amplitude of 
combination and rotational at 2X can be a basis for misalignment detection which is the 
common characteristics used for misalignment detection (Dewell & Mitchell, 1984; Sekhar, A. 
S.  & Rao, 1996 a).  
6.8 Multi Rotor Machine Model Development 
The model derived in the previous section is extended to a four rotor system. Applying the 
same principles and manipulation techniques, the model of the test rig with four rotors was 
derived. This was done to better understand the different rotors dynamics due to parallel 
misalignment.  
6.8.1 Model of Misaligned Rotors 
In general, a rotor system can be represented in Figure ‎6.11. It consists of a motor and a 
loader (DC generator with torque measurement device) which are mechanically connected 
together by two shafts and three flexible couplings. As previously, the coupling reduces extra 
forces on the system caused by any forms of imperfections such as misalignment between the 
motor shaft and the loader shaft, as shown in Figure ‎6.11.  
 
Figure ‎6.11 System schematic of system with four shafts and three simplified spider 
couplings for modelling 
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6.8.2 Model of Rotor with Misalignment 
The model considered comprises four shafts with mass m1, m2, m3 and m4 respectively. The 
shafts are connected by three flexible couplings. Each coupling is composed of two three-jaw 
hubs and one six-legged intermediate elastomeric element as described above in Section 5.2.2 
and shown in the bottom right of Figure ‎6.2. 
The system shown in Figure ‎6.11 can be simplified as depicted in Figure ‎6.12. Two rigid shafts, 
mounted on ball-rolling bearings, are connected by the coupling with N pairs of pins/rings on 
each flange, each pair having a finite stiffness Kb. The system is assumed to be balanced 
dynamically and hence the exciting forces arise only from misalignment and bearings, more 
specifically they arise from varying forces in the coupling and bearing. In addition, it is also 
assumed that the pins on the flange of the third shaft are arranged around a circle centred on 
the centre of the shaft cross section whereas on the second and forth rotor the pins are again 
positioned on a circle displaced by e23 and e34 from the centre of the rotor as illustrated in 
Figure ‎6.2 and Figure ‎6.12. The wireless accelerometer is mounted tangentially on the second 
rotor as shown in Figure ‎6.11.  
The analysis of the motion commences with first rotor by applying the Euler-Lagrange energy 
equation. The first rotor rotates at speed θሶ ଵ, the second, third and fourth rotors at �ሶଶ, �ሶଷ, and �ሶସ 
respectively and each can vary as shown in Figure ‎6.12. The variation in the angular speed is 
directly related to the acceleration acting on the wireless sensor. The transitional acceleration 
that each rotor experiences due to the supporting bearings is also derived.  
 
Figure ‎6.12 Schematic diagram of the vibrations modes 
Note the locus of the coupling pins: on rotor 1, 2 and 4 follows the same circular motion, 
whereas those on rotor 3 follow a circle of different diameter, see Figure ‎6.12. The first shaft is 
considered to be rigid and has very large torsional inertia J1 and lateral stiffness value K1. It 
has displacements x1, y1, θ1. The fourth shaft has torsional inertia J4 and stiffness value K4 and 
displacements x4, y4, θ4. Similarly, shafts two and three have torsional inertias J2 and J3, 
stiffness’s K2 and K3 and displacements x2, y2, θ2 and x3, y3, θ3 respectively. The model 
equations have been derived (see Appendix A) and can be written as: 
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݉ଵݔሷଵ = −ܭଵݔଵ + ܰKbሺݔଵ − ݔଶሻ + ܰKb  ݁ଵଶʹ [ܿ݋ݏሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ − ܥଵݔሶଵ + ܨݔଵଶ + ݂݀݉݋ݎܿ݁ݔͳ ݉ଵݕሷଵ = −ܭଵݕଵ + ܰKbሺݕଵ − ݕଶሻ − ܰKb  ݁ଵଶʹ [ݏ�݊ሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ − ܥଵݕሶଵ + ܨݕଵଶ + ݂݀݉݋ݎܿ݁ݕͳ ܬଵ�ሷଵ = −ܰKb ݎଶሺ�ଵ − �ଶሻ − ܥ௥ଵ(�ሶଵ − �ሶଶ) + ܯ�ͳʹ + ܯ݃ͳʹ + ௠ܶ − ݀݉ݐ݋ݎݍݑ݁ͳ  
 
‎6.8 
 
 
݉ଶݔሷଶ = −ܭଶݔଶ − ܰKbሺݔଵ − ݔଶሻ − ܰKb  ݁ଵଶʹ [ܿ݋ݏሺ�ଶ − �଴ሻ]ሺ�ଵ − �ଶሻ − ܨݔଵଶ                               −ܰKbሺݔଶ − ݔଷሻ − ܰKb  ݁ଶଷʹ [ܿ݋ݏሺ�ଶ − �଴ሻ]ሺ�ଶ − �ଷሻ + ܨݔଵଶ − ܥଶݔሶଶ + ݂݀݉݋ݎܿ݁ݔʹ ݉ଶݕሷଶ = −ܭଶݕଶ − ܰKbሺݕଵ − ݕଶሻ + ܰKb  ݁ଵଶʹ [ݏ�݊ሺ�ଵ − �଴ሻ]ሺ�ଵ − �ଶሻ − ܨݕଵଶ                              −ܰKbሺݕଶ − ݕଷሻ + ܰKb  ݁ଶଷʹ [ݏ�݊ሺ�ଶ − �଴ሻ]ሺ�ଶ − �ଷሻ − ܥଶݕሶଶ + ܨݕଶଷ + ݂݀݉݋ݎܿ݁ݕʹ ܬଶ�ሷଶ = +ܰKb ݎଶሺ�ଵ − �ଶሻ + ܥ௥ଵ(�ሶଵ − �ሶଶ) − ܯ�ଵଶ − ܯ݃ଵଶ                 −ܰKb ݎଶሺ�ଶ − �ଷሻ − ܥ௥ଶ(�ሶଶ − �ሶଷ) + ܯ�ଶଷ + ܯ݃ଵଶ − ݀݉ݐ݋ݎݍݑ݁ʹ  
 
‎6.9 
 
 
݉ଷݔሷଷ = −ܭଷݔଷ + ܰKbሺݔଶ − ݔଷሻ + ܰKb  ݁ଶଷʹ [ܿ݋ݏሺ�ଶ − �଴ሻ]ሺ�ଶ − �ଷሻ − ܨݔଶଷ                             +ܰKbሺݔଷ − ݔସሻ + ܰKb  ݁ଷସʹ [ܿ݋ݏሺ�ଷ − �଴ሻ]ሺ�ଷ − �ସሻ − ܥଷݔሶଷ + ܨݔଷସ + ݂݀݉݋ݎܿ݁ݔ͵ ݉ଷݕሷଷ = −ܭଷݕଷ + ܰKbሺݕଶ − ݕଷሻ − ܰKb  ݁ଶଷʹ [ݏ�݊ሺ�ଶ − �଴ሻ]ሺ�ଶ − �ଷሻ − ܨݕଶଷ                              +ܰKbሺݕଷ − ݕସሻ − ܰKb  ݁ଷସʹ [ݏ�݊ሺ�ଷ − �଴ሻ]ሺ�ଷ − �ସሻ − ܥଷݕሶଷ + ܨݕଷସ + ݂݀݉݋ݎܿ݁ݕ͵ ܬଷ�ሷଷ = +ܰKb ݎଶሺ�ଶ − �ଷሻ + ܥ௥ଶ(�ሶଶ − �ሶଷ) − ܯ�ଶଷ − ܯ݃ଶଷ                 −ܰKb ݎଶሺ�ଷ − �ସሻ − ܥ௥ଷ(�ሶଷ − �ሶସ) + ܯ�ଷସ + ܯ݃ଷସ − ݀݉ݐ݋ݎݍݑ݁͵ 
 
 
‎6.10 
 
 
݉ସݔሷସ = −ܭସݔସ − ܰKbሺݔଷ − ݔସሻ + ܰKb  ݁ଷସʹ [ܿ݋ݏሺ�ସ − �଴ሻ]ሺ�ଷ − �ସሻ − ܥସݔሶସ − ܨݔଷସ + ݂݀݉݋ݎܿ݁ݔͶ ݉ସݕሷସ = −ܭସݕସ − ܰKbሺݕଷ − ݕସሻ + ܰKb  ݁ଷସʹ [ݏ�݊ሺ�ସ − �଴ሻ]ሺ�ଷ − �ସሻ − ܥସݕሶସ − ܨݕଷସ + ݂݀݉݋ݎܿ݁ݕͶ ܬସ�ሷସ = +ܰKb ݎଶሺ�ଷ − �ସሻ + ܥ௥ଷ(�ሶଷ − �ሶସ) − ܯ�ଷସ − ܯ݃ଷସ − �ܶ − ݀݉ݐ݋ݎݍݑ݁Ͷ 
 
‎6.11 
Where the excitation forces and torques are: 
The force excitations due to misalignment are: ܨݔଵଶ = −ܰKb  ݁ଵଶʹ ݏ�݊ሺ�ଵ − �଴ሻ ܨݕଵଶ = ܰKb ݁ଵଶʹ ܿ݋ݏሺ�ଵ − �଴ሻ − ܰܭܾ݁ଵଶ ܨݔଵଶ = −ܰKb  ݁ଶଷʹ ݏ�݊ሺ�ଶ − �଴ሻ 
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ܨݕଶଷ = ܰKb  ݁ଶଷʹ ܿ݋ݏሺ�ଶ − �଴ሻ − ܰܭܾ݁ଶଷ ܨݔଷସ = −ܰKb  ݁ଷସʹ ݏ�݊ሺ�ଷ − �଴ሻ ܨݕଷସ = ܰKb ݁ଷସʹ ܿ݋ݏሺ�ଷ − �଴ሻ − ܰKb݁ଷସ 
Torque excitations of coupling due to misalignment are: ܯ݃ଵଶ = −ܰKb  ݁ଶଵଶʹ ݏ�݊ሺ�ଵ − �଴ሻ ܯ݃ଶଷ = −ܰKb  ݁ଶଶଷʹ ݏ�݊ሺ�ଶ − �଴ሻ ܯ݃ଷସ = −ܰKb  ݁ଶଷସʹ  ݏ�݊ሺ�ଷ − �଴ሻ 
Oscillating torque generated by coupling due to misalignment:  ܯ�ଵଶ = ܰKb  ݁ͳʹʹ [−ݔଵ ܿ݋ݏሺ�ଵ − �଴ሻ + ݕଵ sinሺ�ଵ − �଴ሻ + ݔଶ ܿ݋ݏሺ�ଵ − �଴ሻ − ݕଶ sinሺ�ଵ − �଴ሻ] ܯ�ଶଷ = ܰKb  ݁ʹ͵ʹ [−ݔଶ ܿ݋ݏሺ�ଶ − �଴ሻ + ݕଶ sinሺ�ଶ − �଴ሻ + ݔଷ ܿ݋ݏሺ�ଶ − �଴ሻ − ݕଷ sinሺ�ଶ − �଴ሻ] ܯ�ଷସ = ܰKb  ݁͵Ͷʹ [−ݔଷ ܿ݋ݏሺ�ଷ − �଴ሻ + ݕଷ sinሺ�ଷ − �଴ሻ + ݔସ ܿ݋ݏሺ�ଷ − �଴ሻ − ݕସ sinሺ�ଷ − �଴ሻ] 
Torsional oscillating torque generated by eccentric mass due to unbalance: ݀݉ݐ݋ݎݍݑ݁ͳ = ͻ.ͺͳ݁ܿ݉݁ͳ cosሺ�ͳ − �Ͳሻ ݀݉ݐ݋ݎݍݑ݁ʹ = ͻ.ͺͳ݁ܿ݉݁ʹ cosሺ�ʹ − �Ͳሻ  ݀݉ݐ݋ݎݍݑ݁͵ = ͻ.ͺͳ݁ܿ݉݁͵ cosሺ�͵ − �Ͳሻ ݀݉ݐ݋ݎݍݑ݁Ͷ = ͻ.ͺͳ݁ܿ݉݁Ͷ cosሺ�Ͷ − �Ͳሻ 
 
Where, ݁௖ is the geometric mass centre from rotational centre; 
Lateral oscillating forces generated by eccentric mass due to unbalance: ݂݀݉݋ݎܿ݁ݔͳ = ݁ܿ�ሶ ͳʹ݉݁ͳ ܿ݋ݏሺ�ͳ − �Ͳሻ ݂݀݉݋ݎܿ݁ݕͳ = ݁ܿ�ሶ ͳʹ݉݁ͳ ݏ�݊ሺ�ͳ − �Ͳሻ ݂݀݉݋ݎܿ݁ݔʹ = ݁ܿ�ሶ ʹʹ݉݁ʹ ܿ݋ݏሺ�ʹ − �Ͳሻ ݂݀݉݋ݎܿ݁ݕʹ = ݁ܿ�ሶ ʹʹ݉݁ʹ ݏ�݊ሺ�ʹ − �Ͳሻ 
 ݂݀݉݋ݎܿ݁ݔ͵ = ݁ܿ�ሶ ͳʹ݉݁͵ ܿ݋ݏሺ�͵ − �Ͳሻ ݂݀݉݋ݎܿ݁ݕ͵ = ݁ܿ�ሶ ͵ʹ݉݁͵ ݏ�݊ሺ�͵ − �Ͳሻ ݂݀݉݋ݎܿ݁ݔͶ = ݁ܿ�ሶ ͳʹ݉݁Ͷ ܿ݋ݏሺ�Ͷ − �Ͳሻ ݂݀݉݋ݎܿ݁ݕͶ = ݁ܿ�ሶ Ͷʹ݉݁Ͷ cosሺ�Ͷ − �Ͳሻ 
 
And ܬଵ, ܬଶ, ܬଷ, ܬସ = polar moments of inertia for motor rotor ,second rotor and  loader rotor, ݉ଵ ݉ଶ  ݉ଷ  ݉ସ = the mass of the rotors and loader, ݁௖ = the geometric mass centre from rotational centre, 
e12 , e23 , e34 = the misalignment between shafts, 
r = radius of the centre of coupling pin position on reference shaft, ௠ܶ = the driving torque, �ܶ = the tortional load, 
N = the number of equivalent jaws in each flange, 
C1, C2, C3, C4 = damping coefficients of rotor1, 2, 3 and 4 respectively, 
K1, K2, K3, K4 = stiffness coefficients of rotor1, 2, 3 and 4 respectively, 
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Cr1 , Cr2, Cr3 = coupling critical damping, ܭ௕ = the coupling stiffness of each pair of jaws, 
When the wireless accelerometer rotates in a circular path around a centre, its principal 
sensitivity axis also rotates and hence sensor output due to the relative change in direction of 
the earth’s gravitational field is as given in Equation (6.2). 
Using the ODE45 function available in MATLAB, Equations (‎6.8 - ‎6.11) can be solved to obtain 
displacements and velocities of rotors in the directions of interest. Then accelerations: ax, ay, 
aw and at of the rotors can be calculated by differentiating the corresponding velocities.  
6.9 Simulation Study 
For a better understanding of the dynamic behaviour of the four shaft rotor system, a 
simulation study was conducted based on a bearing test rig with the arrangement shown in 
Figure ‎6.10 and rotor parameters as in Table ‎6.2 (see also Appendix B). The stiffness 
coefficients (K1, K2, K3, K4 and Kb) were selected with a high value so that transient effects 
were minimised and effects due to misalignments were highlighted. Consequently, the coupling 
damping coefficients (Cr1, Cr2, Cr3) will be affected by stiffness value of coupling (Kb) 
Table ‎6.2 Parameters for simulation study 
Description Symbol Unit Value 
Shaft 1 Diameter  D1 m 0.030  
Shaft 1 Length L1 m 0.540  
Shaft 1 Mass m1 kg 12.730 
Shafts 2,3 Diameter D2,3 M 0.035  
Shafts 2,3 Length L2,3 M 0.380  
Shafts 2,3 Mass  m2,3 kg 7.460  
Shaft 4 Diameter D4 M 0.040 
Shaft 4 Length L4 M 0.760 
Shaft 4 Mass  m4 kg 34.960 
Radius of centre for the equivalent 
pin/ring  
r M 0.100 
Coupling  Damping  Cr1 N/(m/s) 75.565 
Coupling  Damping  Cr2 N/(m/s) 80.923 
Coupling  Damping  Cr3 N/(m/s) 105.359 
Coupling Stiffness  Kb N/m 1.1x107  
Rotor Stiffness K1,K2,K3,K4 N/m 1.0 x 10
8  
Moment of inertia  J1 kg m
2 0.0061 
 Moment of inertia  J2,J3 kg m
2 0.0082 
Moment of inertia  J4 kg m
2 0.0196 
Eccentricity  ݁௖ m 10.0x 10-4  
Misalignment (offset) ݁ଵଶ m 0.02x 10-3  
Misalignment (offset) ݁ଶଷ, ݁ଷସ m 0.5x 10-3 
Torsional load  TL Nm 50.0 
Driving torque  Tm Nm 50.0 
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6.10 Characteristics of Vibrations due to Misalignment 
Figure ‎6.13 shows typical results from the numerical simulation studies when the motor 
operated at shaft speed of 1500 RPM. It can be seen from Figure ‎6.13 (“a”s and “b”s) that the 
waveforms of the lateral accelerations, ax and ay, are sinusoidal waves, whereas the waveform 
of rotational acceleration aw exhibits a more complex waveform. These show that shaft 
misalignment leads to shaft fluctuation in different directions and the waveforms will have 
different frequency contents. 
Figure ‎6.13 (“c”s) shows that in the frequency domain the fundamental rotational harmonic, 
1X, dominates the spectra. As was found in the two rotor model, the spectra also show 
distinctive 2X components (Dewell & Mitchell, 1984; Sekhar, A. S. & Prabhu, 1995). For the 2X 
peak the rotational acceleration consistently shows the greatest amplitude. The lateral 
vibrations exhibit distinctive components at 2X, 3X and 4X. These indicate that both rotational 
and lateral accelerations are sensitive to misalignment but at different frequency components. 
In general, these spectral features show that the model is adequate for exploring shaft 
misalignment and examining the output behaviour of the wireless accelerometer. 
Figure ‎6.14 (“a”s) shows the tangential components of the accelerations: atx, aty and atw 
predicted at sensor position due to accelerations: ax, ay and aw. It can be seen that atx and aty 
fluctuate twice as fast as their original (ax, ay) but with opposite phase. Combining these two 
components together produces a nearly steady value. On the other hand, atw retains the same 
phase but with a difference in magnitude due to the sensor position on shaft surface being 
fixed. By combining the three components, the total acceleration at at P is dominated by atw 
but with a clear DC shift due to the combination of atx and aty.  
The RMS value of at on shaft 2 is 2.6682, much larger than 0.0098 of atw and close to 2.6685 
of the combination of atx and aty (atxy). This shows that the wireless sensor output will have 
atxy dominated output and hence more sensitive to changes due to faults. 
In the frequency domain, the spectrum resulting from the combination of atx and aty is similar 
to that of atw but has lower amplitudes, shown in Figure ‎6.14 (“b”s). The spectrum from the 
full combination of atxy and atw exhibits noticeable differences at various shaft frequencies. In 
particular, the amplitude difference between atw and at is marginal at 1X and 2X, showing that 
these two components are mainly from the effects of rotational variations. However, 
amplitudes at 3X and 4X show a distinctive increase, which means that the contribution from 
lateral vibration is more significant at these two components and that the combined spectrum 
is more sensitive to changes due to misalignments.  
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Figure ‎6.13 Predicted time domain waveforms and spectra of lateral and rotational 
acceleration for four shaft model.  
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Figure ‎6.14 Predicted waveforms and spectra of lateral and rotational acceleration at 
sensor position for four shaft model. 
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Figure ‎6.15 Predicted time waveforms and spectrum from a wireless accelerometer for 
four shaft model. 
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For the sensor output, gravitational acceleration 9.81ms-2 has to be superimposed on 
waveform at which results in a waveform shown in Figure ‎6.15 (“a”s). This superimposition 
alters the spectrum only at 1X, i.e. increases it by an amount of 9.81 ms-2. Other spectral 
features remain the same, see Figure ‎6.15 (“b”s).  
6.11 Characteristics of Spectral Amplitude with Misalignment 
and Speed 
To examine further the changes of spectral amplitude for use with misalignment diagnosis a 
simulation study was performed under different motor speeds and different degrees of 
misalignment with the four shaft model. Figure ‎6.16 shows the change in amplitude of the first 
four harmonics with change in shaft speed for two levels of misalignment (0.25 mm and 
0.50 mm). By comparing amplitudes of the combined (at+as) and the rotation (atw) 
accelerations (shaft 2), it can be observed that:  
The amplitude at 1X for the combined acceleration has small change for either increase in 
shaft speed or degree of misalignment. Additionally the combined acceleration is consistently 
lower than that for rotational motion. Thus the peak at 1X is not suitable for misalignment 
detection which agrees with the findings of Dewell & Mitchell (Dewell & Mitchell, 1984). 
The amplitude of the 2X harmonics, for the combined acceleration, increases with both shaft 
speed and degree of misalignment. The acceleration for the rotational variation follows a 
similar trend but at much lower amplitudes. 2X has the possibility of being a good indicator of 
misalignment at higher speeds. 
The amplitude of the 3X harmonic, for the combined acceleration, increases noticeably with 
shaft speed for the higher level of misalignment. There is an increase in combined acceleration 
with increase in misalignment regardless of speed. On the other hand, the amplitude values of 
3X peak for rotational variation have small change for different speeds and degree of 
misalignment. Both accelerations amplitude values are 4 orders lower than that of 2X, which 
may be influenced by measurement accuracy. 
Similar with the 4X peak, the amplitude for the combination increases with shaft speed and the 
degree of misalignment and might be of use as a secondary indicator for a misaligned shaft. 
However, the amplitude of 4X for the rotational variation does not change either with shaft 
speed or misalignment and hence it is not an effective misalignment indicator. 
In general, the amplitude variation of the combined acceleration at 2X, 3X and 4X can be a 
good indicator of misalignment. However, the peaks at 3X and 4X have very low amplitudes 
and can be influenced by measurement noise. Thus the amplitudes of rotational oscillation only 
at 2X can be used for misalignment detection. 
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Figure ‎6.16 Predicted spectral amplitude versus speeds and misalignment for four 
shaft model. 
6.12 Case Study  
A specific case is now presented to further understanding of the behaviour of the above model 
and illustrate performance model output features. 
This example uses the above model (multi-rotor) with rotational speed of 1500 RPM and at 0.5 
mm degree of misalignment between rotors 2, 3 and 3, 4. The right side of Figure ‎6.17 shows 
the vibration acceleration spectral response. Note that the force arises purely from the 
eccentricity of 0.1 mm from the machining on one of the coupling jaws. 
No mass unbalance has been applied to the rotors. Although the acceleration in the 
Figure ‎6.17 is plotted on a logarithmic scale, the 2X components of excitation are significant 
for the rotational accelerations whereas the lateral ones are smaller. This is due to the coupling 
forces acting on jaws radially.  
The left side of Figure ‎6.17 shows the basic waveforms of the rotational and lateral 
displacements. For the rotational case, the first and second shaft’s displacement waveforms 
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are 90˚ out phase with displacements of third and fourth shafts. This represents the 
fluctuations in the shafts caused by the misalignment relative to the third shaft.  
 
Figure ‎6.17: Displacement and acceleration response with rotor at 1500 RPM 
(misalignment 0.5 mm) 
 
The displacements waveforms in the x-direction of the first and third shafts are in phase as are 
the second and fourth shafts, but the two couples are 90˚ out phase. For the y-direction 
displacements waveforms of the first and second shafts are in phase with positive waveforms 
generated by the reaction forces acting in that direction.  However, the y-direction 
displacements for the second and fourth shafts are in phase but negative due the direction of 
the forces acting being in the opposite direction to those operating on the first and second 
shafts. The coupling jaw was forced upward by the misalignment in the y-direction. As a result 
of this force, the reaction force was in the opposite direction and will show as a displacement 
in the y-direction.  
6.13 Summary 
The main objective of developing the mathematical model of the test rig has been completed. 
This study focuses on the steady state vibrations of a misaligned rotor coupling bearing 
system. The steady state of rotors system subjected to a displacement restriction due to the 
parallel misalignment is included for both two and four rotor systems. The simulation predicts 
the results of vibrations in the x and y direction concurrent with the rotational and tangential. 
Moreover, the different harmonics of tangential accelerations (wireless) in the frequency 
domain show that 1X is overlaid by a factor of 9.81 ms-2 which is due to gravitational 
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attraction of the wireless sensor. Other components clearly follow the speed of the rotor. The 
measured wireless accelerometer waveforms show the same trends as the predicted results, 
see Figure ‎6.7, Figure ‎6.8 and Figure ‎6.9. The spectral amplitude of the simulation confirms 
that the second harmonic of the running speed is best for detection of misalignment confirming 
the previous studies (Huer & Zhaojian, 2010; Jalan & Mohanty, 2009; Lees, A. W., 2007 (a), 
2007 (b); Nakhaeinejad & Ganeriwala, 2009; Tejas, H.  Patel & Ashish, K. Darpe, 2009; Zhou, 
Wang, Feng, & Du, 2011).  
Using the same principle, the four rotor system was modelled using the parameters shown in 
Table ‎6.2. The misalignment conditions between 2, 3 and 3, 4 at different speed  have shown 
different dynamics for each rotor for the combination signal (at+as). The waveforms were 
characterised by change in their magnitude according to the mechanical state of the 
neighbouring rotor. The spectral amplitude of the system shows that the combination 
accelerations are capable of detecting parallel misalignments, as depicted in Figure ‎6.16. 
Moreover, the spectral amplitudes of the second harmonic of running speed is able to separate 
different cases of misalignment conditions.  
The displacement study of rotor behaviour shows that rotors exchange their vertical 
oscillations according to the forces generated by the misalignment. For instance, Figure ‎6.17 
shows the displacement behaviour of all rotors when the first and second rotors are subjected 
to 0.5 mm misalignment. The rotational displacements of first and second rotors are in phase 
with each other, the third and fourth are in phase with each other but out of phase with the 
first and second. In the x-direction rotors vibrate at different magnitudes and phases. In the y-
direction, positive and negative displacements represent the different movements of rotors. 
These show that the reaction forces due to misalignment drive the rotors to move in opposite 
directions, where the jaws of couplings clearance exchange positions in the y-direction, and 
hence force the rotors to react in such manner. 
Both models demonstrate their capability of differentiating between 0.25 mm and 0.5 mm 
degrees misalignment. 
 
  
 
 
CHAPTER SEVEN 
 
7 Modelling and Measuring the Dynamic Characteristics of a 
Misaligned Rotor  
This chapter introduces a literature review of parallel misalignment in rotors. Then it 
investigates a novel approach for monitoring shaft parallel misalignment using a wireless 
accelerometer which can be mounted directly on a rotating shaft. It is suggested that such a 
measurement system can more effectively diagnose rotating shaft faults because its signal to 
noise ratio is high due to direct nature of the sensor installation and combined response 
measurements. Both theoretical analysis and experimental results show that the scheme 
outperforms IAS measurement when detecting shaft misalignments. 
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7.1 Introduction 
Shaft misalignments cause not only additional dynamic load but also machine vibration which 
accelerates machine deterioration. In industry, 30% of a machine’s downtime is due to the 
poorly aligned machines (Hariharan, V., et al., 2009). Misalignment is estimated to cause over 
70% of rotating machinery’s vibration problems (Bognatz, 1995).  
The basic types of misalignment are parallel and angular, as shown in Figure ‎7.1. Generally, 
shaft misalignment is a combination of both parallel and angular types in vertical and 
horizontal directions. Parallel misalignment generates more vibrations than angular 
misalignment(Nakhaeinejad & Ganeriwala, 2009). 
 
Figure ‎7.1 Basic types of shaft misalignment (a) parallel; (b) angular (Xu & 
Marangoni, 1994 a). 
Gibbons (Gibbons, 1976) was the first to derive the misalignment reaction forces separate 
from those generated in different types of couplings. Vance (Vance, 1988) and Goodman 
(Goodman, 1989) observed that misalignment is present due to improper machine assembly 
and sometimes due to thermal distortion of the bearing housing supports, both of which result 
in abnormal rotating preload. These authors have pointed out that perfect alignment between 
the driving and driven shafts during machine operation cannot be attained.  
Despite the rapid increase in the understanding of rotor dynamics in the last decade, no 
analysis satisfactorily explains the range of observed phenomena (Hariharan, Vaggeeram & 
Srinivasan, 2011). Hence, an in-depth study to provide accurate knowledge of the vibration 
characteristics would be very helpful for understanding and diagnosing rotor misalignment in 
order to avoid any resulting failure or damage (Tejas, H. Patel & Ashish, K. Darpe, 2009).  
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A number of researchers have found that shaft vibration due to coupling misalignment can be 
substantial for even small degrees of misalignment and occurs predominantly at the second 
harmonic, 2X, of the rotor speed but a 4X component can also be present (Xu & Marangoni, 
1994 a). 
When a misaligned shaft is supported by rolling-element bearing, these characteristic 
frequencies of the bearings may also appear and high axial vibration levels occur. Tejas and 
Ashish (Tejas, H.  Patel & Ashish, K. Darpe, 2009) found from the measured forces that the 
presence and type of misalignment (parallel or angular misalignment) has significant influence 
on the harmonic content of the misalignment excitation forces. 
Stephen (Stephen, Hines, & Edmondson, 1999) found that, in some cases, up to 50% percent 
of the expected bearing life can be lost with an offset misalignment as small as 0.127 mm. 
Stephen also showed that angular misalignment has a much smaller impact on bearing life 
than parallel misalignment. Recently, Lees (Lees, A. W., 2007 (a), 2007 (b)) has confirmed 
these findings and reported that parallel misalignment in rigidly coupled rotors generated 
excitation at twice the rotor speed. 
From the literature, it is clearly seen that misalignment produces high vibration levels in 
bearings and couplings. The degree of vibration is influenced by the machine speed and the 
stiffness of the coupling, i.e., rubber couplings which have a lower damping coefficient are 
more tolerant and tend to produce less vibration (Piotrowski, 2007).  
In general, the majority of misalignment studies have been theoretical and experimental 
investigations relatively limited. The outcomes of those studies may not be accurate since, in 
reality, there are usually many more sources of vibration in an actual rotor system than those 
included in the model equations. All the experimental studies used wired accelerometers which 
were invariably attached to the bearing housing and so measured shaft dynamics which could 
have been considerably attenuated. 
In this study to investigate the consequences of parallel misalignment, a wireless 
accelerometer is mounted directly on a shaft to measure the dynamics. A theoretical analysis 
has been conducted to better understand the dynamic outputs of the accelerometer. A test 
evaluation of the performance of the wireless accelerometer in detecting the seeded 
misalignment is benchmarked by the independent measurement of instantaneous angular 
speed (IAS) (Gu, et al., 2006; Li, Y., et al., 2005). IAS has been chosen because it is 
minimally influenced by bearing house vibrations.  
To evaluate the predicted performance of wireless sensor in detecting parallel misalignment a 
test study was conducted based on a bearing test rig which has a similar layout shown in 
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Figure ‎6.1 and can be induced conveniently with different degrees of misalignment. The setting 
of this experiment is detailed in the next section.  
7.2 Shaft Alignment 
For the sake of studying shaft misalignment effects, the shafts must first be aligned. The 
aligned system is taken as a basis for creating desired misalignment system. The shaft 
alignment was performed on the rotors of the test rig. Alignment in both vertical and 
horizontal directions was conducted in turn to achieve best possible alignment results.  
The detailed alignment procedure for the test rig shown in Figure ‎5.6 were given in Section 
5.2.3. After multiple alignment adjustments in vertical and horizontal directions, good 
alignment was almost achieved. The maximum allowable coupling alignment tolerance for the 
flexible coupling (HRC130) used was 0.4 mm at 4250 RPM in parallel and 1 degree in angular 
misalignments. This tolerance specifies the mechanical or fatigue limits of the coupling and its 
components (Piotrowski, 2007). Since the maximum speed of the test rig used in this study is 
1420 RPM, the tolerance of coupling misalignment can be higher than that given earlier. The 
rotor misalignment or offset is measured in millimetres (mm). The misalignment coupling and 
rotor tolerance can be changed when connected to the system. The parallel offset induced to 
the test rig was chosen relatively medium (according to (Nakhaeinejad & Ganeriwala, 2009) 
and max. speed used) to examine the detectability of wireless sensor for such level of 
misalignment. When the motor is operated at high speeds, good shaft alignment is especially 
critical. Therefore, the 0.6 mm parallel misalignment is acceptable as low speed as 1420 RPM.          
7.3 Experiment Setup  
The test rig is described in Section 6.3.1 and shown in Figure ‎6.1 and 6-2. A MEMS wireless 
accelerometer sensor was mounted directly on the second shaft as shown in Figure ‎7.2. The 
principal sensitivity axis of the sensor was along the tangential direction of shaft rotation. To 
benchmark the results from the wireless sensor, a shaft encoder was mounted at the end of 
the induction motor. Both the wireless channel and encoder channel were measured 
simultaneously at a sampling rate of 96 kHz. At this rate, the duty cycle signal (DCS) from 
wireless sensor and the frequency modulated (FM) signal from the encoder can be recorded 
accurately. 
During post-processing, the DCS signal was low pass filtered to obtain the acceleration signal 
in the tangential direction. The pulse train signal was processed by a FFT-based demodulation 
algorithm (Gu, et al., 2006) to obtain the IAS. As only relative detection performance is 
required between the wireless sensor and the shaft encoder; the angular speed was compared 
directly, rather than converting it into angular acceleration.  
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Two tests were conducted. The first test was the baseline measurement under which the 
system was adjusted with minimal difference between the two flanges of the coupling, 
between the motor and the loader by a dial indicator (see Section 5.2.3), see Figure ‎5.6. The 
dial indicator is used to align the coupling flanges vertically and horizontally. Both data 
measured from wireless accelerometer and encoder was recorded. The load was set to 50% of 
rated load through the experiment. 
 
Figure ‎7.2 Schematic presentation of the test rig setting. 
The second test records the measurements from both wireless and encoder when the centre-
line of one flange was offset by 0.64 mm from the centre-line of the other. This offset was 
achieved using the dial indicator with resolution of 0.01 mm. In each test measurements were 
taken at shaft running speeds: 300, 450, 600, 750, 1050 and 1200 RPM. The speeds are set 
by the control panel. 
7.4 Results and Discussion  
Figure ‎7.3 shows typical result of measurements made with the wireless accelerometer for the 
two given misalignment conditions at shaft speed 755 RPM (measured).  
Although careful adjustment was made to minimise the misalignment between shafts, the 
baseline measurement still shows distinctive oscillations. Its spectrum in Figure ‎7.3 (a2) shows 
that there are clear and distinct peaks at 1X and 2X, and there is a series of peaks at 3X and 
4X, which can be distinguished from background noise. This indicates that the baseline 
oscillation may be caused mainly by problems of eccentricity and torque fluctuation due to the 
driving motor. The series of peaks at 2X, 3X, and 4X, due to the misalignment is consistent 
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with model predictions. It is concluded that the spectral peaks at 2X, 3X and 4X can be an 
effective and reliable indicator for shaft misalignment.  
 
Figure ‎7.3 Time domain waveforms and spectra for two degrees of misalignment.  
The IAS signals from the encoder, see Figure ‎7.3 (b2), show hardly any changes in the 
amplitudes of the peaks at 1X and 2X due to the increase in misalignment. Surprisingly, the 
spectrum shows an amplitude decrease at 3X and increase at 4X, which is inconsistent with 
wireless accelerometer readings. This is due to more noise influences the encoder output since 
it is far position from the coupling. 
Figure ‎7.4 shows the variation trend of peak spectral amplitudes with speed. The spectral 
amplitudes at 1X from both wireless and encoder shows are not capable of separating different 
cases. However, the spectral amplitudes obtained from the wireless accelerometer at 2X, 3X 
and 4X show an increase with speed, which is consistent with model predictions. These peaks 
show good performance in separating the misalignment from the baseline when speed is 
higher than 600 RPM.  
On the other hand, with the encoder only at 2X did the spectral amplitudes in the IAS 
spectrum show the expected trend. Nevertheless, it allows the misalignment to be separated 
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from the baseline at speeds higher than 1000 RPM, which is much lower in detection 
performance compared with that of wireless sensor. 
Figure ‎7.5 shows the normalized spectra of the predicted accelerations and the measured 
accelerations obtained from the wireless sensor and the corresponding instantaneous angular 
acceleration (IAA) from encoder. Note the two shaft speeds were 755 RPM and 1200 RPM. It is 
easily observable that all three sets of data have the same peak frequencies. It is clear that 
the acceleration predicted by the model has no background noise due to the simplifying 
assumptions made, whereas the measured spectra from wireless and encoder contain 
substantial amounts of noise generated by such effects as friction, damping and residual 
unbalance. The spectral amplitudes of all signals increased with degree of misalignment and 
speed. The second harmonic, 2X, is the component that changes most with respect to the 
degree of misalignment, as expected. 
 
Figure ‎7.4 Measured spectral peak amplitudes versus speed and degree of 
misalignment 
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Figure ‎7.5 Predicted and measured acceleration from wireless and encoder  
7.5 Summary 
A wireless accelerometer to monitor shaft problems has been investigated. A model of the pin 
type coupling-roller-ball bearing system with misalignment was derived in Chapter 6 to 
simulate the dynamics of a misaligned shaft system at different speeds. Through experiment 
and simulation, the validity of the model and use of the wireless accelerometer as a 
measurement device has been successfully verified over a range of relevant operating speeds.  
The spectra obtained from both the model and measurement show that misalignment can be 
detected and characterized primarily by the spectral amplitudes at 2X, 3X and 4X of shaft 
running speed. Because these components consist of both rotational and lateral vibrations, the 
detection performance of the wireless measurement scheme is considered to produce better 
results than IAS measurements because of wireless high SNR compared to that of IAS (see 
Figure ‎7.3).  
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CHAPTER EIGTH 
 
8 A Comparative Study of Misalignment Detection using a 
Novel Wireless Sensor with Conventional Wired Sensors 
This chapter reports a systematic comparison between the wireless sensor and three common 
sensors (a laser vibrometer, an accelerometer and a shaft encoder), for detection of shaft 
misalignment using the bearing test rig described in Chapter 5. The four sensors were used to 
simultaneously measure dynamic responses to seeded misalignment faults: IAS from the 
encoder, bearing house acceleration from the accelerometer, shaft displacements from the 
laser vibrometer and angular acceleration from the wireless accelerometer. These responses 
were then compared in both the time and frequency domains for detecting and diagnosing 
different levels of shaft misalignment. Results show the effectiveness of the wireless 
accelerometer in detecting the faults. 
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8.1 Introduction 
A misaligned rotor generates a very complicated dynamic response due to imprecisions in rotor 
and machine construction including bearing stiffness, types of coupling, manufacturing and 
installation accuracies, mounting base dynamics, lubrication performance, thermal 
deformations, etc. Many different models (Sekhar, A. S. & Prabhu, 1995; Vance, 1988) have 
been developed to include these influences in different ways. Although these models have 
produced good predictions in particular cases, they are not so generic as to include all the 
factors. This means that the dynamics of a shaft can be accurately determined only through 
experimental study. 
The most common way to measure shaft dynamics for diagnosis of shaft related problems is to 
place an accelerometer on a bearing house. Obviously, because of the attenuation and 
distortion due to bearing structure dynamics, it is difficult to obtain the true dynamic behaviour 
of the shaft. To avoid the influences of the sensor position, it is sensible to place a sensor on 
the shaft directly. Thanks to the advancement in low cost and low power MEMS sensors, it has 
been possible to develop a cost-effective measurement scheme by placing a wireless 
accelerometer on the rotating shaft for monitoring the dynamics of the shaft and achieve a 
more accurate fault diagnosis.  
To confirm the acceptability of the wireless accelerometer as a measurement device for 
monitoring shaft dynamics, this chapter presents a comparative study of the monitoring of 
shaft misalignments using the wireless accelerometer mounted directly on a shaft and three 
conventional sensors: laser vibrometer, wired accelerometer and shaft encoder. 
8.2 Test Facility and Method 
The bearing test rig, shown in Figure ‎8.1, was used in this experimental study, and has been 
described in Section 5.2. The construction allows the study of different types of misalignments 
such as angular and parallel misalignments in different parts of the shaft system, but here we 
were focused only on parallel misalignment. The wireless accelerometer was mounted directly 
on the shaft closest to the motor shaft while an encoder was mounted at the rotor end of the 
induction motor as shown in Figure ‎8.1 and Figure ‎8.2. 
8.2.1 Encoder 
An incremental shaft encoder type RI32, shown in Figure ‎5.8 and described in Section 5.2.4, 
was used to measure the Instantaneous Angular Speed (IAS)(Li, Y., et al., 2005). It has two 
outputs: one pulse per revolution and 100 pulses per revolution.  
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8.2.2 Laser Vibrometer 
A photo of the OptoNCDT1300 (Micro-Epsilon, 2010) laser vibrometer is shown in Figure ‎5.9 
and the principle of operation of the device is described in Section 5.2.6.Figure ‎8.2 shows the 
laser vibrometers installation within the test rig.  
 
 
Figure ‎8.1 Test rig schematic showing sensor placements. 
   
Figure ‎8.2 Test rig showing Laser Vibromters placements. 
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8.2.3 Accelerometer 
The accelerometers used are SINOCERA piezoelectric based type YD-185TNC accelerometers 
which have a flat frequency response in the range 0.5 Hz to 5000 Hz. The sensitivity of the 
vertical positioned sensor (SN00016) is 5.106 mV/ms-2 and the horizontal positioned sensor 
(SN00039) is 4.960 mV/ms-2. The slight difference in sensitivity of the two accelerometers will 
not change the measured vibration. Both operate under 12-24 VDC. A photo of the 
accelerometers is shown in Figure ‎5.10. 
The wireless MEMS accelerometer was mounted directly on the second shaft connecting to the 
shaft of the motor as shown in Figure ‎8.3. The principal sensitivity axis of the sensor is 
tangential to the direction of shaft rotation as depicted schematically on the right hand side in 
Figure ‎8.3.  
To benchmark the results from the wireless sensor, a shaft encoder was mounted at the end of 
the induction motor. Two wired accelerometers were connected to the bearing housing close to 
the motor as shown in Figure ‎8.1. Two laser vibrometers were installed to monitor the shaft 
vibration in both vertical and horizontal directions as shown in Figure ‎8.1 and 8-2. As in 
previous tests, all sensor channels were measured simultaneously through the DAS (YE7600) 
at a sampling rate of 96 kHz. 
 
Figure ‎8.3 Schematic diagram of misaligned shaft (Top view). 
 
As in the previous tests, the DCS from the wireless sensor was low pass filtered (100 Hz) to 
obtain the acceleration signal in the tangential direction. An FFT based  demodulation 
algorithm was applied to the encoder pulse train signal to obtain the IAS (Gu, et al., 2006). As 
before, the angular speed was used directly for comparison, it was not converted into angular 
acceleration. The waveforms obtained from the accelerometers were compared directly. The 
displacement from the laser vibrometer was compared for relative performance with the other 
sensors. 
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8.3 Test Procedure 
The test rig was operated under a fixed load of 50% of the rated load (2kw) but at different 
speeds: 284, 426, 568, 710, 852, 994, 1136, 1278 and 1420 RPM to examine the frequency 
response and sensitivity of the wireless sensor. Prior to commencing each test, different shafts 
of the rig were tuned for minimal misalignment (baseline condition) which was confirmed 
through a static measurement using a dial meter and dynamic measurements of all the 
sensors. The data was then collected from all sensors simultaneously as the baseline 
reference. 
Using the dial meter given in Section 5.2.3 and the way used shown in Figure ‎5.6, the first 
level of misalignment between shafts 2 and 3 was set at 0.3 mm in a horizontal direction at 
which repeatable results were made with all sensors. The test rig was then run under this 
operating condition and data collected. This step was repeated for other higher misalignment 
levels: 0.4 mm and 0.5 mm. 
The collected data sets were then processed using a MATLAB program to perform comparisons 
of time waveforms and frequency spectra. 
8.4 Results and Discussion 
8.4.1 Waveform Variation 
Figure ‎8.4 shows typical waveforms from a wireless sensor for baseline condition and a 
0.3 mm offset misalignment and shaft speeds 284 and 1420 RPM. As can be seen from the top 
row of Figure ‎8.4, the time domain of the signal from the wireless accelerometer for the 
baseline condition showed clear periodic oscillations at the shaft speed. This may be due to 
unavoidable misalignment of other shafts in the system and also the shaft radial fluctuation 
(IAS). The introduction of the 0.3 mm offset misalignment generated significant changes in the 
waveform, both in shape and amplitude (Peak-to-Peak difference between baseline and 
0.3 mm was 1.505 m/s2 low speed, 5.657 m/s2 high speed). The higher the speed was, the 
greater the effects. These changes give a good indication that the wireless sensor will detect 
and diagnose the presence of misalignment.  
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Figure ‎8.4 Wireless sensor waveforms at low and high speeds and two 
misalignment conditions. 
Figure ‎8.5 show the IAS waveforms obtained from the encoder 100 pulses per revolution, 
using time interval method explained in Section 4.4.1, for baseline condition and a 0.3 mm 
offset misalignment and shaft speeds 284 and 1420 RPM. The figure shows the variations 
about the mean value of the average speed (29 and 148 rad/s). At low speed waveform 
exhibits small change (decrease) in amplitude (-0.070 rad/s Peak) when the 0.3 mm 
misalignment was introduced whereas there was a significant decrease at the higher speed 
(-8.885 rad/s Peak). However, these changes are clear from the waveforms amplitude 
decrease when 0.3 mm induced at high and low speed.  
 
Figure ‎8.5 IAS waveforms at low and high speeds and two misalignment 
conditions. 
Figure ‎8.6 presents the outputs of the wired accelerometers in the vertical and horizontal 
directions. The waveforms were badly contaminated by high frequency noise, making the 
periodic feature difficult to distinguish. At low speed the horizontal waveform exhibit small 
change in amplitude (0.573 m/s2 Peak) when the 0.3 mm misalignment was introduced 
whereas there was a significant increase at the higher speed (0.866 m/s2 Peak). On the 
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vertical side, at low speed the waveforms demonstrate significant change in amplitude 
(1.027 m/s2 Peak) when the 0.3 mm introduced whereas there was a small increase at high 
speed (0.507 m/s2 Peak). In addition, the horizontal vibration waveform amplitudes are 
slightly higher than that of the vertical, and increase with misalignment level. 
 
Figure ‎8.6 Accelerometers waveforms at low and high speeds and two 
misalignment conditions. 
The displacement waveforms from the laser sensor are shown in Figure ‎8.8. The waveforms 
show clear periodicity with respect to the shaft rotation.  The vertical waveforms amplitude 
exhibits a very small decrease (-0.002 mm Peak) at the lower speed when the 0.3 mm 
misalignment is introduced, whereas at the higher speed the amplitude increases 
(0.006 mm Peak). On the horizontal side, the waveforms amplitude demonstrate decrease 
(-0.025 mm Peak) at the low speed and also decrease (-0.028 mm Peak) at high speed. 
Although the amplitude is decreased at low and high speed of horizontal direction, it shows 
that the change is higher than that of vertical one. However, the most obvious difference 
between waveforms is that the displacement in the horizontal direction is lower than that in 
the vertical. Since the laser vibrometr was directed to the coupling as shown in Figure ‎8.2, the 
flexible coupling forces acting in the horizontal direction were constrained by the hard rubber, 
see Figure ‎8.7. Therefore, the target flange of the coupling compensates that by acting in the 
vertical direction. 
 
Figure ‎8.7 Coupling constraint horizontally due to horizontal offset. 
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Figure ‎8.8 Laser vibrometers waveforms at low and high speeds and two 
misalignment conditions. 
 
From the above waveform based analysis, the wireless sensor and accelerometers are more 
likely to detect the misalignment than the other sensors. 
8.4.2 Spectrum Variation 
To investigate further the measured responses and identify whether they could accurately 
differentiate the baseline and misaligned conditions, an FFT was applied to obtain 
corresponding spectra for the wireless accelerometer, IAS, wired accelerometers and the laser 
vibrometers, as shown in Figure ‎8.9, Figure ‎8.10, Figure ‎8.11 and Figure ‎8.13 respectively. 
Figure ‎8.9 shows the wireless sensor spectra. The high amplitude peak at 1X running speed 
was mainly due to the gravitational effects due to its rotation around the shaft in a vertical 
plane (9.81 m/s2). The faint higher harmonics represented inevitable rotor unbalance or 
misalignment in the baseline spectrum. Comparing the spectra for baseline and misaligned 
cases, it can be seen that at the lower speed the amplitude of the peak at 2X running speed 
showed little change when the misalignment fault of 0.3 mm was seeded into the system. 
However, there was a significant increase (from 0.391 to 1.069 m/s2) at the higher speed due 
to effect of unbalance forces caused by the misalignment. The magnitude of the harmonic 
peaks at frequencies above 2X showed only marginal increases at the higher speed, showing 
the misalignment had less effect on high frequency vibration. The considerable amplitude 
increase at 2X is considered an indication of misalignment. 
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Figure ‎8.9 Spectra of wireless sensor waveforms at low and high speeds and two 
misalignment conditions.  
The encoder spectra in Figure ‎8.10 showed a substantial increase in the amplitude of the 1X 
peak in the baseline and misaligned spectra with increase in rotor speed. For the lower speed, 
introducing the misalignment reduced the 1X peak slightly, but small reduced the 2X peak 
(from 0.429 to 0.369 rad/s). At the higher speed introducing the misalignment significantly 
increased the magnitude of the 1X peak, however the amplitude of the 2X peak is decreased 
by introducing the misalignment ( from 0.718 to 0.416 rad/s). The small change in spectral 
amplitude of 2X, in this condition, is due to the position of the encoder at the far end of the 
shaft. 
 
Figure ‎8.10 Spectra of encoder (IAS) waveforms at low and high speeds and two 
misalignment conditions. 
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Figure ‎8.11 presents the spectra of the signal from the wired accelerometers for low and high 
speeds, with and without the seeded misalignment. At the lower speed the seeding of the 
misalignment fault significantly increased the amplitudes of the 1X and 2X peaks. The 
magnitude of increase of 2X peaks was for horizontal (from 0.00126 to 0.00244 m/s2) whereas 
in vertical (from 0.00065 to 0.00085 m/s2). The horizontal accelerometer shows much greater 
increases than the vertical. At the higher speed, the introduction of the misalignment fault 
produced a small but significant increase in the peaks at 1X and 2X. The 2X peaks change in 
horizontal was decreased (from 0.112 to 0.109 m/s2) whereas increased in vertical direction 
(from 0.118 to 0.121 m/s2), but a large increase in the amplitude of the peak from the 
horizontal and vertical accelerometer at 3X.  
 
The laser vibrometer spectra in Figure ‎8.12 show that both vertical and horizontal peak 
amplitudes at 1X for both speeds decreased when the misalignment fault was introduced. In 
addition the corresponding 1X peaks decreased with increase in rotor speed. Comparison of 
the 1X and 2X amplitudes obtained show that the horizontal value was consistently lower than 
that of the vertical. At low speed, the 2X peaks change in horizontal was decreased 
(from 0.002 to 0.001 mm) whereas increased in the vertical direction (from 0.0012 
to 0.0024 m/s2). At high speed, the 2X peaks change in horizontal was decreased (from 
0.0025 to 0.00232 mm) and also decreased in vertical direction (from 0.0021 to 0.0019 mm).   
 
From the above discussion, it is clear that the 2X amplitude increases and decreases according 
to the corresponding sensor of both speed and misalignment level. However, the wireless 
sensor produces more significant consistent increase than that of other sensors. 
 
Figure ‎8.11 Spectra of waveforms from wired accelerometers at low and high speeds 
and two misalignment conditions. 
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Figure ‎8.12 Spectra of laser vibrometer waveforms at low and high speeds and two 
misalignment conditions. 
8.5 Detection and Diagnosis Performance 
To provide more accurate results for misalignment diagnosis and comparison between sensors, 
the peak amplitudes at 1X and 2X running speed were extracted and represented as a function 
of rotor speed, see Figure ‎8.13 and Figure ‎8.14.  
 
Comparing the spectral amplitude trends of different sensors with misalignment levels, 
Figure ‎8.13 shows that 1X components of wireless sensor, encoder and laser vibrometer were 
not able to separate baseline and misaligned cases. However, the vertical and horizontal wired 
accelerometers show clear differences between baseline and the different misalignment levels. 
The horizontal accelerometer shows better separation between baseline and misalignment 
levels as the speed increases, but there is no discrimination between different levels of 
misalignment. This argument proves that the misalignment cannot be clearly found based on 
the amplitude of 1X running speed for all the sensors (Hariharan, V., et al., 2009; Lees, A. W., 
2007 (a), 2007 (b); Piotrowski, 2007; Saavedra, P.  & Ramırez, D. , 2004; Xu & Marangoni, 
1994 a).  
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Figure ‎8.13 Amplitudes of spectral peaks at 1X running speed versus speed and 
misalignments. 
The amplitude of the 2X peak is shown in Figure ‎8.14 reveals that the wireless accelerometer, 
wired accelerometers and encoder could be used for misalignment diagnosis as there are 
definite differences in amplitude between misalignment levels. Also the difference in levels 
tends to increase with rotor speed. However, although the vertical laser vibromrter appears 
best separating between baseline and different levels of misalignment with rotor speed, the 
levels of misalignment were not consistent mainly between 0.3 and 0.4mm. The wireless 
sensor can produce a peak value that increases consistently with misalignment level and rotor 
speed. These results agree with the wireless sensor model results of (Arebi, Gu, & Ball, 2011) 
and with results reported by other researchers (Sekhar, A. S. & Prabhu, 1995; Vance, 1988). 
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Figure ‎8.14 Amplitudes of spectral peaks at 2X running speed versus speed and 
misalignments. 
8.6 Summary 
The comparison of signals from the different sensors showed a slight change in the amplitude 
of the signals for different levels of misalignment. Generally, the amplitude increases with 
speed, but its overall level did not show a consistent trend with increasing misalignment 
probably because of high frequency noise from other vibrations.  
Spectral analysis showed a peak at 1X running speed component of all sensors failed to 
differentiate different levels of misalignment. However, the spectral peak at 2X allowed the 
misalignments to be separated with different degrees of success depending on the sensors 
used:  The wireless sensor produces full separation of different misalignment levels and shows 
a unique increasing trend with speed.   IAS allowed separation of the high misalignment level at high speeds.   Vertical displacement from the vibrometer shows misalignment separation from the 
baseline but is not consistent with misalignment levels.   Horizontal acceleration shows a very similar performance to that of the wireless sensor, 
but its trend is not consistent with increasing speed. 
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8.7 Investigation of Detectability of Small Degrees of 
Misalignment  
The relative small value of shaft misalignment can have significant impact on roller element 
bearing, seals, and couplings. Stephen (Stephen, et al., 1999) found that, in some cases, up to 
50% percent of the expected bearing life can be lost with as small as a 0.127 mm horizontal 
misalignment. 
The aim of this study is to test the efficiency of the wireless accelerometer in detecting smaller 
values of the seeded misalignment, 0.1 mm and 0.2 mm. This investigation uses the model 
developed in Chapter 6 with 4 rotors. The parameters used in this study are the same as given 
in Table ‎6.2. Also, the eccentricity was kept at 0.02 mm and the residual misalignment 
between shafts 3 and 4 was assumed constant at 0.01 mm.  
8.7.1 Simulation Results and Discussion  
8.7.2 Modelled Characteristics of Vibrations due to Misalignment 
Figure ‎8.15 shows the results obtained from a numerical simulation study of the wireless 
accelerometer when the rotor speed was 1500 RPM. Figure ‎8.15 (a) shows the tangential 
components: atx, aty and atw predicted by the sensor due to accelerations: ax, ay and aw. It 
can be seen that atx and aty fluctuate twice as fast as atw. Combining these two components 
together produces a sinusoidal waveform. atw follows the shaft rotation due to the sensor 
being rigidly located on the shaft surface. By combining the three components, the total 
acceleration at predominantly exhibits the features of atw but with the features of atx and aty 
imposed on it. The peak magnitude of atx, aty and atw in the baseline are 0.035, 0.017 m/s
2 
and 0.017 rad/s2 respectively. 
In the frequency domain, the spectrum resulting from the combination of atx and aty is similar 
to that of atw but has lower amplitude, see Figure ‎8.15 (b). The spectrum from the full 
combination of atxy and atw exhibits noticeable peaks at multiples of the shaft frequency. In 
particular, the amplitude difference between atw and at is marginal at 2X, showing that this 
component is mainly due to the effects of rotational oscillation. 
For 0.1 mm misalignment, the predicted output of the sensor is as shown in Figure ‎8.16 (a). It 
can be seen that atx and aty have the same characteristics as for the healthy case except the 
amplitude is increased hugely (Peak 0.318 and 0.296 m/s2 respectively). atw keeps the same 
phase and also same magnitude (Peak 0.017 rad/s2). The total acceleration at at the sensor 
position exhibits much the same features as atw but with a DC shift due to the combination of 
atx and aty. 
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Figure ‎8.15 Simulated baseline rotational, lateral and tangential signals from 
wireless accelerometer at 1500 RPM: (a) Waveforms, (b) Spectra.  
In the frequency domain, see Figure ‎8.16 (b), the spectrum resulting from the combination of 
atx, aty and atw is similar with that of atw. In terms of frequency content the peak at 1X has 
amplitude no larger than the peak at 2X. The spectrum from the full combination of atx aty and 
atw exhibits noticeable differences at 1X rotor speed compared with the baseline condition. 
 
Figure ‎8.16 Simulated rotational, lateral and tangential signals from wireless 
accelerometer at 1500 RPM with 0.1 mm misalignment: (a) Waveforms, (b) Spectra. 
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For 0.2 mm misalignment the predicted output of the sensor is as shown in Figure ‎8.17 (a). It 
can be seen that atx and aty have the same characteristics as for the 0.1 mm misalignment but 
with greater amplitude (0.71 and 0.644 m/s2 respectively). atw retains the same phase and 
same magnitude (0.017 rad/s2). The total acceleration at at the sensor position exhibits much 
the same features as atw but with a DC shift due to the combination of atx and aty.  
In the frequency domain, see Figure ‎8.17 (b), the spectrum resulting from the combination of 
atx and aty is similar with that of atw. In terms of frequency content the peak at 1X has lower 
amplitude than the peak at 2X. The combined spectrum of atxy and atw exhibits noticeable 
differences at 2X rotor speed compared with the baseline condition. 
 
Figure ‎8.17 Simulated rotational, lateral and tangential signals from wireless 
accelerometer at 1500 RPM with 0.2 mm misalignment: (a) Waveforms, (b) Spectra. 
8.7.3 Modelled Characteristics of Spectral Amplitude  
To examine further the changes in predicted spectral amplitude for the 0.1 mm and 0.2 mm 
misalignments, a simulation study was performed under different motor speeds. Figure ‎8.18, 
Figure ‎8.19, and Figure ‎8.20 show the predicted variation in amplitude of the first four 
harmonics, 1X, 2X, 3X and 4X, with rotor speed for the combined, rotational and lateral 
acceleration spectra respectively. By comparing amplitudes between combination (at), 
rotational (atw) and lateral (atxy) it was observed that:  
The amplitude of the first harmonic peak, 1X, for the combined acceleration (at) increased with 
speed and also increased with increase in misalignment. Also, the magnitude of the peak was 
very small. Both rotational (atw) and lateral (atxy) accelerations also showed very small 
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amplitudes but now the amplitude did increase with speed and the three misalignment 
conditions could be distinguished. However, the small amplitude of the accelerations could be 
influenced by measurement noise. It is concluded that the amplitude at 1X is not suitable for 
misalignment detection. 
The predicted amplitude of the peak at 2X is much larger than the peak at 1X for all three 
accelerations and also increases with speed. The magnitude of the 2X peak for combined 
acceleration (at) was the highest, but did not discriminate between the baseline and 0.1 mm 
misalignment and so may have problems detecting incipient faults. The rotational acceleration 
(atw) did discriminate between the baseline and 0.1 mm misalignment and so would probably 
better for detecting incipient faults. This means that the wireless sensor is capable of detecting 
this small degree of misalignment. The 2X feature for detecting misalignment follows what was 
derived and observed in previous chapters.  
 
Figure ‎8.18 Amplitudes of spectral harmonics as a function of rotor speed 
(Combined, at) 
The amplitude of the 3X peak appeared to clearly distinguish the 0.2 mm misalignment 
certainly at higher speeds, though there was some variability in the rotational acceleration 
(atw). However, for this particular peak only the combined acceleration was able to distinguish 
the 0.2 mm misalignment and then only at higher speeds. However, the predicted magnitudes 
of these peaks were in the order of 10-6 ms-2 which would be very difficult to detect in practice.  
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The predicted amplitudes of the 4X peaks are again of the order of 10-5 ms-2. Only the lateral 
acceleration, atxy offers a consistent trend and distinguishes the 0.2 mm misalignment. There 
appears to be a difference between the baseline and 0.1 mm misalignment but it is so small 
(about 10-6 ms-2) as not to be significant. 
It is concluded that the magnitudes of the 3X and 4X peaks of the combined and rotational 
accelerations cannot be used as indicators of small degree of misalignment. The peaks 
appeared in the 3X and 4X in the rotational accelerations at 600,900, 1200 and 1500 are due 
to the closeness of these speeds to the system resonance frequency. Consequently, the 
combinational accelerations at 3X and 4X are affected by these changes in the response of the 
rotational accelerations.  
 
Figure ‎8.19 Amplitudes of spectral harmonics as a function of rotor speed 
(Rotational, atw) 
In general, the amplitude variations for each of the combined, lateral and rotational 
accelerations at the 2X harmonic peak could be good indicators of small degrees of 
misalignment. However, although the rotational acceleration separates the cases clearly, it has 
low magnitude compared to combination. On the other hand, although the 1X peaks for 
rotational and lateral acceleration could separate different cases of misalignment at high 
speed, it has relatively low amplitude and can be influenced by measurement noise.  
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It was concluded that the 2X acceleration peaks were best for misalignment detection 
confirming the findings of previous researchers (Jalan & Mohanty, 2009; Lees, A. W., 2007 (a), 
2007 (b); Redmond, Irvin & Al-Hussain, 2001; Saavedra, P.  & Ramırez, D. , 2004; Sekhar, A. 
S. & Prabhu, 1995; Xu & Marangoni, 1994 a).  
 
Figure ‎8.20 Amplitudes of spectral harmonics as a function of rotor speed  
(Lateral, atxy) 
8.8 Experiment Setup 
To verify the results from the model at 0.1 mm and 0.2 mm degrees of misalignment, an 
experiment was carried out. In this experiment the same test rig setup as shown in 
Figure ‎8.21 is used.  The test procedure carried was similar to that described in Section 8.3. 
Table ‎8.1 presents measured residual values of the misalignment degrees using a dial 
indicator. Since the dial indictor measures the horizontal through 180o, the value is divided by 
2 in order to get the effective value of measured degree of misalignment.   
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Figure ‎8.21 Test rig schematic and wireless sensor, encoder and accelerometers 
placement.  
Table ‎8.1 Measured misalignment 
Condition Vertical Horizontal Effective Horizontal 
misalignment 
Baseline  +0.03 mm +0.00 mm +0.00 mm 
0.1mm  +0.12 mm +0.21 mm +0.105 mm 
0.2mm +0.21 mm +0.41 mm +0.205 mm 
8.9 Results and discussion 
8.9.1 Waveform Variation 
Figure ‎8.22 shows typical waveforms from a wireless sensor for baseline, 0.1 mm and 0.2 mm 
misalignments at shaft speeds of 284 and 1420 RPM. As demonstrated by the top row of 
Figure ‎8.22, the output of the wireless sensor for the baseline case shows clear periodic 
oscillations. There is a large amplitude relatively low frequency signal corresponding to the 
rotor rotation frequency of about 4.7 Hz (284 RPM) on which is imposed a much smaller, 
higher frequency oscillation. When the 0.1 mm and 0.2 mm misalignments were seeded there 
was a small increase in waveform amplitudes. At low speed, the peak amplitude of baseline, 
0.1 mm and 0.2 mm was 25.45, 26.31 and 25.55 m/s2 respectively whereas at high speed, 
29.37, 30.03 and 29.72 m/s2. In addition, the waveform shape also showed considerable 
change for 0.2 mm misalignment level at the higher speed. These are good indications for 
detecting and diagnosing the occurrence of misalignments. 
IAS waveforms from the encoder in Figure ‎8.23 show similar periodic oscillations to those of 
the wireless accelerometer. With the higher degree of misalignment (0.2 mm) there was a 
slight decrease in waveform amplitude at the lower speed, but an increase in waveform 
amplitude was observed at the higher speed. At low speed, the peak amplitude of baseline, 0.1 
mm and 0.2 mm was 5.84, 6.89 and 7.36 m/s2 respectively whereas at high speed, 43.67, 
44.59 and 40.45 m/s2 respectively. 
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Figure ‎8.22 Wireless sensor waveforms for baseline, 0.1 mm and 0.2 mm 
misalignments at low and high speeds. 
 
 
 
Figure ‎8.23 Waveforms for baseline, 0.1 mm and 0.2 mm misalignments at low and 
high speeds. 
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Figure ‎8.24 illustrates the outputs of the vertical and horizontal wired accelerometer sensors. 
The waveforms were badly contaminated by high frequency noise, making the periodic feature 
hard to observe. The waveform amplitudes exhibited small change with different degrees of 
misalignment at low speed but significant increase at high speed. At low speed, the peak 
amplitude of baseline, 0.1 mm and 0.2 mm in the horizontal direction was 1.986, 1.989 and 
1.649m/s2 respectively whereas at high speed, 3.129, 3.435 and 3.994 m/s2. On the vertical 
direction, the peak amplitude of baseline, 0.1 mm and 0.2 mm in the vertical direction was 
1.199, 1.863 and 2.242 m/s2 respectively whereas at high speed, 1.211, 2.214 and 2.460 
m/s2.  In addition, the horizontal vibration waveform amplitudes were slightly higher than for 
the vertical accelerometer, and increase with misalignment levels as shown in Figure ‎8.24. The 
generated forces in the couplings manifested the characteristics of lateral vibration. It is clear 
the horizontal shift of the rotor made the rotor showed greater movement in that direction 
rather than in the vertical direction. The reaction forces in the vertical direction will force the 
shaft to vibrate more in the horizontal direction due to misalignment offset. These lateral 
forces impact on the overall rotor vibration in the tangential direction. The wireless sensor will 
pick up these forces in the tangential direction with the same frequency content as 
acceleration but different amplitude. 
 
Figure ‎8.24 Wired accelerometers waveforms for baseline, 0.1 mm and 0.2 mm 
misalignments at low and high speeds. 
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8.9.2 Variation in Amplitude of Spectral Peaks 
For additional analysis, the 1X and 2X harmonic peaks for baseline, 0.1 mm and 0.2 mm 
misalignments were measured as a function of rotor speed, see Figure ‎8.25 and Figure ‎8.26 
respectively. For the peak at the first harmonic, 1X, only the encoder detected the 
misalignment, see Figure ‎8.25.  
For the 2X peak, see Figure ‎8.26, the wireless accelerometer was able to detect the higher 
level of misalignment for speeds above 400 RPM, and the lower level of misalignment above 
about 1000 RPM. Above 1000 RPM the baseline, 0.1 mm and 0.2 mm misalignments the trends 
were quite separate and distinct. The encoder, while not giving a uniform trend did clearly 
distinguish between the three levels of misalignment above 500 RPM. The wired 
accelerometers did not provide consistent readings able to detect the fault. The wireless 
accelerometer outperforms all the other sensors in detecting small degrees of misalignment. 
 
Figure ‎8.25 Amplitude of first harmonic, 1X, versus speed for baseline, 0.1 mm and 
0.2 mm misalignments. 
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Figure ‎8.26 Amplitude of second harmonic, 2X, versus speed for baseline, 0.1 mm 
and 0.2 mm misalignments. 
8.10 TSA Wireless signal in angular domain 
To study the effectiveness of TSA, the raw data from wireless sensor was processed using this 
technique (refer to Section 4.7) to suppress the noise generated by other parts of the test rig.  
In addition, the effective acceleration acting on the wireless sensor was obtained by 
eliminating variation in gravitational effect due to the angular position of the MEMS wireless 
accelerometer (refer to Section 4.7.1). The next section explains the procedure used and the 
results obtained.  
8.10.1 Characteristics of TSA Wireless Signals after Elimination of 
Gravitational Effects  
Gravitation effects removal algorithm discussed in Section 4.7.1 is applied to wireless 
measured data at different operating conditions of Figure ‎8.22. The signals examined were for 
nine different rotor speeds between 284 and 1420 RPM. The result obtained shown in 
Figure ‎8.27 represents the tangential acceleration in the angular domain. It is clear that the 
waveforms show the increase in the amplitude of the acceleration with respect to the shaft 
speed with 5 revolutions and 200 orders. In addition, a small change in the waveform shape is 
shown with respect to the operating condition. 
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Figure ‎8.27 Wireless sensor waveforms for baseline, 0.1 mm and 0.2 mm 
misalignments at low and high speeds after applying TSA and gravitational 
correction. 
8.10.2 Order Spectra of TSA wireless Signals 
Figure ‎8.28 shows order spectral amplitudes of the first and second order in the order 
spectrum of both the TSA signals before application of gravitational correction and after given 
in Figure ‎8.27. For the 1st order peak the spectral amplitudes of the TSA waveforms varying 
between 8.5 and 9.87 m/s2.  The decrease in values above 1000 RPM was due to the gravity 
characteristics of the MEMS accelerometer refer to Section 3.12, 4.7.2. After eliminating g the 
amplitude of the 1st order peak shows a fairly linear increase trend with rotor speed, this 
represented the acceleration in the tangential direction and follows the expected trend. 
Although the elimination of g from TSA waveforms changes the waveform shape, the new 
waveforms preserve the characteristic of the waveforms before elimination g. It can be seen 
from Figure ‎8.28 that the 2nd order peak followed the same trend. The detection scheme of 
misalignment is shown clearly in 2nd order of spectra after application of gravitational 
correction compared to that of normal spectra shown in Figure ‎8.26. 
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Figure ‎8.28 Comparison of 1X and 2X spectral peaks for the wireless accelerometer 
before and after eliminating gravitational effects. 
8.11 Summary 
From the above simulation and experimental investigation of small degrees of misalignment, it 
is clear that the wireless sensor is capable of detecting misalignments of 0.1 mm and 0.2 mm. 
The waveforms from the simulation exhibited changes in signal amplitudes generated by the 
fault condition. The spectral amplitude for different misalignment conditions and rotor speeds 
from simulation demonstrates the 2X harmonic of running speed clearly separates the different 
degrees of misalignment.  
The experimental study shows that the waveforms exhibited small changes in magnitude at 
different misalignment conditions and rotor speeds. Also, the amplitude of the 2X harmonic in 
the spectrum of the wireless accelerometer shows clear separation between the different 
misalignments, whereas the other sensors failed to separate them. This shows the potential 
effectiveness of the wireless sensor in detecting small degrees of misalignment. Although the 
analysis showed that the amplitude of the 1X spectral peak of different conditions from the 
encoder separated, it is not related to the misalignment. The 2X peak in the spectrum of the 
horizontal wired accelerometer was able to separate the degrees of misalignment below 
878 RPM but the vertical one could not. 
The wireless sensor was better able than the other sensors to detect a low degree of shaft 
misalignment using the second harmonic of the signal. There was agreement between 
measured and simulated results in detecting such faults.  
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The wireless acceleration from the wireless sensor was processed using the TSA algorithm. The 
results show that unwanted vibrations from nearby sources were eliminated, and the resulting 
waveforms were smoother.  
By eliminating gravitational effects from the TSA signal, an increase trend in resulted 
waveform amplitudes was noticeable. The amplitude of the 1st order spectral peak showed an 
increasing trend with speed, but the amplitude of the 2nd order peak increased with rotor 
speed both before and after elimination of g, as illustrated in Figure ‎8.28. This means that the 
characteristics of resulted waveform preserved its characteristics and increase the detection 
performance.  
 
 
  
 
CHAPTER NINE 
 
9 Identification Of Rotor Unbalance using Wireless Sensor 
This chapter reports the use of the bearing test rig to conduct a systematic comparison of the 
wireless sensor and two other common sensors: a wired accelerometer and a shaft encoder for 
the detection of shaft unbalance. These three sensors were used to measure simultaneously 
the dynamic response of the rotor shaft: IAS from the encoder, bearing housing acceleration 
from the wired accelerometers and angular acceleration from the wireless sensor. These 
responses were then compared in both the time and frequency domains for detecting and 
diagnosing different levels of shaft unbalance. Results show the effectiveness of the wireless 
accelerometer in detecting the faults. 
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9.1 Introduction  
The greatest challenge in condition monitoring is the detection and diagnosis of a fault before 
it becomes critical. The nature of rotating machinery means any fault in a rotor such as 
unbalance, misalignment, cracks, etc. will generate unwanted vibration. Hence, vibration 
measurements can be used to identify those defects qualitatively. Many researchers have 
studied such faults using only vibration measurements (Adiletta, Guido, & Rossi, 1997; Guido 
& Adiletta, 1999; Hubinger, Gattringer, Bremer, & Mayrhofer, 2012; Jalan & Mohanty, 2009; 
Li, M. & He, 2009; Loparo, Adams, Wei, Abdel-Magied, & Afshari, 2000; Sudhakar & Sekhar, 
2011; Xu & Marangoni, 1994 a, 1994 b). 
Model based methods are usually used to identify faults in rotor systems. Using advanced 
signal processing techniques such as wavelet transforms and Hilbert transforms, faults can be 
identified at an early stage of occurrence and also can be distinguished from one another. 
Model based methods are used to identify likely location and magnitude of the fault. Many 
researchers have successfully identified rotor faults using model based methods. Platz and 
Markert (Platz & Markert, 2001) identified rotor faults using model based methods that 
included virtual loads generated in the system due to the faults. Prabhakar and colleagues 
(Prabhakar, et al., 2001) used this approach for the identification of unbalance and cracks 
acting simultaneously in a rotor bearing system. Korkua and colleagues (Korkua, et al., 2010) 
identified unbalance using vibration signals from an induction motor and verified the results 
experimentally by introducing different levels of fault severity into a test rig. Bachschmid and 
Pennacchi (Bachschmid & Pennacchi, 2003) developed methods to test the accuracy of results 
obtained with model based techniques to identify faults in rotating machines. They also tested 
those methods using both machine response simulated by mathematical models and 
experimental data on a real machine. Sinha et al. (Sinha, Jyoti K, Lees, & Friswell, 2004) 
proposed a method that can estimate unbalance and misalignment of a flexible rotating 
machine from a single run-down. They also demonstrated their method robustness using 
experimental data.  
Based on different symptoms, diagnosis of faults can be accomplished by applying classical or 
inference methods (Isermann, 2005). Lees, et al. (Lees, A., et al., 2009) have given a detailed 
review on the use of model based identification of rotating machines. They described different 
models for identifying rotor faults and their applications. Recently, Jalan and Mohanty (Jalan & 
Mohanty, 2009) identified unbalance and misalignment experimentally in a rotor bearing 
system using a model based method. 
 In the present work, theoretical and experimental fault models have been used to identify 
rotor unbalance. The parameters for the misalignment model given in Chapter 6 have been 
used. Both methods simulate identification of unbalance fault in the rotor system shown in 
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Figure ‎8.1. The unbalance fault was experimentally identified using the wireless sensor and the 
results compared with those obtained from the wired sensors. 
9.2 Basic Theory and Definitions 
9.2.1 Unbalance 
Unbalance happens in a rotating machine due to uneven distribution of a rotor’s, i.e., mass 
centreline and the geometric centre do not coincide on each other. Unbalance rotors generate 
vibration to be transmitted to the bearings and other parts of the machine during operation.  
Uneven mass distribution can be due to material faults, design errors, manufacturing and 
assembly errors, and especially faults occurring during operation of the machine (Saleem, 
Diwakar, & Satyanarayana, 2012). In order to get better performance, more cost-effective 
operation and ultimately fatigue failure can be avoided by reducing unbalance vibrations to 
acceptable grade (Iso1940-1, 2003).  
The unbalance amount of mass (m) distanced (r) from the centreline of rotation (see 
Figure ‎9.1) is expressed as: 
 ܷ = ݉ × ݎ ‎9.1 
Where, m: unbalance mass in kg 
   r: distance from unbalance mass to rotor centreline in metres 
The centrifugal force cause the vibration is expressed as: 
 ܨ = ݉ × ݎ × ωଶ ‎9.2 
Where, F: force (N) 
 m: mass (kg) 
 r: radius (meter) 
 : speed (rad/sec) 
 
Figure ‎9.1 Unbalance Force (Centrifugal force). 
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The centrifugal force changes its direction as the rotor rotates. This force acts repeatedly on 
the bearing and causes vibration of the whole machine. Centrifugal force increases 
proportionally to the square of the increase in speed. If the speed doubles, the centrifugal 
force is quadrupled.  
The unbalance quality grade (G) represents the value of the vibration caused by the unbalance 
mass (Iso1940-1, 2003). In addition, the rotor unbalance value is applicable, as long as the 
rotor mass is a typical percentage of the rotor mass. Moreover, the rotor distance between the 
holding bearings can contribute to the rotor unbalance.  
The permissible residual unbalance eper can be calculated on the basis of a selected balance 
quality grade G (from Table C. 1) by the following equation: 
 ݁௣�௥ = ܩ × ͳͲͲͲΩሺݎܽ݀/ݏሻ ‎9.3 
 
Where, 
eper: the permissible residual unbalance, expressed in gram millimetres (g.mm/kg); 
G: the selected balance quality grade, expressed in millimetres per second (mm/s); : the angular velocity in radians per seconds (rad/s); 
In addition, permissible residual unbalance Uper for a given speed and balance quality grade G 
can be computed based on Figure C. 1  by multiplying eper by the rotor mass. 
9.2.2 Calculations of permissible residual unbalance 
Using equation ‎9.3 permissible residual unbalance for rotor mass 7.46kg at maximum speed of 
1420 RPM with unbalance quality grade of G6.3 as: ݁௣�௥ = ͸.͵ × ͳͲͲͲͳͶͺ.͹ = Ͷʹ.Ͷ ݃. ݉݉ ݇݃⁄  
The eccentricity e can be expressed as 42.2 m 
The permissible residual unbalance  Upୣ୰ = Ͷʹ.Ͷ �. mm/k� × ͹.Ͷ͸ k� = ͵ͳ͸.ͳ �. mm ሺͲ.͵ͳ͸ͳ k�. mmሻ 
Using equation ‎9.2, the centrifugal force results from residual unbalance at maximum speed 
(148.7 rad/s): Fpୣ୰ = Ͳ.͵ͳ͸ͳ k�. mm × ሺͳͶͺ.͹ሻଶ = ͹.Ͳ N 
The unbalance caused by first mass 400g at radius of 18 mm can be calculated using 
equation ‎9.1 as: U଴.ସ = Ͳ.Ͷ k� × ͳͺ mm = ͹.ʹ k�. mm ሺ͹.ʹ × ͳͲ−ଷ k�. mሻ F଴.ସ = ͹.ʹ × ͳͲ−ଷ k�. m × ሺͳͶͺ.͹ሻଶ = ͳͷͻ.ʹ N 
For the second mass 500g at radius of 25mm U଴.ହ = Ͳ.ͷ k� ×  ʹͷ mm = ͳʹ.ͷ k�. mm ሺͳʹ.ͷ × ͳͲ−ଷ k�. mሻ 
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F଴.ହ = ͳʹ.ͷ × ͳͲ−ଷ k�. m × ሺͳͶͺ.͹ሻଶ = ʹ͹͸.Ͷ N 
 
Comparing the residual unbalance of the rotor to the added masses, it is clear that the added 
masses exert higher centrifugal forces on the bearing than the residual one. These forces will 
contribute to the increase of the vibration of the rotor. 
The unbalance quality grade G of both unbalance masses can be estimated using Figure C. 1  
after computing residual specific unbalance eper to each mass as: e௣�௥ = ͶͲͲ� × ͳͺmm͹.Ͷ͸k� = ͻ͸ͷ.ͳͷ �. mm  k�⁄  e௣�௥ = ͷͲͲ� × ʹͷmm͹.Ͷ͸k� = ͳ͸͹ͷ.͸ �. mm k�⁄  
The unbalance quality grade for masses 400g and 500g are G100 and G250 respectively 
corresponding to Figure C. 1. According to Table C. 1 G100 is equivalent to complete 
reciprocating engines for cars, trucks and locomotives whereas G250 is equivalent to 
crankshaft drives, inherently unbalanced, rigidly mounted. 
9.2.3 Types of unbalance 
There are three types of unbalance(Maccamhaoil & Kjaer, 1989): 
Static unbalance is the eccentricity of the centre of gravity of a rotor from the centreline of 
rotation (see Figure ‎9.2 (a)).  
Couple (Moment) unbalance is where the mass axis intersects the running axis. For 
example: a cylinder shown in Figure ‎9.2(b), it is possible to add two equal masses placed 
symmetrically about the centre of gravity (Cg) but positioned 180
o from each other. The rotor 
is statically balanced but when the rotor turns, the two masses shift in the inertia and hence 
no longer aligned with the centreline of rotation. 
Dynamic unbalance illustrated in Figure ‎9.2(c) is usually a combination of static and couple 
unbalance and is the most common type of unbalance found in rotors. 
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9.2.4 Unbalance Detection 
Vibrations due to irregular mass distribution occur due to centrifugal force exerted by the 
heavier side of the rotor during the rotating machine's speed of operation. As the speed 
increases the amplitude at 1X is also increases for the same unbalance mass. This increase in 
amplitude value is due to the increase of centrifugal force (Saleem, et al., 2012). Therefore 
vibration signature and orbits plots have been used as methods of machinery unbalance 
detection and diagnosis. In addition, recently (Saleem, et al., 2012) used deflected shapes of 
rotor in detecting rotor unbalance. In this study, two unbalance masses are mounted to the 
second shaft to examine the capability of the wireless sensor in detecting force changes acting 
on the second rotor.  
9.3 Rotor Unbalance Masses Model  
A rotor unbalance fault has been simulated using the same mathematical model presented in 
Chapter 6 (Table ‎6.2). The same simulation parameters were used and a 0.02 mm and 
0.01mm residual misalignment and unbalance assumed respectively. The oscillating forces 
generated by unbalance mass and eccentricity due to misalignment were added to equation 
(‎6.2) of second shaft as given in equation (‎9.4). The mass of the rotor that the unbalance 
mass was attached was 7.46 kg. To understand the dynamic response of rotor to unbalance, 
different unbalance masses (0.2, 0.4, 0.6, 0.8 kg) were attached to the second shaft at 
constant radial location of (eu) 18 mm from its centre. The residual degree of misalignment 
was assumed as 0.02 mm. The torsional load applied was set to 50% of rated load. The 
simulation analysis was carried out at angular speeds 300, 500, 700, 900, 1100, 1300, 1500 
 
Figure ‎9.2 Unbalance Types (Maccamhaoil & Kjaer, 1989). 
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RPM simultaneously at each mass. The following equations (‎9.4) represents the effect of 
unbalance masses on the the second shaft of the model.   
 
݀݉ݐ݋ݎݍݑ݁ʹ = ͻ.ͺͳ݁ଵଶ݉�ଶ ܿ݋ݏሺ�ଵ − �଴ሻ + ͻ.ͺͳ݁௨݉௨ ܿ݋ݏሺ�ଵ − �଴ሻ ݂݀݉݋ݎܿ݁ݔʹ = ݁ଵଶ�ሶଶଶ݉�ଶ ܿ݋ݏሺ�ଶ − �଴ሻ + ݁௨�ሶଶଶ݉௨ ܿ݋ݏሺ�ଶ − �଴ሻ ݂݀݉݋ݎܿ݁ݕʹ = ݁ଵଶ�ሶଶଶ݉�ଶ ݏ�݊ሺ�ଶ − �଴ሻ + ݁௨�ሶଶଶ݉௨ ݏ�݊ሺ�ଶ − �଴ሻ ‎9.4 
 
Where, mୣଶ = mଶ, ݁ଵଶ = ݁ܿܿ݁݊ݐݎ�ܿ�ݐݕ ݀ݑ݁ ݐ݋ ݉�ݏ݈ܽ�݃݊݉݁݊ݐ       
  ݉௨ = ݑܾ݈݊ܽܽ݊ܿ݁ ݉ܽݏݏ, ݁௨ = ݁ܿܿ݁݊ݐݎ�ܿ�ݐݕ ݀ݑ݁ ݐ݋ ݑܾ݈݊ܽܽ݊ܿ݁ ݉ܽݏݏ 
To examine the effect of different masses on the spectral amplitude a simulation study was 
performed for different motor speeds (300 to 1500 RPM) for each mass. Figure ‎9.3, Figure ‎9.4 
and Figure ‎9.5 present the predicted amplitude changes for the first 4 harmonics. 
By comparing relative amplitudes of tangential accelerations of combined (at), lateral (atxy) 
and rotational (atw) of the second rotor it can be observed that: 
The amplitude of the 1X peak for combined and rotational accelerations remains almost 
constant over the range of speeds tested but discriminated between unbalance cases. It means 
that amplitude at 1X for either of these plots is predicted to be suitable for unbalance 
detection. The rotational (atw) acceleration manifest the combined (at) because the lateral 
acceleration (atxy) were very small (≈ 10-5 ms-2). This prediction increases the potential of 
wireless sensor unbalance detection. 
On the other hand, the 2X peak all accelerations increased in amplitude with mass increase but 
the combined acceleration has the highest amplitude at different unbalance masses. Compared 
by 1X, it is concluded that the 2X peak is unlikely to be a good indicator of small unbalance 
mass. 
The predicted amplitudes of the spectral peaks at 3X and 4X rotor speed are consistently very 
small (<≈ 10-5 ms-2) and so would be extremely difficult to measure.  
The results show that the small change of the mass of 0.2 kg can be predicted and hence the 
unbalance cases can be discriminated at 1X running speed. Moreover, the spectral peaks at 
2X, 3X and 4X are very small compared to 1X and hence cannot be used to detect unbalance. 
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Figure ‎9.3 Predicted spectral amplitudes of combination tangential accelerations 
from wireless accelerometer. 
 
 
Figure ‎9.4 Predicted spectral amplitudes of rotational accelerations from wireless 
accelerometer. 
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9.4 Rotor Unbalance Simulation 
Using the simulation model described in Section 9.3, the unbalance masses chosen in the 
experimental study were examined. To introduce unbalance into the system a mass of 400 g 
was attached to the second rotor at a radial location of 18 mm from its centre, see 
Figure ‎9.14. A second mass of 100 g was attached to the holder as shown in Figure ‎9.14 at a 
radial location of 25 mm from the centre. The total mass of the second unbalance was 500 g. 
The residual degree of misalignment was assumed as 0.02 mm. The torsional load applied was 
set to 50%. The simulation analysis was carried out at angular speed 1500 RPM. 
9.5 Simulation Results and Discussion  
9.5.1 Characteristics of Vibrations due to Unbalance 
Figure ‎9.6 shows a typical result from a numerical simulation study when the motor operated 
at a speed of 1500 RPM. It can be seen from first column, baseline condition (no unbalance 
mass applied), waveforms of lateral accelerations: ax, and ay are close to sinusoidal waves 
whereas the waveform of rotational acceleration aw exhibits a faster rate of noisy sinusoidal 
fluctuation.  The values presented in Figure ‎9.6 represent the peak value.  
 
Figure ‎9.5 Predicted spectra of lateral accelerations from wireless accelerometer. 
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The two unbalance masses were attached to the rotor, first one and then the second. The 
same general waveforms were obtained from the model, but the amplitudes of the signals 
increased relative to those obtained with no unbalance mass (see Figure ‎9.6). The frequency 
response of the waveforms also showed some changes; the lateral accelerations ax, and ay 
show a substantial increase in amplitude though the distinctive peak at 1X rotor speed and the 
subsidiary peak at 2X remain. The magnitude of the rotational acceleration aw remains much 
the same, the peaks at 1X and 2X are still present but the larger the unbalance mass the 
noisier the signal, especially at higher rotor speeds. These indicate that both rotational and 
lateral acceleration are sensitive to the problem of unbalance. In general, these spectral 
features show that the model is adequate for exploring shaft unbalance using the output of the 
wireless accelerometer.  
 
Figure ‎9.6 Predicted waveforms and spectra of lateral and rotational accelerations 
from wireless accelerometer. 
Further analysis of the predicted output of the wireless sensor, see Figure ‎9.7 (a) shows the 
tangential components: atx, aty and atw extracted from accelerations: ax, ay and aw. It can be 
seen that atx (peak 0.070 m/s
2) and aty (peak 0.034 m/s
2) oscillate twice as fast as the 
original signal (see Figure ‎9.6 (b1, b2 and b3)) but they have shifted phase. This double 
oscillation in the tangential direction was caused by fast change of the angular displacement 
(θ2). Combining these two components together produces a sinusoidal waveform. On the other 
hand, atw keeps the same phase (aw) but with a difference in magnitude (peak aw= 0.308 and 
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atw= 0.005 rad/s
2) due to the constant of sensor position on shaft surface. By combining the 
three components, the total acceleration, at, at sensor position exhibits mainly the feature of 
atw but with a shifted sinusoidal due to the combination of atx and aty. 
 
Figure ‎9.7 Predicted waveforms and spectra of rotational, lateral and tangential 
accelerations from wireless accelerometer at 1500 RPM with no unbalance mass. 
In the frequency domain, the spectrum resulting from the combination of atx and aty is similar 
to that of atw but has a lower amplitude, see Figure ‎9.7 (b). Generally the spectra of the 
combined accelerations atxy and atw exhibit considerably different amplitudes, however, at 2X 
rotor speed the amplitude difference is marginal, showing that this component is mainly due to 
rotational oscillation.  
For the unbalance mass of 400 g (case 1) the predicted output of the wireless accelerometer is 
shown in Figure ‎9.8 (a).  It can be seen that atx and aty have much the same characteristics as 
when no unbalance mass was present except the amplitude is increased noticeably (peak 
0.091 and 0.071 m/s2 respectively). On the other hand, atw shows a very large increase in 
amplitude (peak 0.056 rad/s2) but keeps the same phase as aw. The time domain signal of the 
total acceleration, at, at the sensor position exhibits the main features of atw but with the 
combined sinusoid of atx and aty superimposed.  
In the frequency domain, the spectrum has a large peak at 1X rotor speed contributed by atw 
and a second large and distinct peak at 2X rotor speed contributed by the combination of atx 
and aty. However, the peak at 1X has the lower amplitude, see Figure ‎9.8 (b). The spectrum 
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for the full combination of atxy and atw exhibits a noticeable difference at 1X running speed 
compared with baseline, Figure ‎9.7 (b). 
 
Figure ‎9.8 Predicted waveforms and spectra of rotational, lateral and tangential 
accelerations from wireless accelerometer at 1500 RPM with unbalance mass 400 g. 
 
 
Figure ‎9.9 Predicted waveforms and spectra of rotational, lateral and tangential 
accelerations from wireless accelerometer at 1500 RPM with unbalance mass 500 g. 
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For unbalances mass 500 g (case 2) the outputs of the sensor, see Figure ‎9.9 (a), shows 
marked similarities to those obtained for case 1 but with a significant increase in signal 
amplitude (peak atw= 0.0948 rad/s
2, atx= 0.124 m/s
2 and aty= 0.114 m/s
2). Again, atw keeps 
the same phase as aw. As with case 1 the time domain signal of the total acceleration, at, at 
the sensor position exhibits the main features of atw but with the combined sinusoid of atx and 
aty. 
In the frequency domain, as for case 1, the combined spectrum, at, has a large peak at 1X 
rotor speed contributed by atw and a second large and distinct peak at 2X rotor speed 
contributed by the combination of atx and aty. The distinctive spectral peak at 1X, due to atw is 
the main feature commonly used to diagnose unbalance (Hubinger, et al., 2012; Loparo, et al., 
2000; Sudhakar & Sekhar, 2011; Xu & Marangoni, 1994 a). 
9.5.2 Characteristics of Spectral Amplitude  
To examine further the changes of spectral amplitude a simulation study was performed for 
different motor speeds (300 to 1500 RPM) and the two unbalance masses. Figure ‎9.10, 
Figure ‎9.11 and Figure ‎9.12 present the predicted spectral amplitude changes for the first 4 
harmonics of combination (at), rotational (atw) and lateral (atxy) tangential accelerations 
respectively.  
By comparing relative amplitudes of combined (at), lateral (atxy) and rotational (atw) 
accelerations it can be observed that:  
The amplitude of the 1X peak for combined and rotational accelerations remains almost 
constant over the range of speeds tested but discriminated between grades of unbalance. It 
means that amplitude at 1X for either of these plots is predicted to be suitable for unbalance 
detection. For lateral acceleration the plots separated the different degrees of unbalance but 
the difference was small (<10-2) for lower speeds.   
On the other hand, the 2X peak for the combined and lateral accelerations increased in 
amplitude with rotor speed but did not separate the different degrees of unbalance. The 2X 
peak for rotational acceleration increased with speed but separated the different degrees of 
unbalance only at the lowest speed (below 700 RPM). It is concluded that the 2X peak is 
unlikely to be a good indicator of unbalance. 
The predicted amplitudes of the spectral peaks at 3X and 4X rotor speed are consistently very 
small (<≈ 10-5 ms-2) and so would be extremely difficult to measure.  For the combined and 
lateral accelerations the amplitude of the 3X peak remained almost constant over the range of 
speeds tested but discriminated between degrees of unbalance cases. However, at 4X rotor 
speed no discrimination for combination but there is some differentiation for lateral 
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acceleration. However, the rotational acceleration shows very small (≈ 10-6 ms-2) magnitude 
and can’t differentiate between different cases. The changes in the 3X peaks for combination 
and rotational acceleration could be a secondary indicator for unbalance. 
 
Figure ‎9.10 Predicted amplitudes of 1X, 2X, 3X and 4X spectral peaks as functions of 
rotor speed and degree of unbalance (Combined acceleration, at,). 
It is concluded that the amplitude variation of both combined and rotational accelerations at 
1X could be a good indicator of mass unbalance. The variation in amplitude of the 1X peak for 
combined, rotational and lateral accelerations can be used for unbalance detection which 
confirms what researchers has been found (Adiletta, et al., 1997; Hubinger, et al., 2012; Jalan 
& Mohanty, 2009; Li, M. & He, 2009; Suphattana & Surawatpunya, 2010; Xu & Marangoni, 
1994 a).  
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Figure ‎9.11 Predicted amplitudes of 1X, 2X, 3X and 4X spectral peaks as functions of 
rotor speed and degree of unbalance (Rotational acceleration aw) 
 
 
Figure ‎9.12 Predicted amplitudes of 1X, 2X, 3X and 4X spectral peaks as functions of 
rotor speed and degree of unbalance (Lateral acceleration atxy) 
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9.6 Experiment Setup 
To validate the predictions of the theoretical model, a practical experiment was carried out. 
The test rig described in Chapter 5 was used, see Figure ‎5.1. The wireless accelerometer was 
mounted on the second shaft. The wired accelerometers were mounted on the housing bearing 
on which the shaft rested. The unbalance mass (mass holder) was then mounted on the 
second shaft on the other side of the bearing, as shown in Figure ‎9.13. An encoder used to 
determine IAS was mounted to the end of motor shaft. The residual misalignment between 
shaft 2 and shaft 3 was 0.20 mm vertically and 0.24 mm horizontally (measured statically by 
dial indicator).  
Figure ‎9.14 show the mass holder and the mass mounted on the second shaft. The holder 
mass 400 g was considered as unbalance case 1. The mass 100 g was added by mounting it 
on the holder to become 500 g and was considered as unbalance case 2. The distances from 
the longitudinal centre axis of the rotor to the centres of the masses are shown in Figure ‎9.14.  
Figure ‎9.13 Test rig schematic and wireless sensor placement. 
 
 
 
Figure ‎9.14  Schematic diagram of mass holder and mass position. 
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9.7 Test Procedure 
1. The torsional load was set to 50% of rated load (4kw). 
2. The test rig was run for 10, 20, 30, 40, 50, 60, 70, and 80% of rated speed (1420 
RPM). The data from the various sensors was collected simultaneously.  
3. The holder (400 g) was mounted on the second shaft as shown in Figure ‎9.13, and then 
step 2 was repeated. 
4. A mass of 100 g was added to the holder (total mass 500 g) and firmly attached to the 
holder as shown in Figure ‎9.14, and then step 2 was repeated.  
5. The collected data from step 2, 3 and 4 was subjected to analysis using MATLAB code 
to study the effect of unbalance masses on the rotor. A wireless sensor was used 
together with wired accelerometers and encoder which were used to benchmark the 
performance of the wireless sensor. 
9.8 Experiment Results and Discussion  
9.8.1 Waveform Variations 
Figure ‎9.15 shows typical waveforms from a wireless accelerometer for balanced shaft and 
shaft with two unbalance masses, at speeds 276 and 1176 RPM. The top row of Figure ‎9.15, 
for the baseline case shows that the outputs of the wireless sensor are periodic oscillations at 
the shaft fundamental. The addition of an unbalance mass (holder) causes a small increase in 
waveform amplitude (Peak change from 28.241 to 28.270 m/s2 at low speed, and 27.742 to 
27.889 m/s2) with a slight change in waveform shape at both lower and higher speeds. These 
are good indications for detecting and diagnosing the occurrence of unbalance. This behaviour 
agrees with the predicted results from the model. The addition of an unbalance mass (100 g) 
causes a small increase in waveform amplitude (Peak change from 28.270 to 29.062 m/s2 at 
low speed, and 27.889 to 28.328 m/s2) with a slight change in waveform shape at both lower 
and higher speeds. 
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Figure ‎9.15 Measured wireless accelerometer waveforms at low and high speeds for 
baseline and two unbalance masses (400 g and 500 g)  
Figure ‎9.16 shows typical signals from the wired accelerometers for both vertical and 
horizontal directions. The waveforms of vertical accelerometer are higher than that of the 
horizontal due to the residual misalignment in this direction given earlier. The vertical 
waveform amplitudes exhibit significant changes with different degrees of unbalance at low 
speed (peak 1.357, 1.612 and 1.628 m/s2) whereas there are small decreases at high speed 
(peak 3.063, 2.871 and 2.432 m/s2). On the other hand, the horizontal waveform amplitudes 
exhibit small fluctuation changes with different degrees of unbalance at low speed (peak 
0.799, 0.765 and 0.805 m/s2) whereas at high speed (peak 1.104, 1.013 and 1.01 m/s2). It 
can be seen from the figure that the amplitudes of the vertical vibration waveform are 
increasing at low speed with different cases of unbalance whereas the horizontal fluctuating 
from high to low and then high. Therefore, the vertical accelerometer has the potential of 
detecting unbalance than the vertical. 
IAS waveforms from the encoder presented in Figure ‎9.17 show periodic oscillation following 
the rotor speed. With unbalance the waveform showed a slight decrease and increase in 
amplitude at low speed (peak 0.834, 0.823 and 0.902 rad/s). However, an increase in 
waveform amplitudes was observed at high speed (peak 4.245, 4.141 and 4.317 rad/s). 
Fluctuations of speed were clearly exhibited by the waveforms’ shape, mainly at high speed. 
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Figure ‎9.16 Measured wired accelerometer waveforms at low and high speeds for 
baseline and two unbalance masses (400 g and 500 g).  
 
 
Figure ‎9.17 Measured IAS waveforms at low and high speeds for baseline and two 
unbalance masses (400 g and 500 g)  
9.8.2 Variations in Spectral Peak Amplitudes 
To obtain a better appreciation of the diagnosis of unbalance and comparison between sensors, 
the amplitude at spectral peaks at 1X and 2X runing speed were extracted from their spectra 
and presented with respect to shaft speed, see Figure ‎9.18 and Figure ‎9.20 respectively.  
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Comparing the trends between different sensors for different degrees of unbalance, it can be 
seen from Figure ‎9.18 that the wireless sensor can not only produce a clear difference between 
baseline and both cases of seeded unbalance, but also full separation between different cases 
of unbalance for all speeds. These results agree with the wireless sensor model predictions in 
the previous section and with results reported by other researchers (Jalan & Mohanty, 2009; 
Xu & Marangoni, 1994 a). 
The 1X peak from the encoder shows that IAS is unable to detect mass unbalance because the 
position of the encoder is far from the unbalance rotor.  
The 1X peak for the wired accelerometers shows good differentiation for the larger of the 
unbalanced masses at high speed. But there is very poor discrimination between baseline and 
the 400 g mass unbalance which strongly suggest this is not a good method for detecting 
incipient mass balance faults.  
For the 2X peak component, see Figure ‎9.20, only the IAS signal from the encoder  shows a 
clear difference between baseline and the seeded mass unbalances for shaft speeds above 400 
RPM, but did not distinguish between the two seeded faults. This proves that mass unbalance 
cannot be clearly detected based on the amplitude of 2X peak for any of the sensors tested. 
 
Figure ‎9.18 Amplitudes of the first harmonic, 1X shaft speed, for wireless sensor, 
wired accelerometers and encoder as a function of shaft speed and degree of mass 
unbalance. 
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Figure ‎9.19 Amplitudes of the first harmonic, 1X shaft speed, for wireless sensor, 
wired accelerometers and encoder as a function of shaft speed and degree of mass 
unbalance after application of TSA processing. 
 
 
Figure ‎9.20 Amplitudes of the second harmonic, 2X shaft speed, for wireless sensor, 
wired accelerometers and encoder as a function of shaft speed and degree of mass 
unbalance. 
Applying TSA to all the signals, for the 1st order peaks there is an improvement in 
discrimination for the wireless accelerometer, see Figure ‎9.19. For the other signals there is 
little or no significant change. For the 2nd order peaks, applying TSA does not result in a 
significant improvement in the usefulness of any of the signals, see Figure ‎9.21. 
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Figure ‎9.21 Amplitudes of the second harmonic, 2X shaft speed, for wireless sensor, 
wired accelerometers and encoder as a function of shaft speed and degree of mass 
unbalance after application of TSA processing. 
9.9 Summary 
A wireless accelerometer has been investigated as an effective means to monitor shaft 
unbalance. The model developed in Chapter 6 was used to simulate the dynamics of an 
unbalanced shaft system at different speeds. Through experiment and simulation, the validity 
of the model and measurement scheme has been successfully verified for a wide range of 
operating speeds.  
Both measured and simulated spectra show that rotor shaft unbalance can be characterized 
primarily by the amplitude of the spectral peak at 1X shaft running speed, from which 
unbalance detection can be extracted. Because these components produce both rotational and 
lateral vibrations, the detection performance of the wireless accelerometer is much better than 
IAS and conventional wired vibration measurements. 
The comparison of the waveforms from the different sensors has shown a small change in the 
amplitude of the signals for different degrees of seeded unbalance. Generally the amplitude of 
waveforms increases with speed, but its overall level did not show a consistent trend with the 
successive changes of unbalance level because of high frequency noise from other vibrations, 
see Figure ‎9.15, Figure ‎9.16 and Figure ‎9.17.  
The spectral analysis shows that the amplitude of the spectral peak at 2X running speed failed 
to differentiate between different degrees of unbalance for both normal and order spectra for 
all sensors see Figure ‎9.20 and Figure ‎9.21.  
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However, the amplitude of the spectral peak at 1X running speed allows the grade of 
unbalance to be separated, but with varying degrees of success depending on the sensors used 
(see Figure ‎9.18 and Figure ‎9.19):  The wireless sensor produces full separation of different grades of unbalance.   Encoder (IAS) is not capable of separating the different grades of unbalance.   Vertical acceleration from the wired accelerometer discriminated the unbalance 
condition from the baseline but only at a high grade of unbalance and speed.   Horizontal acceleration shows clear unbalance separation but only at high speed.  
 
  
CHAPTER TEN 
 
10 Conclusions and Recommendations for Future Work 
This chapter summarises the achievements of this research Thesis and explains how the aim 
and objectives stated in Chapter One were achieved. A summary of the author’s contributions 
to knowledge and the novel aspects of the research are also included. Finally, 
recommendations for future work relating to the development and use of a wireless 
accelerometer are provided. 
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10.1 Review of Aim, Objectives and Achievements 
This chapter describes the achievements and contributions to knowledge made by this 
research work. This thesis met its aim of developing and testing an accurate and sensitive 
MEMS wireless accelerometer suitable for application to a rotating shaft by demonstrating the 
use of a MEMS inertial sensor for modal analysis of rotating machinery. It also has addressed 
the development of MEMS based wireless accelerometer. 
This research has focused on the investigation of rotor dynamics using a novel wireless sensor. 
Theoretical analysis and experimental studies were carried out on rotor vibration signal 
characteristics, and a selection of signal processing methods and techniques were implemented 
to investigate the effect of seeded rotor faults on the vibration signal. The key achievements of 
the research work reported in this thesis are detailed below. 
The aim of this work was: To develop and test an accurate and sensitive MEMS wireless 
accelerometer suitable for application to a rotating shaft. This has been achieved; a MEMS 
based wireless accelerometer has been designed, constructed and successfully used in the 
detection and diagnosis of mass unbalance, misalignment and measure IAS of a rotating shaft.   
 
Sensor improvement: 
Objective 1: Developing a wireless sensor unit and deploy it on rotating shaft.   
Achievement 1: The design and implementation of the wireless sensor has been achieved 
using a MEMS accelerometer (ADXL202) and digital communication modules. The bandwidth 
and centre frequency of the acceleration signal were set to desired values. The output of this 
sensor was acquired by the receiver and filtered using a low pass filter in order to reconstruct 
the analogue form of the acceleration. Also, the digital form of the output was acquired for 
later processing. Both digital and filtered signals were recorded by the data acquisition system. 
Using a wired MEMS accelerometer, the frequency response of a rotating shaft was determined 
to benchmark the new sensor. The result shows the closeness of their responses. The 
sensitivity of the wireless sensor was determined according to the data sheet of the ADXL202. 
It confirms the capability of wireless sensor in detecting small rotor faults. 
Objective 2: Develop a more accurate sensor system for measurement of rotor dynamics. 
Achievement 2: Due to the vibration of rotating shaft, movement of the battery could occur 
and hence the output of the sensor could change. Consequently, the battery was placed under 
the PCB and secured by screws as described in Section 3.5.1. In addition, the dynamic 
response of the wireless sensor showed that the position of the wireless sensor on the shaft 
affected the DC value of the acceleration signal, refer to Section 3.12. Thus, the position of the 
sensor must not change during diagnostic tests once it had been installed. Experiment showed 
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that 0o (see Figure ‎3.27) gave the highest DC shift. The transfer function of the wireless sensor 
showed that the sensor can be used for rotor dynamic fault detection, since it showed 
acceptable response within the range of interest (1 Hz to 25 Hz both –ve and +ve of sensitivity 
direction).    
Objective 3: Benchmark the new sensing system. 
Achievement 3: In order to benchmark the new sensor, two wired accelerometers were used. 
The results of the frequency response experiment are presented in Section 3.9.4, and showed 
the similarity between the wireless and two wired sensors taking into account their proximity 
to the wireless sensor. The results presented demonstrate the capability of wireless sensor to 
capture vibration direction and its magnitude.  
Objective 4: Investigate the characteristics of the rotor dynamics including IAS extraction 
methods and factors that might cause a difference between IAS and wireless sensor 
measurements. 
Achievement 4: The speed measurements were investigated using shaft speed Equation 4.2.  
The derived Equation ‎4.7 shows the relationship between the maximum error and the 
measurement parameters. In order to obtain an accurate measure of IAS, the resolution 
should be configured as low as possible, based on the measurement system. Figure ‎4.1 shows 
that the resolution of the wireless sensor decreased as speed increased, whereas the opto-
interrupter and encoder increases. This can be justified by gravitational effect removal from 
wireless sensor waveforms.  
Thus, the results of the tests showed clear differences between the IAS from wireless sensor 
and the other two sensors before removing gravitational effect. The results from the 
experiment on resolution reported in Section 4.3.2 show that the rotor condition has a major 
effect on IAS measurements. From Table ‎4.2, the spectral amplitudes of IAS from different 
sensors can be summarized:  All three sensors clearly indicate the presence of vibration fluctuations at the highest level 
of misalignment. However, at the medium level of misalignment the encoder appears the 
least reliable and the wireless sensor the most reliable for indicating vibration fluctuations. 
Moreover, the wireless sensor appears the most sensitive of the three devices at the 
smallest level of misalignment. However, in the aligned case the wireless sensor, at 3X and 
4X running speed, hardly captures the IAS because of the closeness of resolution of the 
sensor and the signal amplitude.  The spectral peak at 2X running speed can be used to capture shaft speed fluctuations.  It is clear from resolution plot (Figure ‎4.1) that the resolution of both encoder and opto-
interrupter were directly proportional to the rotational frequency whereas the wireless 
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sensor resolution decreased as rotational frequency increases due to gravitational effect of 
MEMS accelerometers. 
The resolution of wireless accelerometer changed with respect to the alignment condition and 
so is capable of small fault detection.  
Since there is a difference in resolution between the wireless sensor and other sensors, the IAS 
from wireless sensor was compared with that of encoder and opto-interrupter. The algorithm 
used to obtain the IAS from the wireless accelerometer was based on integration of the raw 
acceleration signal. It was found that the acceleration obtained from the wireless signal varied 
with the relative directions of the earth’s gravitational field and accelerometer axis. Therefore a 
TSA signal from wireless was used to eliminate g (gravitational correction) .The acceleration 
signal from the wireless sensor without the gravitational effect showed close agreement with 
the IAS from encoder and opto-interrupter, as shown in Figure ‎4.14. Therefore, to detect IAS 
by MEMS accelerometer, gravitational effect must be eliminated.  
 
Objective 5: Measure the IAS and vibration of the system using conventional methods.  
Achievement 5: The conventional transducers were used to benchmark the new sensor. It 
was found that the response of the new sensor was indicative to that of encoder and Opto-
interrupter sensors. For instance, the response of the wired MEMS was found to be close to 
that of the wireless sensor. In addition, the IAS and IAA spectral response obtained from 
wireless sensor and encoder demonstrated a clear agreement in spectral content, see 
Figure ‎4.10.  
Rotor Modelling: 
Objective 6: Develop an accurate model that takes into account the dynamics of the 
couplings. 
Achievement 6: Two rotor systems have been modelled. The equations have been solved 
using the state space method. A computer simulation program has been developed. The 
various lateral and rotational acceleration signals and their tangential counterpart have been 
discussed in Section 6.6. The model results were verified and evaluated from the wireless 
signals obtained experimentally. Both sets of results agreed in terms of frequency content as 
shown in Figure ‎6.7 and Figure ‎6.8.  
Objective 7: Develop a more accurate model that takes into account the dynamics of 
misalignment, eccentricity and unbalance; 
Achievement 7: The two rotor system was extended to a four rotor model. The new model 
took into account misalignment, eccentricity and unbalance. Different degrees of misalignment 
at different speeds were studied. In this simulation study, unbalance and eccentricity were 
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kept constant. In addition, the misalignment was induced between first and second rotors but 
the other rotors were maintained unchanged (residual misalignment, eccentricity and 
unbalance). The model spectral amplitude trend confirms that peak at 2X running speed is the 
major component that can be used to discern misalignment, see Figure ‎6.16.   
The model also confirms the capacity of the wireless sensor for rotor fault detection. Moreover, 
the model allowed investigation of the net forces acting on the couplings due to misalignment 
using the displacement characteristics (Figure ‎6.17). Rotor 1 and rotor 2 showed 
displacements that were opposite and 90o out of phase in the vertical direction whereas in the 
horizontal direction rotor 2 was subjected to greater forces than rotor 1 but was still out of 
phase by 90o as shown in Figure ‎6.17. 
Objective 8: Study characteristics of the rotor dynamics based on the model and 
measurement under normal and misalignment conditions. 
Achievement 8: The results from experiment and simulation show the validity of the model 
and measurement scheme were successfully verified over a wide range of operating speeds, as 
presented in Figure ‎7.4 and Figure ‎6.16 respectively. The spectra from both the measured and 
numerical results confirm that misalignment can be detected and characterized primarily from 
the amplitude of the spectral peak at 2X shaft running speed. In addition, the comparison 
between simulation and measured spectra of wireless sensor and encoder acceleration spectra 
confirms the effectiveness of wireless sensor in detecting different misalignment degrees at 
different operating speeds, see Figure ‎7.5.  
Objective 9: Study the characteristics of the rotor dynamics based on the model and 
measurement under normal and unbalanced conditions. 
Achievement 9: The experimental results successfully validated the model and measurement 
scheme over a wide range of operating speeds as presented in Figure ‎9.10 and Figure ‎9.18 
respectively.  Both the measured and predicted spectra confirm that unbalance can be 
detected and characterized primarily by the spectral peak at 1X shaft running speed. The 
wireless sensor detects both rotational and lateral vibrations, and can separate baseline and 
different unbalanced rotors condition. 
Rotor Diagnosis: 
Objective 10: Develop more advanced analysis techniques for rotor dynamics based fault 
diagnosis, i.e. to differentiate between unbalance and misalignment. 
Achievement 10: To minimise noise in the signals measured by the wireless accelerometer 
and the other sensors time synchronous averaging (TSA) was used. The results from this 
process gave good results and there was an increase in the strength of the signals. This 
technique led to a new approach to analysis of the wireless acceleration signal. The new 
method extracted the effects of gravity from the measured wireless acceleration see Section 
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4.7.1. The unbalance results confirmed an increase in the peak at 1st order (1X) running speed 
with rotor speed (Figure ‎9.19). On the other hand, misalignment results confirmed an increase 
in the peak at 2nd order (2X) running speed with rotor speed (Figure ‎8.28). In addition, this 
approach was used to compare the IAS from wireless and encoder and opto-interrupter and 
was successfully achieved, see Chapter 4.  
Objective 11: Benchmark the diagnostic performance of the wireless accelerometer with 
conventional vibration measurements using wired contact accelerometers and non-contact 
laser displacement systems. 
Achievement 11: A comparative study of different types of conventional transducers is given 
in Chapter 8 which also shows the performance of the new sensor. The laser vibrometer, 
encoder and accelerometers were used to benchmark the wireless sensor performance. The 
results proved the wireless sensor outperforms these three conventional sensors in diagnosing 
rotor misalignment condition. 
Objective 12: Study characteristics of the rotor dynamics based on the model and 
measurement. 
Achievement 12: The results from measurements and simulation (Chapters 7 and 9) confirm 
the agreement of rotor misalignment and unbalance spectral characteristics with previous 
studies. Moreover, the measured results from the wireless sensor were verified both by 
measurements made with the encoder and validated the predicted simulation results. 
Objective 13: Develop more advanced analysis techniques for rotor dynamics based on fault 
detection (TSA). 
Achievement 13: TSA was applied to sensor signals to enhance rotor dynamics fault 
detection. The results show increase in signal amplitude due to noise reduction and 
suppression of unrelated signals. In addition different approaches were used to obtain the IAS 
signals from wireless and other conventional signals. The gravitational correction of IAS has 
presented acceptable way of measuring the IAS by the new wireless sensor.  
The algorithm used to extract IAS from the encoder and opto-interrupter was based on a FFT 
(Hilbert Transform) and the results obtained provide solid evidence the agreement with IAS 
from wireless sensor, see Section 4.6 and 4.7.3.    
Application of the TSA and the gravitational correction brought values of the IAS from all three 
sensors into close proximity. 
Objective 14: Develop more advanced techniques for IAS based diagnosis. 
Achievement 14: The IAS extraction has been studied in terms of the resolution and 
measurement error as shown in Table ‎4.1. Chapter 4 elaborates on IAS measurements from 
both wireless and encoder. The study shows the difference in measured IAS signals from 
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wireless sensor and encoder in Figure ‎4.1. However, the IAS from wireless is well correlated to 
that obtained from encoder. The high IAS resolution of wireless sensor increases the potential 
of misalignment detection than the encoder and opto-interrupter at low speed. Table ‎4.2 
shows the effect of degree of misalignment on IAS spectral amplitude. It confirms that all 
sensors at a high degree of misalignment capture large speed fluctuations. Moreover, the 
spectral peaks at 2X running speed are large enough to be measured. Consequently, the 
change in resolution of wireless sensor with respect to alignment is confirming its capability of 
detecting small faults. 
10.2 Conclusions:  
10.2.1 Wireless Accelerometer Node Design 
1. The bandwidth of the new accelerometer is set to 500 Hz and the centre frequency to 
1.838 kHz. It can be changed by changing Rset and the Cx,y values, see Section 3.5. 
2.  The power consumption range of the wireless sensor has been found (2.7-3VDC) refer 
to Section 3.7.  
3. The battery and the antenna must be held tightly to PCB to eliminate any possible 
vibrations, as shown in Figure ‎3.11 and described in Section 3.8.  
4. It was found that change in power of the transmitted signal could be maintained by the 
fixed power supply of the receiver. 
5. The low pass filtered DCS signal from the wireless sensor was found as DC shifted by 
the product of amplitude of DCS signal and percentage of on-time (ܽ଴ = ܭ. ܦ). The 
frequency of the remaining ripples around DC is equal to the centre frequency of the 
DCS signal. 
6. The sensitivity of the wireless sensor was 275 mV/g.  
7. The calibration of the wireless sensor has been conducted using two wired sensors. It 
has been found that their responses are very similar though with some amplitude 
difference, see Figure ‎3.15. To improve the frequency response of wireless sensor, the 
modified response was used to rectify the wireless measurements as explained in 
Section 3.9.4.   
8. The transfer function of the sensor presented in Figure ‎3.18 shows that sensor response 
is linear within the frequency range of interest for rotor dynamic diagnosis. 
9. Based on theoretical prediction of tangential and centripetal accelerations acting on the 
sensor, the wireless sensor must be aligned tangentially to the rotor surface in order to 
nullify the effect of centripetal acceleration. 
10. The dynamic characteristics of the wireless sensor on the rotor show that the DC shift 
of the output can vary according to the position of the sensor on the rotor. The change 
of the DC shift with respect to sensor position on the rotor show the sensitivity of the 
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sensor to the different dynamics of each point on the rotor (centre of mass), and hence 
the sensor must be fixed in one position during rotor health monitoring. 
11. It has been found that by controlling the angle of inclination of the sensor, increasing or 
decreasing of the DC shift can be obtained.  
12. The analysis showed that possible communication errors due antenna installation were 
negligible. In addition, the sensor noise analysis demonstrated high signal to noise 
ratio. Moreover, the study of sensor resolution also confirmed that the sensor is capable 
of measuring possible rotor vibrations and high potential of small fault detection. 
13. Finally, all the above procedures demonstrated the effectiveness and accuracy of the 
wireless accelerometer for rotor dynamics health monitoring.  
10.2.2 Instantaneous Angular speed (IAS) 
The research has shown that it is possible to develop a wireless sensing system to detect the 
IAS of rotary shaft and confirmed the following:  
1. The IAS results obtained from the developed wireless sensor can be compared to that 
obtained from a contact encoder. 
2. The wireless acceleration signal has high signal-to-noise ratio which will increase the 
possibility of small fault detection compared to IAA from encoder.  
3. The information conveyed by the IAS from wireless accelerometer is promising for rotor 
fault detection. 
4. From the IAS shown in Figure ‎4.10 (a), it can be seen that the rotational frequency and 
its higher order harmonics can be resolved by both wireless and encoder signals. The 
IAS from the wireless sensor shows lower noise levels in the high frequency range but 
much higher amplitudes in the low frequency range.  
5. Although the wireless accelerometer used is bandwidth limited by the active low pass 
filter, the information used in the extraction of IAS shows acceptable features for fault 
diagnosis.  
6. The discussion in Section 4.6.1 concluded that by applying TSA and gravitational 
correction to the acquired signals, IAS waveforms characteristics from wireless become 
closer to those obtained from encoder and opto-interrupter, as shown in Figure ‎4.14. 
Moreover, the order of the spectral amplitude of the IAS from wireless sensor changed 
in the sense that the peaks at 1X running speed increased with speed rather than 
decreasing as shown in Figure ‎4.15 and Figure ‎4.17. 
7. In general, the results obtained provide solid evidences for effectiveness of TSA in IAS 
extraction from wireless sensor. 
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10.2.3 Simulation Results of System Model 
1. The two-rotor system mathematical model developed as part of this research has been 
examined under a number of different operating conditions. 
2. This simplified model retained the key features of the coupling and bearing. Two rigid 
shafts, mounted on motor and load bearing were connected by a coupling with N pairs 
of pins/rings on each flange, each pair having a finite stiffness Kb as shown in 
Figure ‎6.3 (a). The system was assumed to be balanced dynamically and hence the 
exciting forces arise only from seeded misalignment. More specifically they arise from 
varying forces in the coupling and bearing. The wireless accelerometer is mounted 
tangentially on the second rotor as illustrated in Figure ‎6.2.  
3. The analysis of the motion commenced with first rotor by applying the Euler-Lagrange 
energy equation (Appendix A). The variation in the angular speed is related to the 
acceleration acting on wireless sensor. In addition, the transitional acceleration of each 
rotor due to rotational movement in its supporting bearings is derived. 
4. The model was validated against a set of experimental results (see Section 6.5). The 
predicted results shown in Figure ‎6.7 are very similar to the experimental results in 
Figure ‎6.9. It was concluded that the wireless sensor can play a significant role in the 
remote detection of rotor faults such as misalignment under different operation 
conditions. 
5. The mathematical simulation showed that the spectral peak at 2X running speed in 
combined acceleration spectrum from the wireless sensor is capable of detecting the 
misalignment, as illustrated in Figure ‎6.10. 
6. The measured and simulated results were validated against one another, and it was 
concluded that the results were close enough for the model to be accepted as a 
practical basis for predictions concerning wireless fault detection. 
7. A similar simulation study of a four rotor system showed that at high speed the 
waveforms of the lateral acceleration exhibit sinusoidal fluctuation whereas the 
rotational exhibit a greater rate of fluctuation, as shown in Figure ‎6.13. These 
fluctuations show that shaft misalignment leads to shaft fluctuation in all directions but 
with different frequency contents.  
8. Further examination of the results in the frequency domain found that the fundamental 
rotational component 1X dominates the spectra, as shown in Figure ‎6.13(c). Moreover, 
the spectra also show distinctive 2X components, which is the main feature commonly 
used for diagnosing misalignments (Dewell & Mitchell, 1984; Sekhar, A. S. & Prabhu, 
1995). These indicate that both rotational and lateral accelerations are sensitive to 
misalignment but at different frequencies. In general, these spectral features show that 
the model is adequate for exploring shaft misalignment and predicting the resulting 
signals from a wireless sensor. 
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9. At the wireless sensor position, the simulation results show that tangential accelerations 
(atx, aty and atw) along the sensitivity axis fluctuate twice as fast as the original but 
with shifted phase, as shown in Figure ‎6.14 (a). Moreover, by combining the three 
components, the total acceleration at exhibits mainly the feature of atw but with a clear 
DC shifts due to the combination of atx and aty. 
10. In the frequency domain, the spectrum from the full combination of atxy and atw 
exhibits noticeable differences at various shaft frequencies. In particular, the amplitude 
difference between atw and at is marginal at 1X and 2X, showing that these two 
components are due mainly to rotational oscillation. Therefore, the combined spectrum 
is more sensitive to changes due to misalignments.  
11. The sensor output waveform is superimposed by the acceleration due to gravity, 
9.81 ms-2. This affects the spectrum at only 1X; the other features remain the same as 
shown in Figure ‎6.15.  
12.  The simulated spectral amplitude changed with different degrees of misalignment and 
different motor speeds but it was found that the amplitude of the spectral peak at 2X 
for the combined accelerations increased with both shaft speed and the degree of 
misalignment (Dewell & Mitchell, 1984) as shown in Figure ‎6.16. It was thus a good 
indicator for misalignment at high speed. In general, the amplitude variation of the 
combined acceleration peaks at 3X and 4X can be indicators of misalignment. However, 
3X and 4X have very low amplitude and can be influenced by measurement noise (see 
Section 6.11). 
13. The case study in Section 6.12 predicted the displacement behaviour of the four shafts 
with respect of misalignment. It was shown that: 
a.  The rotational displacements of rotors 1 and 2 are out of phase with rotors 3 
and 4, as illustrated in Figure ‎6.17. That means the rotors are fluctuating 
angularly according to the different misalignment generated forces.  
b. The displacements waveforms in the x-direction of first and third shafts are in 
phase, as are the second and fourth shafts, but the two couples are 90˚ out of 
phase. 
c. The displacement waveforms in the y-direction of first and fourth shafts are in 
phase with positive waveforms, whereas the second and third shafts are in 
phase but with negative waveforms and so move in the opposite direction. The 
forces acting on the first pair are thus in the opposite direction to the forces 
acting on the second pair. 
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10.2.4 Characteristics of Rotor Dynamics based on Model and Measurement 
under Misalignment  
1. Through experiment and simulation, the validity of the model and sensor measurement 
were successfully verified over a wide range of operating speeds. Although the 
amplitude of the waveforms obtained from the encoder for IAS and from the wireless 
sensor for acceleration showed only small changes with degree of misalignment, it is 
clear from the spectra that the wireless sensor was effective in detecting the 
misalignment, as shown in Figure ‎7.3.  
2. The spectral amplitudes of both sensors show the peak at 2X running speed can be 
used for misalignment detection see Figure ‎7.4. Both measured and predicted spectra 
for the wireless sensor and encoder show that the spectral amplitudes of all signals 
increased with increase in misalignment and speed.  
3. Previous studies of rotor misalignment and the experiment results confirmed that the 
second peak harmonic at 2X is the component that changes most with respect to the 
degree of misalignment, see Figure ‎7.5. Because the 2X, 3X and 4X components consist 
of both rotational and lateral vibrations, as explained in Chapter 6, it proves the 
effectiveness of new detection scheme performance compared with IAS measurements 
scheme. 
10.2.5 Comparative Study of Misalignment Detection using a Wireless 
Sensor and Conventional Wired Sensors 
10.2.5.1 High level of misalignment (0.3, 0.4, 0.5 mm) 
Form the experimental results, the vibration waveforms from different sensors showed small 
changes for different misalignment levels. However, the amplitude generally increased with 
speed, but did not show a consistent trend with change in misalignment level because of high 
frequency vibrations from other sources, see Figure ‎8.4, Figure ‎8.5, Figure ‎8.6, Figure ‎8.8.  
The amplitudes of the spectral peak at 1X running speed for all sensors failed to separate 
different levels of misalignment. However, the 2X peak could differentiate the level of 
misalignment level but with different degrees of success depending on the sensor used:    The wireless sensor fully separated the different misalignment levels and showed a 
uniquely increasing trend with speed (Figure ‎8.14).   IAS from the encoder consistently separated the high misalignment levels at high 
speeds (Figure ‎8.14).  
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 The vertical displacement from the laser vibrometer separated misalignment from the 
baseline signal but was not consistent with degree of misalignment and speed 
(Figure ‎8.14).   The horizontal acceleration signal from the wired accelerometer showed a very similar 
performance to the wireless sensor, but its trend oscillated at low speeds (Figure ‎8.14). 
10.2.5.2 Low Level of Misalignment (0.1, 0.2mm) 
The simulated results for the spectral peaks at 1X, 2X, 3X and 4X running speed for combined, 
rotational and lateral acceleration are presented in Figure ‎8.18, Figure ‎8.19 and Figure ‎8.20 
respectively and show the possibility of detecting low degrees of misalignment:  
1. It was concluded that the amplitude at 1X was not suitable for misalignment detection. 
2. The peak at 2X succeeded in detecting misalignment at 0.2mm clearer than 0.1mm. 
3. The predicted values of the 3X and 4X peaks are so small (~ 10-5 m/s2) that they are 
likely to be swamped by system noise and cannot be relied on.  
The experimental investigations of small degrees of misalignment (0.1 mm and 0.2 mm) 
demonstrated that the amplitude of the spectral peak at 1X running speed only the encoder 
could separate misalignment levels. For the spectral peak at 2X running speed, only the 
wireless sensor could clearly separate the different levels of misalignment with speeds 
(Figure ‎8.26). The 2X spectral peak of the horizontal wired accelerometer was able to 
differentiate between levels of misalignment below 878 RPM, but the vertical one could not 
(Figure ‎8.26). 
The wireless sensor outperformed the other sensors in detecting the small levels of 
misalignment. There was agreement between simulated and measured results in detecting 
such levels of misalignment. 
The measured accelerations from wireless sensor subjected to TSA algorithm resulting 
smoother waveforms in the angular domain. By eliminating gravitational effects from wireless 
signals in the angular domain, an increase in the waveform amplitudes was noticeable. 
Consequently, the 1st order spectral amplitude peak showed increasing trend with speed 
increase, but the 2nd order peak not changed as shown in Figure ‎8.28. 
10.2.6 Identification of Rotor Unbalance using Wireless Sensor 
The simulation results showed that the combined and rotational tangential accelerations have 
shown small change in 2X peak amplitude for different grades of mass unbalance. However, at 
the 1X peak amplitude the differences became clear. As the unbalanced mass increased the 
lateral tangential acceleration came close to the combined and rotational accelerations as 
shown in Figure ‎9.7, Figure ‎9.8 and Figure ‎9.9. The spectra of all the tangential accelerations 
demonstrated clear separation of the different degrees of unbalance for different speeds at 1X.  
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The 3X and 4X spectral components were very small in magnitude and hence would be difficult 
to measure in the presence of noise. Consequently, the 1X spectral peak appeared best for 
unbalance detection as proven in previous studies (Adiletta, et al., 1997; Hubinger, et al., 
2012; Jalan & Mohanty, 2009; Li, M. & He, 2009; Suphattana & Surawatpunya, 2010; Xu & 
Marangoni, 1994 a).  
Based on model results, the wireless measurement scheme was used to investigate the 
problem of monitoring unbalanced shafts. Experimental work successfully validated the model 
over a wide range of operating speeds. The experimental results showed the detection 
performance of the wireless measurement sensor was much better than the IAS and vibration 
measurements (Figure ‎9.18). 
Experiments using different sensors have shown slight changes in the amplitude of the signals 
for different degrees of unbalance (Figure ‎9.15, Figure ‎9.16, Figure ‎9.17). The waveforms of 
all sensors exhibited small changes at low speed but bigger changes at high speeds with 
increase in mass unbalance grade. However, the shape of the waveforms was only slightly 
changed and did not give a clear differentiation between different cases. The spectral analysis 
showed that the amplitude of the 2X peak for all sensors failed to detect the unbalance fault 
(Figure ‎9.20). However, the amplitude of the 1X peak was able to separate the different 
unbalance cases with different degrees of success depending on the sensor used: 
 The wireless sensor produced full separation of the different degrees of unbalance and 
showed a unique increase with speed.   The encoder (IAS) was not capable of separating the different cases.   Vertical acceleration from the wired accelerometer separated only the higher grade of 
unbalance and then only at high speed.   Horizontal acceleration from the wired accelerometer showed clear unbalance 
separation but only at high speed.  
The simulation and experimental results presented unequivocal evidence for the effectiveness 
of wireless sensor in detecting the rotor unbalance.  
10.3 Novel Measurement Scheme Summary  
The research Thesis presents a novel wireless sensor for condition monitoring of rotor 
dynamics. It incorporates a number of novel and important issues not previously reported by 
other researchers or practitioners:  
 Novel Aspect One:  
The author believes that the novel wireless accelerometer prototype captures the same static 
vibration (the sensor not moving) as the wired accelerometer and dynamic vibration (the 
sensor rotating on shaft). Also, the predicted dynamic characteristics successfully correlated 
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with the measured ones (see Chapters 3, 6, 7 and 8). This novel wireless sensor determined 
the tangential acceleration of the rotating shaft. 
 Novel Aspect Two:  
The use of the new sensor to measure the IAS of a rotating shaft showed the effectiveness of 
the new device. With advanced signal processing, the measured IAS was close to counterpart 
IAS from encoder and opto-interrupter. 
 Novel Aspect Three:  
The dynamic model of a rotor with seeded misalignment and unbalanced mass faults and with 
an attached wireless sensor for remote detection and diagnosis is entirely novel.  
 Novel Aspect Four:  
The actual use of wireless sensor for remote detection and diagnosis of rotor misalignment is 
entirely novel. No work has been found describing in any detail the wireless accelerometer 
analysis of vibration under different misaligned rotor operating conditions. 
 Novel Aspect Five:  
The actual use of wireless sensor for remote detection and diagnosis of rotor unbalance is 
entirely novel. No work has been found describing in any detail the wireless accelerometer 
analysis of vibration under different unbalanced rotor operation conditions. 
10.4 The Contributions to Knowledge made by this Thesis 
The First Contribution:  
The application of wireless accelerometer vibration analysis for remote detection and diagnosis 
of rotor faults has not been previously investigated. 
The Second Contribution:  
The author could not find any reports of using a MEMS wireless sensor deployed on a rotating 
shaft for IAS measurement.  
The Third Contribution:  
The author could not find any reports of using a MEMS wireless sensor deployed on rotating 
shaft for misalignment detection and diagnosis.  
The Fourth Contribution:  
The author could not find any reports of using a MEMS wireless sensor deployed on rotating 
shaft for detection and diagnosis of mass unbalance.  
The Fifth Contribution:  
The modelling of a two flexible rotor bearing system in association of the use of a wireless 
sensor to study the forces acting between two shafts and the use of a Lagrange-Euler equation 
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to represent the rotor dynamics (eccentricity, unbalance and misalignment) has not previously 
been approached in this way. 
The Seventh Contribution:  
The modelling of a four flexible coupled rotor bearing system (including tangential 
accelerations acting in the direction of wireless sensor sensitivity axis) to study the four shafts 
dynamics (eccentricity, unbalance and misalignment) has not previously been attempted. 
The Eighth Contribution:  
No reports have been found of using TSA for processing of signals from a remote wireless 
sensor for detection and diagnosis of rotor misalignment. The author believes that the use of 
the TSA signal processing technique to analyse the MEMS gravity based sensor of a flexible 
coupled rotors bearing system is unique. 
10.5 Recommendations for Future Work on Wireless Sensor 
 
Recommendation 1: 
The MEMS wireless accelerometer PCB prototype needs to be miniaturised for ease of 
installation. This might be achieved using a smaller antenna. The components and battery 
need to fit tightly to avoid parasitic vibration. Moreover, the sensor holder should be designed 
to ensure that the sensor axis is radial and the sensor positioned tangentially at the rotor 
surface.    
Recommendation 2:  
One of the main issues with the wireless sensor was its power consumption and the 
consequent requirement of periodic battery replacement. Power harvested from the ambient 
vibration could help the sensor to be self-powered making the wireless sensor more 
independent. 
Recommendation 3: 
The use of a number of transmitter frequencies, multiple wireless MEMS sensors could be 
utilised to simultaneously perform modal analysis and health monitoring of multiple rotors. 
Recommendation 4:  
More experimental work is needed to further evaluate the sensitivity and reliability of the 
proposed detection method on a simple rotor system, (e.g. a single rotor) to gain a better 
understanding of the effect of other vibration sources on the measured vibration signal. 
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Recommendation 5:  
Use the model to predict the dynamic characteristics of a rotor with eccentricity, misalignment 
and mass unbalance. Use a wireless sensor to measure and analyse the corresponding 
acceleration signals. This study would investigate the differences between signals due to 
eccentricity, misalignment and mass unbalance and combinations of these faults. 
Recommendation 6:  
Investigate the use of a data acquisition system with a substantially higher sampling rate to 
increase the resolution of the data and better results could be achieved. 
Recommendation 7:  
By miniaturise the MEMS wireless accelerometer, it is possible to deploy where conventional 
accelerometers too hard to be mounted. 
Recommendation 8: 
By embedding a processing unit, a smart wireless accelerometer could be developed which 
process the data inside the node and transmit key features only. 
Recommendation 9: 
Conventional encoder based IAS measurements are unable to measure very low speed 
machines such as the input of a wind turbine and output of press machines. The wireless 
accelerometer allows the measurement of IAS at nearly zero speed. It is recommended 
investigating the extension of this scheme to low speed machines.  
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Appendices 
 
Appendix A: Mathematical equation manipulation 
Nomenclature 
j Bolt reference index 
J1,J2 Polar moments of inertia 
N Number of coupling bolts 
Kb Effective stiffness of each bolt 
K1,K2 Component of stiffness matrix Ɂ  (e12) Horizontal misalignment at the coupling ݁௖ Geometric mass centre from rotational centre ɂ Torsional displacement ɔ Total rotation of shaft 1 θ Total rotation of shaft 2 
Ω Reference rotor speed α୨ Angular position of bolt j on first shaft ɔ୨ Angular position of bolt j on second shaft 
r Radius of coupling bolt positions on reference shaft 
Rj Radius position of bolt j on second shaft 
X1,Y1 Vibration displacement levels of shaft 1 
X2,Y2 Vibration displacement levels of shaft 2 
X,Y Vibration differentials 
U Total stored energy ݀݉ݐ݋ݎݍݑ݁ͳ Torque generated by eccentric mass due to misalignment (shaft1) ݀݉ݐ݋ݎݍݑ݁ʹ Torque generated by eccentric mass due to misalignment (shaft2) ݂݀݉݋ݎܿ݁ݔͳ Forces generated by eccentric mass due to misalignment in the x-
direction (shaft 1) ݂݀݉݋ݎܿ݁ݕͳ Forces generated by eccentric mass due to misalignment in the y-
direction (shaft 1) ݂݀݉݋ݎܿ݁ݔʹ Forces generated by eccentric mass due to misalignment in the x-
direction (shaft 2) ݂݀݉݋ݎܿ݁ݕʹ Forces generated by eccentric mass due to misalignment in the y-
direction (shaft 2) ܯ݃ଵଶ Torque excitation of coupling due to misalignment ܯ�ଵଶ Torque generated by coupling due to misalignment ܨݔଵଶ Force excitations due to misalignment in the x-direction ܨݕଵଶ Force excitations due to misalignment in the y-direction 
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Equation of motion derivation   
On the flange of rotor 1, the coupling bolts will be arranged about the centre. Let the number 
of bolts be N, equally positioned around the circumference of the first rotor. Then at time zero, 
the position of bolt j is given by(Lees, A. W., 2007 (a)) 
 
�୨ = r cos α୨ and    y୨ = r sin α୨ 
Where  α୨ = ሺj − ͳሻα 
And  α = ଶπN  A. 1 
 
 
 
 
 
On the other rotor, the holes are not distributed around the centre of the first rotor, but offset. 
Simple geometry shows that the position of the jth bolt relative to the centre of this rotor is 
 
�୨ = r cos α୨ , and    y୨ = Ɂ + r sin α୨ R୨ଶ = Ɂଶ + rଶ + ʹɁrcosሺͻͲ − α୨ሻ A. 2 
 
 ɔ୨ = tan−ଵ ቆɁ + r sin α୨r cos α୨ ቇ A. 3 
By rotating the point (0, į) counter clockwise by an angle of φj around the new centre. The 
coordinates become as 
[X୨Y୨ ] = R୨ [cos ɔ୨sin ɔ୨ ] + [ cosɔ sinɔ−sinɔ cosɔ] [ͲɁ] 
To start with initial simple model, assume that the two rotors rotate at speeds  Ω,ϕሶ  
respectively, where Ω is treated as constant for simplifying the model. Then the kinetic energy 
is: 
 T = ͳʹ JଵΩଶ + ͳʹ Jଶϕሶ ଶ + ͳʹ ݉ଵ ሶܺଵଶ + ͳʹ ݉ଵ ሶܻଵଶ + ͳʹ ݉ଶ ሶܺଶଶ + ͳʹ ݉ଶ ሶܻଶଶ A. 4 
Lagrange's equation: L=T-U L = T − U 
αj 
δ 
r 
�� Rj 
x 
y 
(0,δ) 
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ddt (∂L∂qሶ ) − ∂L∂q୧ = Ͳ; A. 5 
The locus of the coupling bolts on the driving rotor (1) follow a single circle of radius r whereas 
the driven (2) rotor each follow different circle diameter as shown in equation A. 2.  
The analysis of the motion commences with the evaluation of the energy stored within the 
coupling bolts. The first shaft is rotating at constant speed  Ω, whilst the second rotor can vary 
by  ϕ. The potential energy of the bolts of the second rotor is given by 
 
ܷ = ܭ௕ʹ ∑( ௝ܴܿ݋ݏ(�௝ + θ) + ܺଶ − ݎ cos(ߙ௝ + �) − ଵܺ)ଶ�௝=ଵ + ܭ௕ʹ ∑( ௝ܴݏ�݊(�௝ + θ) + ଶܻ − ߜ − ݎ sin(ߙ௝ + �) − ଵܻ)ଶ�௝=ଵ  
A. 6 
The 6 DOF variables involved namely, X1, X2, Y1, Y2, θ, Φ. As shown in equation A. 6 there 
are additional forces contributing on either side of the coupling.  
Equation A. 6 can be re-written as 
 
ʹܷܭ௕ = ∑ ௝ܴଶܿ݋ݏଶሺ�௝ + θሻ +  ݎଶܿ݋ݏଶሺߙ௝ + �ሻ + ሺܺଶ − ଵܺሻଶ +  ʹሺܺଶ − ଵܺሻܴ௝ܿ݋ݏሺ�௝�௝=ଵ + θሻ – ∑ ʹ ௝ܴݎܿ݋ݏሺ�௝ + θሻܿ݋ݏሺߙ௝ + �ሻ�௝=ଵ  – ∑ ʹሺܺଶ − ଵܺሻݎܿ݋ݏ(ߙ௝ + �)�௝=ଵ  + ∑ ௝ܴଶݏ�݊ଶ(�௝ + θ)�௝=ଵ +  ݎଶݏ�݊ଶ(ߙ௝ + �) + ሺ ଶܻ − ଵܻ − ߜሻଶ+ ʹሺ ଶܻ − ଵܻ − ߜሻܴ௝  ݏ�݊(�௝ + θ) − ∑ ʹ ௝ܴݎݏ�݊ሺ�௝ + θሻݏ�݊ሺߙ௝ + �ሻ�௝=ଵ − ʹሺ ଶܻ − ଵܻ− ߜሻݎݏ�݊ሺߙ௝ + �ሻ 
A. 7 
This can be simplified as 
 
ܷ = ܭ௕ʹ ∑[ ௝ܴଶ  +  ݎଶ +  ܺଶ + ሺܻ − ߜሻଶ]�௝=ଵ + ܭ௕ʹ ∑ ʹܺ ௝ܴܿ݋ݏ(�௝ + θ)�௝=ଵ  – ܭ௕ʹ ∑ ʹ ௝ܴݎܿ݋ݏ(�௝ + θ − ߙ௝ − �)�௝=ଵ  – ܭ௕ʹ ∑ ʹܺݎܿ݋ݏ(ߙ௝�௝=ଵ+ �) + ܭ௕ʹ ∑  ʹሺܻ − ߜሻܴ௝ݏ�݊ሺ�௝ + θሻ − ܭ௕ʹ ∑  ʹሺܻ − ߜሻݎݏ�݊(ߙ௝ + �)�௝=ଵ�௝=ଵ  
A. 8 
Where X=X2-X1 and Y=Y2-Y1;  
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The angular displacement of the second rotor can be approximated by the reference angular 
displacement ∅ adding a small angular displacement ɂ due to the torsional motion of rotors: 
 θ = ϕ + ɂ = Ωt + ɂ A. 9 
By using this approximation and taking the first-order quantities, sin θ can be expressed as sin θ = ɂ cos Ωt + sin Ωt 
Because ɂ = θ − Ωt = θ − ∅,  
 sin θ = θ cos Ωt − ∅ cos Ωt + sin Ωt A. 10 
Similarly, cos θ can be expressed as cos θ = cos Ωt − ɂ sin Ωt 
 cos θ = −θ sin Ωt + ϕ sin Ωt + cos Ωt A. 11 
Since the bolt positioning error is on rotor 1, it is clear that 
 ∑ ௝ܴܿ݋ݏ(�௝) =�௝=ଵ Ͳ     , ∑ ௝ܴݏ�݊(�௝) =�௝=ଵ ��ଶ  A. 12 
The equation A. 8 can be simplified as 
 
ܷ = ܭ௕ʹ ∑[ ௝ܴଶ + ܺଶ + ݎଶ + ሺܻ − ߜሻଶ�௝=ଵ + ʹܺ ௝ܴܿ݋ݏ (�௝ + �) +ʹሺܻ − ߜሻ ௝ܴsin(�௝ + �) − ʹ ௝ܴݎ cos(�௝ − ߙ௝ + � − �)] A. 13 
Using these relationships, Lagrange differentiation can be applied:  
For X1 differentiation  
− ߲ܷ߲ܺͳ = − ߲߲ܺͳ {ܭ௕ʹ ∑[ܺଶ + ʹܺ ௝ܴcos(�௝ + �)]�௝=ଵ } = −ܭ௕ ∑[−ܺ − ௝ܴcos(�௝ + �)]�௝=ଵ  = ܰܭ௕ܺ + ܭ௕ ∑ ௝ܴcos(�௝ + �)�௝=ଵ = ܰܭ௕ܺ + ሺܭ௕ ∑ ௝ܴcos �௝�௝=ଵ cos � − ܭ௕ ∑ ௝ܴsin �௝�௝=ଵ sin �ሻ = ܰܭ௕ܺ + ܭ௕ሺͲሻ cos � − ܭ௕ ܰʹߜ sin � = ܰܭ௕ܺ − ܰܭ௕ߜʹ ሺ� cos Ωݐ − ∅ cos Ωݐ + sin Ωݐሻ − ߲ܷ߲ܺͳ = ܰܭ௕ܺʹ − ܰܭ௕ܺͳ − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ ∅ − ܰܭ௕ߜʹ sin Ωݐ 
Applying differentiation to equation A. 14 with respect to ሶܺଵ, equation for X1 can be written as 
(Force term does not need change sign) 
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 ݉ଵ ଵܺሷ = ܰܭ௕ܺͳ − ܰܭ௕ܺʹ + ܰܭ௕ߜʹ cos Ωݐ � − ܰܭ௕ߜʹ cos Ωݐ ∅ + ܰܭ௕ߜʹ sin Ωݐ A. 15 
Similarly for X2 differentiation  
− ߲ܷ߲ܺʹ = − ߲߲ܺʹ {ܭ௕ʹ ∑[ܺଶ + ʹܺ ௝ܴcos(�௝ + �)]�௝=ଵ } = −ܭ௕ ∑[ܺ + ௝ܴcos(�௝ + �)]�௝=ଵ  = −ܰܭ௕ܺ − ܭ௕ ∑ ௝ܴcos(�௝ + �)�௝=ଵ = −ܰܭ௕ܺ − ሺܭ௕ ∑ ௝ܴcos �௝�௝=ଵ cos � − ܭ௕ ∑ ௝ܴsin �௝�௝=ଵ sin �ሻ = −ܰܭ௕ܺ − ܭ௕ሺͲሻ cos � + ܭ௕ ܰʹߜ sin � = −ܰܭ௕ܺ + ܰܭ௕ߜʹ ሺ� cos Ωݐ − � cos Ωݐ + sin Ωݐሻ − ߲ܷ߲ܺʹ = ܰܭ௕ܺͳ − ܰܭ௕ܺʹ + ܰܭ௕ߜʹ cos Ωݐ � − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ sin Ωݐ 
Equation for X2 
 ݉ଶܺଶሷ = −ܰܭ௕ܺͳ + ܰܭ௕ܺʹ − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ ∅ − ܰܭ௕ߜʹ sin Ωݐ A. 16 
For Y1 differentiation  
− ߲ܷ߲ܻͳ = − ߲߲ܻͳ {ܭ௕ʹ ∑[ሺܻ − ߜሻଶ + ʹሺܻ − ߜሻ sin(�௝ + �)]�௝=ଵ } = −ܭ௕ ∑[−ሺܻ − ߜሻ − sin(�௝ + �)]�௝=ଵ = ܰܭ௕ሺܻ − ߜሻ + ܭ௕ ∑[sin(�௝ + �)]�௝=ଵ  = ܰܭ௕ሺܻ − ߜሻ + ܭ௕ ∑ sin �௝ cos ��௝=ଵ − ܭ௕ ∑ cos �௝ sin ��௝=ଵ  = ܰܭ௕ሺܻ − ߜሻ + ܰܭ௕ߜʹ cos � + ܭ௕ሺͲሻ sin � =  ܰܭ௕ሺܻ − ߜሻ + ܰܭ௕ߜʹ ሺ−� sin Ωݐ + � sin Ωݐ + cos Ωݐሻ = −ܰܭ௕ܻͳ + ܰܭ௕ܻʹ − ܰܭ௕  ߜ + ܰܭ௕ߜʹ sin Ωݐ � − ܰܭ௕ߜʹ sin Ωݐ � − ܰܭ௕ߜʹ cos Ωݐ 
Equation for Y1 
 ݉ଵ ଵܻሷ =  ܰܭ௕ܻͳ − ܰܭ௕ܻʹ − ܰܭ௕ߜʹ sin Ωݐ � + ܰܭ௕ߜʹ sin Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ + ܰܭ௕ߜ A. 17 
For Y2 differentiation  
− ߲ܷ߲ܻʹ = − ߲߲ܻʹ {ܭ௕ʹ ∑[ሺܻ − ߜሻଶ + ʹሺܻ − ߜሻ sin(�௝ + �)]�௝=ଵ } = −ܭ௕ ∑[ሺܻ − ߜሻ + sin(�௝ + �)]�௝=ଵ = −ܰܭ௕ሺܻ − ߜሻ − ܭ௕ ∑[sin(�௝ + �)]�௝=ଵ  
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= −ܰܭ௕ሺܻ − ߜሻ − ܭ௕ ∑ sin �௝ cos ��௝=ଵ − ܭ௕ ∑ cos �௝ sin ��௝=ଵ  = −ܰܭ௕ሺܻ − ߜሻ − ܰܭ௕ߜʹ cos � − ܭ௕ ሺͲሻ sin � =  −ܰܭ௕ሺܻ − ߜሻ − ܰܭ௕ߜʹ ሺ−� sin Ωݐ + � sin Ωݐ + cos Ωݐሻ = −ܰܭ௕ሺܻʹ − ܻͳሻ + ܰܭ௕ ߜ + ܰܭ௕ߜʹ sin Ωݐ ሺ� − �ሻ − ܰܭ௕ߜʹ cos Ωݐ 
Equation for Y2 
 ݉ଶ ଶܻሷ = −ܰܭ௕ሺܻʹ − ܻͳሻ + ܰܭ௕ߜʹ sin Ωݐ ሺ� − �ሻ − ܰܭ௕ߜʹ cos Ωݐሻ + ܰܭ௕ ߜ A. 18 
For θ differentiation  
− ߲ܷ߲� = − ߲߲� {ܭ௕ʹ ∑[ʹܺ ௝ܴܿ݋ݏ (�௝ + �) +ʹሺܻ − ߜሻ ௝ܴ sin(�௝ + �) − ʹ ௝ܴݎ cos(�௝ − ߙ௝ + � − �)]�௝=ଵ } − ߲ܷ߲� = − ܭ௕ʹ  ߲߲�  ∑ ʹܺ ௝ܴ cos(�௝ + �)�௝=ଵ − ܭ௕ʹ  ߲߲� ∑ ʹሺܻ − ߜሻ sin(�௝ + �)�௝=ଵ + ܭ௕ʹ  ߲߲� ∑ ʹ ௝ܴݎ cos(�௝ − ߙ௝ + � − �)�௝=ଵ  
Recall As ௝ܴ ≈ ݎ ܽ݊݀ �௝ ≈ ߙ௝  ≈ − ܭ௕ʹ  ߲߲�  ∑ ʹܺ ௝ܴ�௝=ଵ [cos�௝ cos � − sin �௝ sin �] + ܭ௕ʹ  ߲߲� ∑ ʹሺܻ − ߜሻ�௝=ଵ [sin�௝ cos � + cos �௝ sin �]+ ܭ௕ʹ  ߲߲� ∑ ʹݎݎ cosሺͲ + � − ∅ሻ�௝=ଵ  ≈ − ܭ௕ʹ  ߲߲�  {∑ ʹܺ ௝ܴcos�௝ cos ��௝=ଵ − ∑ ʹܺ ௝ܴ sin �௝ sin ��௝=ଵ }
+ ܭ௕ʹ  ߲߲� {∑ ʹሺܻ − ߜሻ[sin�௝ cos �]�௝=ଵ + ∑ ʹሺܻ − ߜሻ[cos �௝ sin �]�௝=ଵ } + ܭ௕ʹ  ߲߲� ∑ ʹݎݎ cosሺ� − �ሻ�௝=ଵ  = − ܭ௕ʹ ߲߲�  {− ܰߜʹܺʹ  sin �} + ߲߲� {ܭ௕ʹሺܻ − ߜሻʹ ܰʹߜ cos �} + ܭ௕ʹ ߲߲� ∑ ʹݎݎ cosሺ� − �ሻ�௝=ଵ  ≈ ߲߲�  {ܰߜܭ௕ܺʹ ሺ� cos Ωݐ − � cos Ωݐ + sin Ωݐሻ} + ߲߲� {ܰߜܭ௕ሺܻ − ߜሻʹ ሺ−� sin Ωݐ + � sin Ωݐ + cos Ωݐሻ}+ ܭ௕ʹ  ߲߲� ∑ ʹݎଶ cosሺ� − ∅ሻ�௝=ଵ  =  {ܰߜܭ௕ܺʹ cos Ωݐ} − {ܰߜܭ௕ሺܻ − ߜሻʹ sin Ωݐ} − ݎଶ ܰܭ௕ sinሺ� − ϕሻ − ߲ܷ߲� ≈ − ܰߜܭ௕ʹ  cos Ωݐ ܺͳ + ܰߜܭ௕ʹ  cos Ωݐ ܺʹ + ܰߜܭ௕ʹ sin Ωݐ ܻͳ − ܰߜܭ௕ʹ sin Ωݐ ܻʹ − ݎଶܰܭ௕� + ݎଶܰܭ௕�+ ܰߜܭ௕ʹ ߜ sin Ωݐ    
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Equation for � 
 
ܬଵ�ሷ = ܰߜܭ௕ʹ  cos Ωݐ ܺͳ − ܰߜܭ௕ʹ sin Ωݐ ܻͳ − ܰߜܭ௕ʹ  cos Ωݐ ܺʹ + ܰߜܭ௕ʹ sin Ωݐ ܻʹ − ݎଶܰܭ௕� + ݎଶܰܭ௕�− ܰߜܭ௕ʹ ߜ sin Ωݐ + ܶ݉ A. 19 
For ϕ differentiation  
− ߲ܷ߲∅ = − ߲߲ϕ {ܭ௕ʹ ∑[ʹܺ ௝ܴܿ݋ݏ (�௝ + �) +ʹሺܻ − ߜሻ ௝ܴ sin(�௝ + �) − ʹ ௝ܴݎ cos(�௝ − ߙ௝ + � − ϕ)]�௝=ଵ } − ߲ܷ߲∅ = − ܭ௕ʹ  ߲߲�  ∑ ʹܺ ௝ܴ cos(�௝ + �)�௝=ଵ − ܭ௕ʹ  ߲߲� ∑ ʹሺܻ − ߜሻ sin(�௝ + �)�௝=ଵ + ܭ௕ʹ  ߲߲∅ ∑ ʹ ௝ܴݎ cos(�௝ − ߙ௝ + � − �)�௝=ଵ  ≈ − ܭ௕ʹ  ߲߲�  ∑ ʹܺ ௝ܴ�௝=ଵ [cos�௝ cos � − sin �௝ sin �] + ܭ௕ʹ  ߲߲∅ ∑ ʹሺܻ − ߜሻ[sin�௝ cos � + cos �௝ sin �]�௝=ଵ+ ܭ௕ʹ ߲߲∅ ∑ ʹݎݎ cosሺͲ + � − �ሻ�௝=ଵ  ≈ − ܭ௕ʹ ߲߲�  {∑ ʹܺ ௝ܴcos�௝ cos ��௝=ଵ − ∑ ʹܺ ௝ܴ sin �௝ sin ��௝=ଵ }
+ ܭ௕ʹ ߲߲� {∑ ʹሺܻ − ߜሻ�௝=ଵ [sin�௝ cos �] + ∑ ʹሺܻ − ߜሻ[cos �௝ sin �]�௝=ଵ } + ܭ௕ʹ ߲߲� ∑ ʹݎݎ cosሺ� − ∅ሻ�௝=ଵ  = − ܭ௕ʹ  ߲߲�  {− ܰߜʹܺʹ  sin �} + ߲߲� {ܭ௕ʹሺܻ − ߜሻʹ ܰʹߜ cos �} + ܭ௕ʹ  ߲߲� ∑ ʹݎݎ cosሺ� − ∅ሻ�௝=ଵ  ≈ ܰߜܭ௕ʹ  ߲߲� {ܺ[� cos Ωݐ − ∅ cos Ωݐ + sin Ωݐ]} + ߲߲� {ܰߜܭ௕ʹ ሺܻ − ߜሻሺ−� sin Ωݐ + � sin Ωݐ + cos Ωݐሻ}+ ܭ௕ʹ  ߲߲� ∑ ʹݎݎ cosሺ� − �ሻ�௝=ଵ  = ܰߜܭ௕ʹ  {−ܺ cos Ωݐ} + {ܰߜܭ௕ʹ ሺܻ − ߜሻሺsin Ωݐሻ} + ܰܭ௕ ݎଶ sinሺ� − ∅ሻ ≈ ܰܭ௕ߜʹ  cos Ωݐ ܺʹ − ܰܭ௕ߜʹ  cos Ωݐ ܺͳ − ܰܭ௕ߜʹ sin Ωݐ ܻʹ + ܰܭ௕ߜʹ sin Ωݐ ܻʹ + ܰܭ௕ݎଶ� + ܰܭ௕ݎଶ� − ܰܭ௕ߜʹ ߜ sin Ωݐ    − ߲ܷ߲∅ ≈ − ܰܭ௕ߜʹ  cos Ωݐ ܺͳ + ܰܭ௕ߜʹ  cos Ωݐ ܺʹ + ܰܭ௕ߜʹ sin Ωݐ ܻͳ − ܰܭ௕ߜʹ sin Ωݐ ܻʹ + ܰܭ௕ݎଶ� − ܰܭ௕ݎଶ�− ܰܭ௕ߜʹ ߜ sin Ωݐ    
Equation for ϕ 
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ܬଶ�ሷ = ܰܭ௕ߜʹ  cos Ωݐ ܺͳ − ܰܭ௕ߜʹ  cos Ωݐ ܺʹ − ܰܭ௕ߜʹ sin Ωݐ ܻͳ + ܰܭ௕ߜʹ sin Ωݐ ܻʹ − ܰܭ௕ݎଶ� + ܰܭ௕ݎଶ�+ ܰܭ௕ߜʹ ߜ sin Ωݐ + ௠ܶ A. 20 
Non-conservative forces due to variations  
Shaft 1 
 
ܳ௑ଵ = −ܭଵ ଵܺ − ܥଵ ଵܺሶ  ܳ௒ଵ = −ܭଵ ଵܻ − ܥଵ ଵܻሶ  ܳ� = −ܥ௥ሺ�ሶ − �ሶ ሻ A. 21 
Shaft2 
 
ܳ௑ଶ = −ܭଶܺଶ − ܥଶܺଶሶ  ܳ௒ଶ = −ܭଶ ଶܻ − ܥଶ ଶܻሶ  ܳ� = −ܥ௥ሺ�ሶ − �ሶሻ A. 22 
Adding these forces to the corresponding equations A.15 to A.20, the equation of motion can 
be rewritten as: 
Shaft1: 
 
݉ଵ ሷܺଵ = −ܭଵ ଵܺ + ܰܭ௕ ଵܺ − ܰܭ௕ܺଶ + ܰܭ௕ߜʹ cos Ωݐ � − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ sin Ωݐ − ܥଵ ଵܺሶ  ݉ଵ ሷܻଵ = −ܭଵ ଵܻ + ܰܭ௕ ଵܻ − ܰܭ௕ ଶܻ − ܰܭ௕ߜʹ sin Ωݐ � + ܰܭ௕ߜʹ sin Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ + ܰܭ௕ߜ − ܥଵ ଵܻሶ  ܬଵ�ሷ = −ܥ௥ሺ�ሶ − �ሶ ሻ + ܰߜܭ௕ʹ  cos Ωݐ ଵܺ − ܰߜܭ௕ʹ sin Ωݐ ଵܻ − ܰߜܭ௕ʹ  cos Ωݐ ܺଶ + ܰߜܭ௕ʹ sin Ωݐ ଶܻ − ݎଶܰܭ௕�+ ݎଶܰܭ௕� − ܰߜܭ௕ʹ ߜ sin Ωݐ + ௠ܶ 
A. 23 
Shaft2: 
 
݉ଶ ሷܺଶ = −ܭଶܺଶ + −ܰܭ௕ܺͳ + ܰܭ௕ܺʹ − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ � − ܰܭ௕ߜʹ sin Ωݐ − ܥଶܺଶሶ  ݉ଶ ሷܻଶ = −ܭଶ ଶܻ − ܰܭ௕ሺ ଶܻ − ଵܻሻ + ܰܭ௕ߜʹ sin Ωݐ ሺ� − �ሻ − ܰܭ௕ߜʹ cos Ωݐ + ܰܭ௕ ߜ − ܥଶ ଶܻሶ  ܬଶ∅ሷ = ܥ௥(�ሶ − �ሶ) + ܰܭ௕ߜʹ  cos Ωݐ ଵܺ − ܰܭ௕ߜʹ  cos Ωݐ ܺଶ − ܰܭ௕ߜʹ sin Ωݐ ଵܻ + ܰܭ௕ߜʹ sin Ωݐ ଶܻ − ܰܭ௕ݎଶ�+ ܰܭ௕ݎଶ� + ܰܭ௕ߜʹ ߜ sin Ωݐ + ௟ܶ   
A. 24 
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Forces excitations, due to misalignment the forces acting in the x and y direction, are: 
 
ܨݔଵଶ = ܰܭ௕  ʹߜ ݏ�݊Ωݐ ܨݕଵଶ = ܰܭ௕  ʹߜ ܿ݋ݏΩݐ − ܰܭ௕ߜ A. 25 
Also, the torque excitation of coupling due to misalignment is 
 ܯ݃ଵଶ = ܰܭ௕  ߜ ଶʹ ݏ�݊Ωݐ A. 26 
Oscillating torque generated by coupling due to misalignment is;  
 ܯ�ଵଶ = ܰܭ௕  ʹߜ ሺݔଵ ݏ�݊ Ωݐ + ݕଵ ܿ݋ݏ Ωݐ − ݔଶ ݏ�݊ Ωݐ − ݕଶ ܿ݋ݏ Ωݐሻ A. 27 
For simplicity, the eccentricity mass from geometric centre for each rotor is ݁௖.  
Hence, oscillating torque generated by eccentric mass due to geometric centre (dynamic 
unbalance) 
 
݀݉ݐ݋ݎݍݑ݁ͳ = ͻ.ͺͳ݁ܿ݉�ଵ ܿ݋ݏ Ωݐ ݀݉ݐ݋ݎݍݑ݁ʹ = ͻ.ͺͳ݁ܿ݉�ଶ ܿ݋ݏ Ωݐ A. 28 
Oscillating forces generated by eccentric mass due to geometric centre (dynamic unbalance):  
 
݂݀݉݋ݎܿ݁ݔͳ = ݁ܿ�ሶ ଶ݉�ଵ ܿ݋ݏ Ωݐ ݂݀݉݋ݎܿ݁ݕͳ = ݁ܿ�ሶ ଶ݉�ଵ ݏ�݊ Ωݐ ݂݀݉݋ݎܿ݁ݔʹ = ݁ܿ�ሶ ଶ݉�ଶ ܿ݋ݏ Ωݐ ݂݀݉݋ݎܿ݁ݕʹ = ݁ܿ�ሶ ଶ݉�ଶ ݏ�݊ Ωݐ A. 29 
Adding these forces to its corresponding equation in equations A.23 and A.24 the final 
equation of motions can be written as: 
Shaft1: 
 
݉ଵ ሷܺଵ = −ܭଵ ଵܺ + ܰܭ௕ ଵܺ − ܰܭ௕ܺଶ + ܰܭ௕ߜʹ cos Ωݐ � − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ sin Ωݐ + ܨݔଵଶ − ܥଵ ଵܺሶ+ ݂݀݉݋ݎܿ݁ݔͳ ݉ଵ ሷܻଵ = −ܭଵ ଵܻ + ܰܭ௕ ଵܻ − ܰܭ௕ ଶܻ − ܰܭ௕ߜʹ sin Ωݐ � + ܰܭ௕ߜʹ sin Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ + ܰܭ௕ߜ + ܨݕଵଶ− ܥଵ ଵܻሶ + ݂݀݉݋ݎܿ݁ݕͳ ܬଵ�ሷ = −ܥ௥(�ሶ − �ሶ ) + ܰߜܭ௕ʹ  cos Ωݐ ଵܺ − ܰߜܭ௕ʹ sin Ωݐ ଵܻ − ܰߜܭ௕ʹ  cos Ωݐ ܺଶ + ܰߜܭ௕ʹ sin Ωݐ ଶܻ − ݎଶܰܭ௕�+ ݎଶܰܭ௕� − ܰߜܭ௕ʹ ߜ sin Ωݐ + ܯ݃ଵଶ + ܯ�ଵଶ + ௠ܶ − ݀݉ݐ݋ݎݍݑ݁ͳ  
A. 30 
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Shaft2: 
 
݉ଶ ሷܺଶ = −ܭଶܺଶ ± ܰܭ௕ܺͳ + ܰܭ௕ܺʹ − ܰܭ௕ߜʹ cos Ωݐ � + ܰܭ௕ߜʹ cos Ωݐ � − ܰܭ௕ߜʹ sin Ωݐ + ܨݔଵଶ − ܥଶܺଶሶ+ ݂݀݉݋ݎܿ݁ݔʹ ݉ଶ ሷܻଶ = −ܭଶ ଶܻ − ܰܭ௕ሺ ଶܻ − ଵܻሻ + ܰܭ௕ߜʹ sin Ωݐ ሺ� − �ሻ − ܰܭ௕ߜʹ cos Ωݐ + ܰܭ௕ ߜ + ܨݕଵଶ − ܥଶ ଶܻሶ+ ݂݀݉݋ݎܿ݁ݕʹ ܬଶ∅ሷ = ܥ௥(�ሶ − �ሶ) + ܰܭ௕ߜʹ  cos Ωݐ ଵܺ − ܰܭ௕ߜʹ  cos Ωݐ ܺଶ − ܰܭ௕ߜʹ sin Ωݐ ଵܻ + ܰܭ௕ߜʹ sin Ωݐ ଶܻ − ܰܭ௕ݎଶ�+ ܰܭ௕ݎଶ� + ܰܭ௕ߜʹ ߜ sin Ωݐ − ܯ݃ଵଶ − ܯ�ଵଶ + ௟ܶ − ݀݉ݐ݋ݎݍݑ݁ʹ  
A. 31 
 
 
  
Appendix B: Test Rig Parameter Calculation  
1. Moment of inertia of shafts 
 
The moment of inertia, usually denoted J, measures the extent to which an object resists 
rotational acceleration about an axis, and is the rotational analogue to mass. Mass moments of 
inertia have units of dimension mass × length2. The following moment of inertia assumes 
constant density throughout the object, and the axis of rotation is taken to be through the 
centre of mass: � = �࢘�૛ 
 
 
Where, rg is the radius of gyration of solid cylinder. The rg can be expressed by the following 
equation: 
 ࢘�૛ = ࢊ૛ૡ = ሺ૛࢘ሻ૛ૡ = ࢘૛૛  
 ࢘� = ࢘√૛ 
 
The steel density is given as 
 σୱ୲ୣୣ୪ = ͹.ͺ ݇݃ ݀݉ଷ⁄ = ͹.ͺ × ͳͲଷ ݇݃ ݉ଷ⁄  
1- Shaft one (Motor shaft) 
Total mass of shaft one (m1) =10 kg (excluding half coupling mass=2.73 kg) 
Radius of gyration of shaft one (rg1) 
 ࢘�૚ = ૚√૛ (૚૝ + ૚૞ + ૚ૢ + ૞૚. ૚૞ + ૚૞ + ૚ૢ + ૚૝ૠ ) ࢘�૚ = ૚૝. ૡ૟૝૝�� = ૙. ૙૚૝ૢ� 
 
Moment of inertia of shaft one: �૚ = �૚ × ࢘�૚૛ �૚ = ૚૙ × ሺ૙. ૙૚૝ૢሻ૛ = ૙. ૙૙૛૛ ��. �૛  
With one flange of coupling on: �૚ = ૙. ૙૙૛૛ + ૙. ૙૙ૠૡ૛ = ૙. ૙૙૟૚ ��. �૛ 
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Figure E1. Motor shaft 
 
 
2- Shaft two and three  
Total mass of shaft two and three (m2, m3) =2.0 kg =2.0 kg (excluding 5.46 kg of coupling) 
 
Radius of gyration of shaft two and three (rg2,3) 
 ࢘�૛,૜ = ૚√૛ (૚૞ + ૛૙ + ૛૞ + ૛૙ + ૚૞૞ ) 
 ࢘�૛,૜ = ૚૜. ૝૜૞�� = ૙. ૙૚૜૝� 
 
Moment of inertia of shaft one: �૛,૜ = �૛ × ࢘�૛૛ �૛,૜ = ૛. ૙ × ሺ૙. ૙૚૜૝ሻ૛ = ૙. ૙૙૙૜૞૟ ��. �૛  
With coupling on:  
 �૛,૜ = ૙. ૙૙૙૜૞૟ + ૙. ૙૙ૠૡ = ૙. ૙૙ૡ૛ ��. �૛ 
 
Figure E2. Shaft two and three dimensions 
 
 
3- Shaft four (DC generator)  
 
Total mass of shaft two and three (m4) =32.23 kg (excluding half coupling mass=2.73 kg) 
 
Radius of gyration of shaft two and three (rg4) 
 ࢘�૝ = ૚√૛ (૛૙ + ૜૙ + ૠ૙ + ૜૙ + ૛૙ + ૚ૠ. ૞૟ ) 
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 ࢘�૝ = ૛૛. ૙ૢૠ૚�� = ૙. ૙૛૛૚� 
 
Moment of inertia of shaft one: �૝ = �૝ × ࢘�૝૛ �૝ = ૜૛. ૛૜ ×  ሺ૙. ૙૛૛૚ሻ૛ = ૙. ૙૚૞ૠ ��. �૛  
With half coupling on: �૝ = ૙. ૙૚૞ૠ + ૙. ૙૙ૠૡ/૛ = ૙. ૙૚ૢ૟ ��. �૛ 
 
 
Figure E3. DC generator rotor dimensions (shaft four) 
 
 
4- Moment of inertia of coupling 
 
The total mass of coupling (see Table 5.1) = 5.46 kg 
 
Moment of inertia of coupling (Maryland, 2008): 
 �ࢉ = ૙. ૙૙ૠૡ ��. �૛  
 
 
Figure E4. Coupling dimensions  
 
  
Appendix C: Balance quality and permissable residual 
unbalance  
 
Figure C. 1 Permissible residual specific unbalance based on balance quality grade G 
and service speed n(Iso1940-1, 2003)  
 
The Use of Passive Telemetry in Rotor Fault Diagnosis 
   
 
246 
 
Table C. 1Guidance for balance quality grades for rotors in a constant (rigid) state 
(Iso1940-1, 2003) 
 
 
